Google 



This is a digital copy of a book that was preserved for generations on library shelves before it was carefully scanned by Google as part of a project 

to make the world's books discoverable online. 

It has survived long enough for the copyright to expire and the book to enter the public domain. A public domain book is one that was never subject 

to copyright or whose legal copyright term has expired. Whether a book is in the public domain may vary country to country. Public domain books 

are our gateways to the past, representing a wealth of history, culture and knowledge that's often difficult to discover. 

Marks, notations and other maiginalia present in the original volume will appear in this file - a reminder of this book's long journey from the 

publisher to a library and finally to you. 

Usage guidelines 

Google is proud to partner with libraries to digitize public domain materials and make them widely accessible. Public domain books belong to the 
public and we are merely their custodians. Nevertheless, this work is expensive, so in order to keep providing tliis resource, we liave taken steps to 
prevent abuse by commercial parties, including placing technical restrictions on automated querying. 
We also ask that you: 

+ Make non-commercial use of the files We designed Google Book Search for use by individuals, and we request that you use these files for 
personal, non-commercial purposes. 

+ Refrain fivm automated querying Do not send automated queries of any sort to Google's system: If you are conducting research on machine 
translation, optical character recognition or other areas where access to a large amount of text is helpful, please contact us. We encourage the 
use of public domain materials for these purposes and may be able to help. 

+ Maintain attributionTht GoogXt "watermark" you see on each file is essential for in forming people about this project and helping them find 
additional materials through Google Book Search. Please do not remove it. 

+ Keep it legal Whatever your use, remember that you are responsible for ensuring that what you are doing is legal. Do not assume that just 
because we believe a book is in the public domain for users in the United States, that the work is also in the public domain for users in other 
countries. Whether a book is still in copyright varies from country to country, and we can't offer guidance on whether any specific use of 
any specific book is allowed. Please do not assume that a book's appearance in Google Book Search means it can be used in any manner 
anywhere in the world. Copyright infringement liabili^ can be quite severe. 

About Google Book Search 

Google's mission is to organize the world's information and to make it universally accessible and useful. Google Book Search helps readers 
discover the world's books while helping authors and publishers reach new audiences. You can search through the full text of this book on the web 

at |http: //books .google .com/I 



«b,Gooi^le 



I 



PRBSENT&D TO 



THE LIBE,AE-ir 

UNIVEBSIT? QF MICBIBAH 



<^^. .? ^i'S--^. 




«b,Gooi^le 






« wGooi^le 



«b,Gooi^le 



«b,Gooi^le 



«b,Gooi^le 



U.S. EBGIKEER MPAETMEST, DKITED STATES ARMY. ' 



REPORT 



INTERNATIONAL EXHIBITION OF ELECTRICITY 



P^ RI S 



AUGUST TO NOVEMBER, 1881. 



DAVID POETEE HEAP, 

MAJOR, CORPS OF ESOINEERS, U. S. A 



WASHINGTOS: 
OOTEBNHERT FBINTINQ OPFIOK. 



D.qi»cdKG001^le 



«b,Gooi^le 



Office of the Chief of Enoineebb, 
United States Army, 
Washington, D. C, Odober, 23, 1883. 
Sib ; I have the honor to submit herewith the report of Maj, D. P. 
Heap, Corps of EngiDeers, who was directed by the honorable the Secre- 
tary of War, to be present at the International Exhibition of Electricity 
to be held in Paris from August to November, 1881, 
' Major Heap presents the ioformation acquired by him at the Exhibition . 
I respectfully recommend that the report, with its plates, be printed at 
the Government Printing Office, and that one thousand copies be obtained 
for the use of the Engineer Department upon the usual requisition. 

Very respectfully, your obedient servant, 

H. G. Wright, 



Hon. Robert T. Lincoln, 

SecreUiTy of War, 



^^f of Engineers, 
Brig, and Bvt, Maj, Gen, 



[First iodorsement.] 

The recommendation of the Chief of En^neers is approved, 
By order of the Secretary of War : 

John Twbedale, 

Ckief Oerk. 
War Department, 

October, 26, 1883. 
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Washington, Jvly 17, 1883. 
SiB: I have tbe honor to report that on March 13, 1881,1 received the 
foUowing : 

Wak Departmbkt, 
WiuMngUtn Citg, atamh 8, 1881. 
Order): 

That for the paipoae of acquiring iafocinatiou respecting late iav«iitlaiis and im- 
proTements in eleotrictty. Capt. D. P. Heap, Corps of Engiaeera, will proceed to Paris, 
France, via Liverpool and London, England, on or abont the 15th July, 1881, and will 
be present at the International Exhibition of Etectiicity, to be held st Paris trom 
tlie Ist Aagnat, 1881, to the 15th November following. 

At the close of the Exhibition Captain Heap will retntn to the United States Tia 
London and Liverpool. 

On his return to the United States Captain Heap will make a detailed report of the 
information acquired by him to the Chief of Engineers, for the use of the War De- 
portment. 

Albjc. Rahsby, 
Seerttars of War. 
These orders were indorsed as follows : 

Office of Chikf of ENai»KERs, U. S. Armt, 

March 11, 1881. 
Bespectfnlly forwarded to Capt. D. P. Heap, Corps of Engineers, Buffalo, N. Y. 
By command of Brig. Gen, Wright. 

Gborge H. Eluott, 

Major oj Engineers. 
As a coDsequence of ray selection by the War Department for this duty, 
the State Department appointed me honorary commissioner from the 
United States to the Paris Exposition, and military del^at« to the Con- 
gress of Electricians. 

The Chief Signal ■ Officer, desiring to make an exhibit of signal appa- 
ratus at the Exposition, I was requested to take charge of it, and con- 
sented with pleasure. 

Sei^. A. Eccard, of the Signal Service, was directed to accompany the 
exhibit to Parij, and to attend to the details of unpacking and installing it. 
I sailed for Paris on July 2, and arrived in time to have the Signal 
Service exhibit ready by the opening day, and, in connection with the 
other commissioners, aided in getting the United States section in present- 
able condition. 

During the entire exhibition my duties as commissioner, though not 
specialty arduous, kept me quite busy, and as in addition I was a member 
of the Congress of Electricians and also one of the jury to determine the 
awards, I found that there was comparatively little time which I could 
devote to the principal object of my journey, i. e., collecting information 
nseful to this Government of the improvements in electrical appliances. 
On my return to America I was ordered to duties which engrossed 
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nearly all my time. In sucli spare momeDts as I could find I worked on 
my report, but it was not until last wintfir that I could devote much at- 
tention to it, and I now submit the result of my labors. 

The Jiixposition covered the whole ground of electric science, and was 
complete in nearly every detail except in its application to torpedoes. The 
various nations possessing torpedo systems preferred to keep their methods 
secret, not believing that in case of war their patented inventions would 
be held sacred. Hence the information gathered in this field will be found 
to be but meager. 

The Exposition was specially noted for the number and variety of ma- 
chines for generating electricity and for the appliances for using elec- 
tricity for lighting. These two subjects are therefore treated in consider- 
able detail. 

In preparing the report, in addition to personal examination, I made 
liberal use of descriptions of apparatus furnished by exhibitors and in- 
ventors, and published in current periodicals, 

I am specially indebted to Engineering, The Electrician, and The TeU- 
_graph JoumcU, published iu London, and to La LumHre Electrique and 
L'Eledricwn, published in Paris. 

The greater part of the chapter on application of electric light to light- 
houses was published by me in Sdenee during March and April of this 
year. 

I have not always confined myself to the objects exhibited, but iu some 
■cases have given a slight history of antecedent inventions, in order to show 
their progress and improvement. 

Those who desire fuller information on the subject of electric lighting 
are referred to " Electric Illumination," by James Dredge, mainly com- 
piled from Engineering. This work was published while I was at work 
at my report, and descriptions in both will be found in many cases to be 
very similar, as both were derived from the same sources. " Electric 
Illumination " is moreover a nearly complete history of the subject, and 
is naturally more full than a report of an exhibition would be. 

I have selected those subjects which seemed to me would be of the most 
use to the War Department. Information was, however, collected on 
many other subjects belonging to other branches of electrical science, on 
which an additional report will be submitted if desired. 

In Mr. Ktuser's report on his torpedo alarm I have thought it best to 
retain his own words and expressions ; the slight quaintness of his lan- 
gu^e does not make it the less intelligible. 

Very respectfully, your obedient servant, 

D. P. Heap, 

Major of Engineers. 

Brig. Gren. H. G. Weight, 

Qiief of Engineers, U. 8. A., Washington, P.,G. Cit.)0*?lc 
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REPORT 



INTERNATIONAL EXHIBITION OF ELECTEICITY 
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BATTESIES. 



The Tronv^ bicbromate battery.. 

Tbe TrOQT^ se^ed battery. 

The Tronv^ dry battery. 

The Griacom bichromate battery. 

Siemens & Halske's constant battery. 

SiemeuB &. HalBke'sformof Daniell's bat- 
tery. 

Sienians & Halske's form of Marie-Davy's 
battery. 

ADBtrian battery. 

Bliw & Hill's battery. 

Batl«ry of Dr. Hoser. # 



Battery of H. Oaiffe. 

Leulanob^ battery. 

Batlery of M. Maiche. 

Howell's manganese battery. 

Partz's bicbroraate battery. 

Eldredge's litharge battery. 

Battery of Signor Piatti. 

Standard battery of London poat-offloe. 

Bell-pash battery of M. Skrivanow. 

Battery of M. DesrueUes. 

Daniel's cell, modifled by H. Plants. 



BATTERIES AND BATTERY MATERIAL. 



A.TE BATTBKT. 



This is the battery devised by M. Trouv6 for actuating the small motor 
invented by him. 

This battery is a raodificatioo of the " PVe boutdlh " devised by M. 
Qreaet. Grenet's battery consists of a globular receiver in glass with a 
very wide neck; the electrodes are composed of two pieces of retort carbon 
fixed to the cover of the battery, between which passes a zinc plate that 
may be placed in the liquid or withdrawn, so that there may be no de- 
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struction when the battery is not in use. The exciting liquid is water 100 
parts, bichromate of potash 12 parts, sulphuric acid 2d parts, 

M. Trouv4 has modified this welt known form, and has made it as 
shown in Fig. 1, which permits of ite beiug easily cleaned, of the zinca 
being rapidly amalgamated and replaced, and diminishes the resistance on 
account of the lai^ surfaces obtained. The battery consists of two plates, 
N N, of hard rubber, which can easily be coupled with three other plates 
of the same material te form the vase; the plates support a rod, on which 
are placed the movable contacts carrying the carbons. The tube E is for 
blowing in air to assist in disengaging the bubbles of hydrc^n, and to aid 
in the precipitation of a yellow powder that covers the carbons, and re- 
duces the intensity of the current. Strips of rubber are placed above and 
below the carbons to prevent their contact with the zincs. 



TKE THOUV^ SEALED BATrSBV. 

In this battery, which, though small enough to be carried in the vest 
pocket, is very powerfnl, the exciting liquid is a solution of bisulphate of 
mercury, and the electrodes are carbon and zinc ; the vase is of hard rubber, 
in the upper part of which (see Fig. 2) is a tube of carbon, and inside the 
tube, but separated from it, a cylinder of zinc. When the battery is held 
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nprightthe liquid does not touch the zinc, and no action takes place. When 
it is desired to make the battery act, the vase is simply laid on its side or 
turned upside down, 

The battery polarizes rapidly, and in closed circuit is s(toa exhausted ; 
the bisulphate of mercury can readily be renewed, however. M. Trouv4 
OSes this battery for his electric jewelry, which consist of small figures, in- 
sects, birds, butterfli^, &c., used as scarf-pins or ornaments, and animated 
at the will of the wearer by electricity. 

TRB TROUVTi DRY BATTERY. 

This is composed of two disks (see Fig. 3), one of zinc, the other of 
copper, separatetl by a number of paper disks, slightly less in diameter, 
and moistened with a solution of sulphate of zIdc and of sulphate of copper 
in the part nearest to the disks. These salts being hygrometrie always 
keep the battery in a proper state of moisture, and there is no action until 
the circuit is closed. Care must be taken that the copper rod connecting 
with the copper disk, which is the lower one, be insulated from the paper 
disks to prevent local action, and that the whole arrangemeat be placed in 
a glass vase with a slate top to prevent its drying. Thus made the ele- 
ment can work for a year without needing attention. 

It is evident that after a variable time, depending upon the amouot of 
work which it is called upon to perform, the battery will be exhausted. 
All that is then necessary to do is to again moisten the lower part of the 
battery in a heated and saturated solution of sulphate of copper. As to 
the sulphate of zinc, it is constantly formed by the action of the apparatus, 
and it is never necessary to renew it. 

This battery has the same electromotive force as a Daniell battery, 
from which it only differs in 
form. Its resistance varies 
with the diameter of the cop- 
per and zinc disks and with 
the thickness of the pile of 
paper disks. For a ^ven di- 
ameter of the disks the quan- 
tity of- the paper cannot be 
too much diminished without 
causing the battery to lose its 

durable qualities, which is one ^,„ ^_^^^ ^„;^, ^^^ ^,,,^ 

of its principal merits. 

THE GRieCOU BICHROMATE BATTEKY. 

The battery devised by Mr. Griscom for use with his electromotors is 
also a modification of the " G-renet " battery. 
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It is so arranged (see Fig. 4) that the plates can be lifted clear of the 
liquid by a spring and allowed to drain. This avoids the expense of having 
the battery recharged frequently, and as it does not waste when not at 
work it will last a long time with a single charge. 



The amount of current is regulated by dipping the plates more or less 
in the liquid by^ means of the pedal shown at the side of the box. This 
motion of the plates also tends to free them from hydrogen bubbles and 
to prevent the battery from polarizing. 



siEuaNS & I 



This battery is a form of the Daniell's cell (see Fig, 5), and was in- 
troduced some years ago. It contains a diaphragm of paper pulp strongly 
saturated with salt to prevent the mixture of the solutions and the unneces- 
sary consumption of zinc and sulphate of copper. 
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A is a glass jar, at the bottom of which is placed a cross of sheet copper, 
K, attached to a copper wire, /+, and ovfer this a tube, C, of unglazed porce- 
lain, the lower part of which is widened ont bell-fashion. Between the 
porous bell and the glass vessel the paper pulp is put to the height e and 
pressed firmly down. This forms the diaphr^m, and is covered on top 



Flo. 5— SimeDB & Halghe's coosUiit battel?. 



with a piece of blotting paper or flannel, on which the zinc Z rests. 
Crystals of sulphate of copper are placed in the porcelain tube and 
acidulated water in the jar A, so as to cover the zina 



! DANIELL'S BATTERY. 



This consists of a ::inc cylinder, Z, immersed in acidulated water, and a 
copper cylinder, C, in a solution of sulphate of copper, the liquids being 
separated by a porous diaphragm, P. (See Tig. 6.) 
6356 ELEO 2 
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la dt Hftlske'a fonn of Daniell'a battery. 



I of Marie Davj'a tattery. 
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y'8 battery. 



The form used by Siemens & Co. (see Fig. 7) consists of a zinc cylinder, 
Z, and a carbon ptate, C. The exciting liquid is a solution of proto-aul- . 
phate of mercury. This battery is sometimes used on account of its high 
electro-motive force and the comparatively small space the cells occupy. 



The following form of the Daniell cell (see Fig. 8) was shown in the 
Austrian section, and is the device of Herr Kohlfurst. 

It consists of a glass jar, A, with a contraction, 66, at its lowest part. 
Thisjar is covered with atast-irou lid, D, to prevent 
evaporation, and a conical plate of pig zinc, Z, is 
connected to it by a brass pin, e, which is screwed 
into the lid, and carries at its upper end a terminal, ;r. 
The zinc forms one pole of the battery ; the other 
is an S-shaped piece of lead lying on the bottom of 
the cell. An insulated wire,/, runs from thb plate 
outside the cell through a hole in the cover, and 
forms the other terminal. The bottom of the jar, 
from the lead plate to the narrow neck, 66, is filled 
with crystals of sulphate of copper, and over the 
neck is laid a plate of unglazed earthenware, t. The 
exciting liquid is a solution of sulphate of maenesia. 

,., ° ^ ,. , ... , FlQ.B.-ADBtrianforniofDMl. 

which IS poured into the opening l in the cover. leiiwii. 

This is ordinarily kept closed by a cork. The E. M. F. of this element 
is about a volt ; its I. K. about 5 Siemens 
units. It is said to be very constant and 
to require little attendance, and will last 
from six months to a year when once set 
up. It is used on the Buschtehrad Rail- 
way at Pn^e. 



BU8S A HlU-'S BATTBBY. 



Another form of Daniell battery, de- 
signed by Messrs. Bliss & Hill and con- 
structed by the Western Manu&cturing 
Company of Chicago and New York, has 
a reservoir for the sulphate of copper at the 
bottom. (See Fig. 9.) The copper plate 
forms the separator tietween the solution 
of sulphate of copper and sulphate of zinc. It is a simple form of gravity 
battery. GoO»^lc 



Fig. s.— BlisB A EUl'e gnvlt; battery. 



A simple plan of keeping the two solutions from mixiog in a Daniell 
cell was exhibited by Dr. James Moser, of the Soci4t6 G4n4rale des T6I4- 
phones, Paris. This plan is shown in figure 10. A is a long glass jar 
fitted with a lid of cork, B, Through the cork a rod of zinc, E, is in- 
serted to form the positive plate, and a disk of copper, E), at the bottom 
of the jar is the negative plate; an insulated wire runs from this plate 
through the cover. The whole cell is filled with a solution of sulphate 
of zinc, and crystals of sulphate of copper are dropped upon the copper 
plate, where they dissolve. The solution of sulphate of copper is pre- 
vented from rising into the upper half of the jar by means of the addi- 
tional piece of zinc Z suspended in the liquid. Any sulphate of copper 
didiising up as far as this plate is decomposed by the zinc, and metallic 
copper is deposited upon it. There is thus a definite line of demarkation 
between the two solutions at C. This cell is said to auswer well as a 
standard. 



Flo. 10.— Batterr Fio. II.— Batterv of U, Gaiffe. 

of Dr. Mdkt. 

When the circuit of a Daniell cell is open there is always a slight waste, 
owing to the reaction of the zinc upon the sulphate of copper. M. Gaifife 
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has designed a form of battery to suppress this and at the same time to 
renderthe action more constant. (See Fig. 11.) 

The apparatus ie composed^ 1st, of a glass jar, B, at the upper part of 
which is suspended a zinc cylinder, Z ; 2d, a central vase, P, the upper 
part P O being porous, and the lower part J S being of ordinary glass ; 3d, 
a cylinder of copper, C, contained in the central vase. This copjrer cylin- 
der is prolonged into the rod U' C", bent back into the jar B, outside the 
porous vase and curved horizontally into a ring, C", around the central vase. 

This cell is charged with a concentrated solution of sulphate of zinc or 
sulphate of magnesia, and crystals of sulphate of copper are placed at S, 
around the base of the central vase. In dissolving, these crystals first sat- 
urate the liquid contained in the part J S of the central vase, and when the 
solution arrives above the line J it permeates the porous vase and falls by 
its density to the bottom ofthe jar outside the sphere of action of the zinc. 
But this permeation of sulphate of copper operates slowly, and the circuit 
may be left open for wedts before any deposit of copper can be perceived 
upon the zinc. When the circle is closed this cell, presenting less internal 
resistance between Z and C" than between Z and C reduces first the sul- 
phate of copper which has fallen to the bottom of the jar, the liquid in 
which soon regains its original purity, after which the action continues as 
in an ordinary Daniell cell. 

The incrustation of the porous vase with copper is «voided hy prevent- 
ing any contact between the vase and the copper element. 

LECLANCHli BATTBRT. 

The well-known Ijeclanch6 battery (see Fig. 12) was exhibited by 
varions manu&cturers. The following advantages are claimed for the 
new form with agglomerated plates : 

Absolute constancy of resistacce, whatever may be the electro-chemical 
work effected by the element ; 

The disengagement of electricity is immediate as soon as the battery is 
mounted and the circuit closed ; 

The battery will last longer than any other, on account of the depolar- 
izing power ofthe manganese, which is utilized to the last atom; 

The E. L. M. is considerable, in practice 15 Daniell elements can be 
replaced by 10 Lec!anch6; 

It requires hardly any attention ; 

It can readily be renewed ; when it is exhausted it is only necessary to 
change the depolarizing plates ; this makes the battery very economical ; 

The weight and size are much diminished, and as the porous vase is no 
longer used there is less danger of breaks^. 

Aa essential condition for the good working of all LeclanchS batteries 
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is that the sal ammoniac e free from all impurities, especially lead, which 
will be deposited in a metallic state upon the zinc, rapidly consuming the 
latter by local action. 



Via. 13.— Leciaoch* balmry. 



A modified form of Leclanch^ battery (see Fig. 13) was exhibited in the 
French section by M. Maiche. It consists of a glass vessel, A, containing 
in its upper part a porous vase, B, perforated with holes, which is attached 
to the ebonite cover. This vase is filled with fragments of gas carbon on 
which platinum has been deposited. From one of the terminals a plati- 
num wire leads into the carbon and majjes contact with the latter. An 
ebonite stem passes through the vase and supports a circular shelf, c, on 
which are laid two small cylinders of zinc surrounded with mercury; a 
platinum wire, d, descends from the other terminal and makes contact 
with the mercury. The external vessel is filled with a saturated solution 
of sal ammoniac, or water w ith a tenth of its weight of sulphuric acid, or 
bisulphate of soda. 

The level of the water must not rise much above the level of the lower 
row of holes in the porous vase. The object of this is to make thegreater 
part of the carbon humid by capillary attraction only, whilst the zinc is 
entirely immersed, and can therefore become entirely dissolved. 

The advantf^es claimed are that the battery will last a long time witb- 
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out recharging, and that it has high E. M. JF. and low I. R., and conse- 
quently is well adapts for tel^raphy or for ringing electric bells. 

From the construction it seems as if small particles of platinized carbon 
might fall into the mercury and set up local action ; this defect, if it ex- 
ists, could no doubt be readily rectified. 



FlQ. 13 Biittei7 of U. Maicha. Fio. 14.— Howella' Mangaseae baCtery. 



Another form of Leclanch^ battery, devised by Mr. Howells and shown 
in the British section (see Fig. 14), avoids this defect by nsing a double 
diaphragm, one porous the other slotted. It consists of a stoneware outer 
jar, A A, inside of which is fixed the stoneware cell B B, called the "sep- 
arator," having a number of narrow slots cnt in its wall ; within the " sep- 
arator" is placed an ordinary porous pot, C C, which contains a zinc rod, 
P, kept amalgamated by a little free mercury in the bottom of the cell. 

In the space A' A', between the outer jar and the "separator," is placed 
a rod of carbon, N, fitted with a brass terminal, and surrounding this rod 
is packed a mixture of graphite and dioxide of manganese in small pieces, 
fa^ether with some manganese sulphate or white manganese of commerce. 
The whole is sealed with a compound of bitumen, and a small hole is left 
for the escape of gases. 

The battery is charged with a mixture of one part of sulphuric acid 
and four parts of water, which is poured into the middle compartment 
B' B', formed by the "separator" and porous cell; the latter is filled with 
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a solution compoaed of 25 grammes of ammonic sulphate dissolved in one 
litre of water. 

The E. M. F. is about 2.14 volts or 12 per oent. higher than that of 
an ordinary Leclanch^, and its I. R. is from 5 to 6 ohms. This compar- 
atively low internal resistance is attributed to the presence of white man- 
ganese, which is a ttetter conductor than the black. This battery can be 
readily cleaned, 

PARTZ BICHROM&TB BATTKBT. 

This battery was exhibited in the American section. Its chief peculiarity 
was in the form of the carbon plate, which is in the shape of a hollow 
cylinder with vertical slots cut out of it from near the top to the bottom ; 
it incloses the ordinary zinc rod. The exciting liquid is a neutral solution 
of bichromate of potash. The E. M. F. is said to be 1.65 volts, I. R. 
only 1.6 ohms. The result is a powerful current from a single cell, and 
it is therefore well adapted for domestic purposes. 



This more novel form was also shown in the American section by Mr. J. 
Morgan Eldredge; it is of the ordinary shape and the plates are zinc and 
lead. The zinc cylinder is cast with lugs and is hung from the mouth of 
the jar. A square plate of lead is placed in the bottom and on it is 
strewed powdered litharge. The exciting liquid is a solution of chloride of 
ammonia. In the chemical action of the cell oxide of lead, chloride of am- 
monia and zinc are transformed into lead, water, chloride of zinc, and am- 
monia. No teats of the battery were given. 



This battery, exhibited in the Italian section, is based on the observa- 
tion made by its inventor, that when powdered coke is pressed into a hard 
mass and inserted between the two plates of a voltaic element, the carbon, 
though almost metallically conductive within certain limits of pressure, 
does not "short circuit" the cells, but, on the contrary, only serves to render 
the exciting liquid more conductive and powerful. It is claimed that an 
element thus constructed lasts longer without polarizing than one in which 
the coke is absent. The cell exhibited consists of the ordinary glass vessel 
cont^ning the zinc cylinder, and within the cylinder is placed the ordinary 
porous pot. But the latter instead of containing the positive plate is 
acked with ground coke. The positive plate of silvered copper, or betu 
ter, of silver, is simply laid upon top of the coke, and by means of a 
thumb-screw bearing upon its upper surface a pressure is applied to the 
coke paste so as to r^ulate its resistance and the activity of the ceil. The 
exciting liquid is a solution of common salt, and it is necessary that the 
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coke should be neither too fine nor too coarse. It is first sifted in a sieve 
having meshes of 1 millimeter in diameter aqd afterwards deaned irom 
dust in a hair sieve. It is then filled :into the porous pot and each layer 
is firmly pressed. The solution is poured into the outer vessel until it at- 
tains a level of 5 or 6 centimeters below the top of the coke, and more is 
added until the level of the liquid is no longer lowered by the absorption 
of the pot and its contents. When the circuit is closed the maximum cur- 
rent is obtained in about au hour. 

In the action of the battery the common salt resolves itself into hydrate 
of soda, which passes to the carbon, while chloride of zinc remains in the 
liquid and hydrt^en escapes from the pores of the carbon. 

A short time after the battery is put in action the hydrate of soda trav- 
erses the porous diaphragm by osmose and encountering the chloride of 
zinc reproduces the decomposed chloride of sodium, and the hydrated ox- 
ide of zinc is deposited on the exterior surface of the diaphragm, from 
which it is easily removed by a spatula, in order to prevent an increase of 
internal resistance. 

STANDARD BATTERY OF THB LONDON PO8T-0FFICB. 



Fii). IS — standard battery al the London poat-offloe. 

Thisbattery is designed to make very exact measurements; of which the 
error will not exceed .01 volt. It consists of a jar with two compartments 
(See Fig. 15); theoneon the right contains a porous pot, in which are placed 
crystals of sulphate of copper and a copper rod ; when the battery is not in 
use it is arranged asshown in the figure. The left-hand compartment is filled 
to a certain height with a half saturated solution of sulphate of zinc, and 
in it is the plate of zinc, Z ; a cylinder of zinc, b, is placed in the bottom 
of this compartment, immediately below the plate of zinc Z; when it is de- 
sired to use the battery the porous vase is placed in the left-hand compart- 
ment, the level of the zinc solution rises and wets the zinc plate. The 
battery is then ready to work. When the measurements are finished the 
porous pot is replaced in the right-hand compartment. During repose all 



thesolutioDof sulphate of copper which had been mixed with the sulphate 
of ziDc is deposited upon the cylioder b. The solution thus remains very 
clear. The E. M. F. of this element is 1.07 volte. The London post- 
office uses it for all trials of lines and apparatus. 



M. 8KRIV4NOW. 



Among the minor novelties of the exhibition was this little battery (see 
Fig. 16), exhibited in tlie Bussian section ; it is contained in the ordinary 
bell-push. The sketch shows its construction. At the bottom of the bell- 
push is a plate of carbon, C, on which rests a ring of paraffine, P P, to contain 
a paste of chloride of zinc, e h. On this are placed a few disks of blotting 
paper, B, moistened with ammoniacal salte of mercury. Aspring, 8, sup- 
ports a disk of zinc, Z, whicli can be pressed against the blotting paper by 
the push E. The terminals T T are in contact with the zinc and carbon, 
and when the push E is pressed down the battery is set in action ; until 
then there is no action. It will ring a bell for twelve hours continuously, 
and when exhausted can readily be renewed, as the cover A can be un- 
screwed to obtain access to the interior. 



This is similar in principle to the above, but is lai^r and su£Bciently 
powerful to redden a platinum wire. Asbestos, moistened with bichromate 
ofpotashand sulphuric acid, is placed on thecarbon; as asbestos will absorb 

a large quantity of the fluid, the resistance is not much increased ; it is used 
in ooni^ction with a gas lighter or to light a kerosene lamp. 




CKLL, MODIFIED E 



As M. Plants required a constant battery of large quantity to chai^ 
his accumulators or storage batteries he has made the following modifi- 
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cation of the Daniell cell. It consists of a cylinder of zinc inclosed in a 
porous vase, outside of which is a cylinder of copper. (See Fig. 17.) 
Between the copper cylinder and the containing jar is an annular space, 
2 centimeters wide, filled with crystals of sulphate of copper; it can hold 
a charge of IJ kili^rams. The figure shows the arrangement very, 
clearly. 

The advantages of this battery are the production of large quantities of 
electricity and absence of incrustation on the porous vase. It is evident 
that it should only be used on a closed circuit. 

Th4 following table mag be tte^ul a 



Name of battery. 



Negative cole am 
gsmstM line 
plosgiDK la. 



Positive pole plna^of: 
Iblloidiis Uqnlde. 



DudflJl, unity 

Daniell, telegraph 

DanieU 

Marie DaTj 

Leclanolit 

BuDien 

Bichromate of pot- 



< SalpharioaoM... 1 

(Solphaiioacid... 1 

JWaW IS 

(SiilplinTloaold... 1 

I Solpbaric aoid. .. 

I Water containing 
i aal ammoniao In 

iSnlphnrlo aoid,.. 1 
WhIw 12 

(Snlpfanrlc aold... 1 

1 Water 13 

iSalpbnrlouild.. 1 
JWater M 

iSnlphniioacld... 1 
Water 4 



Carben earroniid- 
ed by peroxide of 

tpangsneae and 
fragments of osr- 



:SatDtst«d Bolatleu ot( 
' sniphate of eopper. ( 
[Saturated aolntion ~'~ 



raw of copper 
i of pnitoBolphate 

tertiaiy and water. 



Fnming aictia add 

Ocdinary azotlo acid, 1. 38 
t Blcbromate of potaab,) 
t eulpbotic aola. > 
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DTNAMO AND MAGNETO- ELECTRIC MACHINES. 



The Pocinotti ring. 

The Gitunme coDtiDnona-coTrent maohine. 

The Gramme machine, for transport of 

The Orame electromotor, small size. 
The Brush machine. 
The Siemens dynamo. 
The SiemeoB d^Damo, for refining metals. 
The Hefiier-Alteneck oontinaous-CDirent 
dynamo. 



Tbe Hoplcinson-Muirbead dynamo. 

The Weston dynamo. 

The Maiim dynamo. 

The Galcher dynamo. 

The Scbnckert dynamo. 

The Edison dynamo. 

The Arago disk dynamo. 

The JnrgenseD dynamo. 

The JabloohkofF altemating-cunei; 



DYNAMO AND MAGNETO-ELECTKIC MACHINES. 

A description of the various dynamo and magneto-electric machines 
cannot be better commenced than by giving details of a modest little 
model, in the Italian section, which was invented long before and con- 
tained within it the germ of the well-known machines of Gramme, Brush, 
de Meritens, and Edison, and is, in fact, the type of nearly all tbe direct- 
current electric machines of the present day. Thb model is now known as 

THB PA.CINOTn RING, 

and was invented by Dr. Antonio Pacinotti, in the year 1860, and described 
by bim in the " Nuovo Cimento," in 1 864, under tbe title, " A Description 
of a Small Electro-Magnetic Machine," from which tbe accompanying dia- 
grams were copied. 

The author commences by describing a new form of electro -magnet, 
consisting of an iron ring, around which is wound a single helix of insu- 
lated copper wire completely covering the ring, and the two ends of the 
annular helix being soldered together an annular magnet is produced, en- 
veloped in an insulated belix forming a closed circuit, the convolutions of 
which are in the same direction. If in such a system any two points of 
the coil situated at opposite ends of the same diameter of tbe ring be con- 
nected, respectively, with tbe two poles of a voltaic battery, the electric 
current, having two courses open to it, will divide into two portions, trav- 
ersing the coil around ea«h half of tbe ring from one point of contact to 
tbe other, and the direction of the current in each portion will be such as 
to magnetize the iron core so that its magnetic poles will be situated at the 
points where the current enters and leaves the helix, and a straight line 
joining these points may be considered as tbe magnetic axis of the system. 
It is clear that by varying tbe position of tbe poiuts of contact of the 
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battery wires and the coil the position of the magnetic axis will be changed 
aocopdingly, and can be made to take up any diametrical position with re- 
E^tect to the ring, of which the two halves (separated by the diameter join- 
ing the two points of contact) may be regarded as made up of two semi- 
circular electro-magnets, having their opposite poles joined. 

This is the first electro-magnet constructed the position of whose poles 
could be varied at will by means of a circular commutator. 

By applying this principle Dr. Pacinotti constructed liis machine. It 




consists of an iron ring with sixteen teeth (Fig. a), forming between them 
sixteen spaces, which are filled up by coiling between them helices of in- 
sulated copper wire, r, r, r, r (Fig. o), and between them are placed wooden 
wedges, m, m, by which tJie helices are firmly held in their places; the 
coil is wound continuously in the same direction, each coil being formed 
of nine turns, and the terminating end of each coil is connected to the com- 
mencing end of the sttcceeding helix. The junctions so made pass through 
holes at regular intervals, made for this purpose in a wooden collar cen- 
tered on the axis and attached at their lower extremities to the metallic 
contact pieces of the commutator shown at e, in Fig. c. Fig. 19 is a plan. 
The commutator consists of a small box-wood cylinder, having circum- 
ferential slots in two rows of eight each, in which are fitted sixteen brass 
pieces slightly projecting from the eur&ce of the wood, the position of 
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those ia the upper row breaking joint with those in the lower. Each con- 
tact piece is in metallic connection with its corresponding conducting-wire, 
and, therefore, with the junction of two of the helices on the armature. 
, Against the edge of the commutator are pressed, by means of adjusta- 
ble levers, two small contact rollers, k k, which are, respectively, connected 
with the poles of the battery (either through, or independently of, the coils 
of a fixed electro-magnet to be presently mentioned) so that, during the 
rotation of the ring the brass contact pieces of the commutator are brought 
successively into contact with the rollers j the magnetic axis of the ring 
will lie in the same plane as the line joining the points of contact of the 
battery and rotating helix, this axis remaining nearly fixed, notwithstand- 
ing the rotation of the iron ring in which the magnetism is induced. 



In the apparatus shown in Figs, o and 19, the armature rotates between 
the two vertical'limbs A B of a fixed electro- magnet, furnished with ex- 
tended pole pieces, AA BB, Fig. 19, each of which embraces about six of 
the armature coils. The fixed electro-magnet is constructed of two verti- 
cal, cylindrical, iron bars, A and B, united at their lower extremities by a 
horizontal iron bar, FF, the one being rigidly and permanently attached 
to it, while the other is fastened to it by a screw, G, passing through a 
slot, so that the distance of the pole pieces from one another and trom the 
armature-ring is capable of adjustment. 

The connections of the machine shown in Fig. c are as follows : The 
positive current, entering by the binding post h, passes by a wire to the 
right-hand commutator-screw I, to the right-hand roller k, through the 
commutator to the ring, where it divides, each portion passing in an oppo- 
site direction, through the coils surrounding each half circumference of 
the ring, to meet again to form one current at the left-hand roller k', 
whence the united current passes to I', thence to the magnet coil A, to the 
magnet coil B, and, finally, to the binding post h, on the right-hand side 
of the figure, which is connected to the n^ative pole of the battery. 

This method of coupling up is of great historical interest, for it is the 
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first instance on record of the magaet coils and armature of a machine 
being included in one circuit, giving to it the principle of construction of 
a dynamo-electric machine, aud antedating in publication by two years 
the iDStruments of Siemens, Wheatatone, and Vsrley, and preceding them 
in construction by a still longer period. 

In order to obtain the best effect from the electro-magnet, Pacinotti 
provided the two poles with soft iron extensions, as mentioned above. 
Strips of brass, EE, FF, Fig. 19, are attached to these pole pieces, to give 
them greater rigidity. In the elevation, Fig. e, the pole pieces are left 
out to show the ring more clearly, bat they are shown in Figs. 19 and 20, 
the latt«r being a perspective view, taken from the instrument itself at the 
exhibition. 



With this apparatus Dr. P^notti made several interesting experiments 
to determine the amount of mechanical work produced by the machine 
when worked as an electro-magnetic engine and the corresponding con- 
sumption of the elements of the battery, the results being that, to effect 
one kilogrammeter oi mechanical work 33 milligrams of zinc were con- 
sumed in the battery. In another experiment 36 milligrams per kilo- 
grammeter were consumed. 

He points out that, although these results do not show any special ad- 
vantage in his machine over those of other construction, still they are very 
encouraging, when it is considered that the apparatus with which the ex- 
periments were made were fall of defects of workmanship, the commuta- 
tor being badly mounted on the axis, causing the contacts between it 
and the rollers to be very imperfect and unequal. 

In his communication to the " Nuovo Cimento," Dr. Pacinotti gives the 
following reasons which led him to construct this apparatus : 

1. The cmrent never ceases to flow in the helices, and the machioe is not aet in 
motion by a series of more or less rapidly suooeediDg impulses, intermittent in their 
action, but by two conntantlj acting forces prodnoing a more aniform eSect. 
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3. The umnlsT form of tlie revolring arroature helps, with Che foregoing method of 
BuoceBsive action, to gire Tegularit; to iM motion, and to redooe the loaa of motive 
power b; frictioii, Slo. 

3. Vo attempt is made to eaddenly magnetize aad demagnetize the iron core of the 
armature, as enob changes of magnetization wonld be retarded by the setting tip of 
extra onrrents, and also by the permanent residual magnetism which cannot be en- 
tirely eliminated ftom the iron; with this annular conslmction such changes are not 
reqnired, all that is necessary being that each portion of the iron of the armature, con- 
tinually under the iuflueuce of the electro-dynamic forces, should paaa through the 
Tarions degrees of m^setization in Bucoession. 

4. The polar extension pieces of the fixed magnet, by embracing a siifSoiently large 
number of the teeth of the iron ring continne to exercise an infioence upon them 
almost np to the point at which their magnetization ceases when passing the neutral 

5. The sparks, while being increased in numtieT, are dimiDished in intensity, ther« 
being no etroog extra currents produced at the breaking ef the oircnjt. When the 
machine is in rotation a continnous onrrent is induced in the circuit in opposition to 
that of the battery. 

And this leads to what is by far the most interesting part of Dr. Paci- 
notti's paper, published as it was more than nineteen years ago. 

In the part referred to Dr. Pacinotti states that it occurred to him that 
the value of the apparatus would be greatly increased if it could be altered 
from an electro-magnetic to a magneto-electric machine, so as to produce 
a continuous current. Thus, if the electro-magnet A B (Figs, c and 19) 
be replaced by a permanent magnet, and the armature be made to revolve, 
the apparatus would become a magneto-electric generator, which would 
produce a continnous induced current, always in the same direction ; and, 
in analyzing the action of Such a machine, he observes that, as the position 
of the magnetic SpH is fixed and the iron armature with its coils rotates 
within it, the action may be regarded as the same as if the iron dug were 
made up of two fixed, semicircular, horseshoe raagaBis, with their similar 
poles joined, and the coils were loose upon it and were caused to rotate 
over it. 

Dr. Pacinotti explains the physical phenomena involved in the induc- 
tion of the electric currents in the armature when the machine is in mo- 
tion, calls attention to the fact that the reversal of the direction of rotation 
reverses the direction of the current generated, goes on to show the obvious 
advantages in constructing electric generating machines upon this principle 
and points out the reversibility of the apparatus. 

All these facts are lamiliar enough now, but it must be remembered 
that they are records of experiments made more than twenty years ago, and 
it is also a curious l^t that so su^estive and remarkable a paper should 
have been published so fiir back as 1864 without producing sooner a 
revolution in eledtric science. 

The jury of the International Exhibition of Electricity showed their 
appreciation of Dr, Pacinotti's discovery by awarding him a diphme <F 
koivneur, one of their highest awards. 
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THE GRAMME CI>SriSU0U8 CLKREST MACHINE. 

As the principle of this machine is identical with that of the Pacinotti 
ring, it will not be necessary lo descril)e it ; it will be suiEcient to give 



iome details of its construction, and lo (:Ie!-cril)e llie various types made for 
ipecial purposes. 
The distinguish ing feature of tlie n;!u]iine is its armature, of which the 



ring A (Fig 21 ) is generally made ot soft iron wire to enable it to be magnet- 
ized and demagnetiKec] rapidly. The figure shows the armature only par- 
tially complete. At the upper part EB are the helices of insulated copper 
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mre, connected to tlie radiating pieces R E', also insulated from eacli other 
and bent at right angles, parallel to the axis, and extending beyond the ar- 
mature to R', thus forming the commutator, as sho^vll in Fig. 22, in which 
will also be seen the collecting brushes, rubbing against the pieces R R', 
in a plane at right nn^le^ to the line of the poles A and B. 

This machine will furnish continuous currents, whose direction will 
change with that of the nitatiou ; the intensity of the current will increase 



ivith the velocity of rotation, and the current will be in tension or quan- 
tity according as the armature is wound with thin or thick wire; but, as 
the interior resistance increases as the dimension of the wire diminishes, 
better results are obtained in most cases by the use of thick wire. But it 
is easy to understand that if the exterior circuit has a very great resistance, 
as in telegraph lines, fine wi.re iiad better be used. 

The machine cxhil)ited for generating electricity for five arc lights, 
consists of two cast-i !■ jii standards, Fig, 23, in the center of which a bear- 
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ing 13 formed for the driving-shafl, on which the ring is mounted ; near 
the top and bottom of each frame a face is formed in which there is a 
transverse groove to revive the cores of the electro-magnets, which are 
flat, rectangular bars 11.93 inches long by 1.26 inches thick. These 
cot«s, besides resting in the grooves, are secured by bolte passing through 
the frame, three at each end. The wire wound on these cores brings them 
to the form shown in the figure. In the middle of each magnet is the 
pole-piece 4.72 inches thick, slightly wider than the diameter of the arma- 
ture. Their inner faces are semi-circular, so as to almost embrace its com- 
plete circumference. The shafl carrying the armature is extended at one 
end beyond the frame, to take the driving-pnlley, 7.87 inches in diameter; 
the size of the shaft varies from 2.17 inches, in the center, to 1.13 inches 
at the end. The.armature is carried on a wooden core, 5.94 inches wide, 
and of such diameter as to fit tightly within the armature, which is wound 
upoD a core 4.76 inches wide. The outside diameter of the finished arma- 
ture is 10.26 inches. 

The armature is strengthened by the addition of two bands or hoops. 
The commutator or collector is mounted on the wooden core by means of 
a copper ring, fastened by screws to the core. 

The brushes are controlled by an endless screw operated from outside 
the frame, so that their position maybe regulated to secure the best effect. 

The ordinary oiling of the bearings is effected by the two little glass 
reservoirs at the top of the frame. In addition, there are two boxes for 
grease fornied in the casting of the frame, which are filled with tallow. 
This tallow will only melt in case the temperature of the shafl becomes 
too high. 

The following are some of the measurements, &c., of this machine: 

Total length, moIndiDg pulley inohea.. 32.09 

Wtdth do.... 19.69 

Height do.... 21.19 

Height of axis of shaft, above base do 11.02 

Diameter of ptille; do 7.87 

Width of belt do.--. 3,94 

Total weight ponndB.. 792 

ResistaDoe of armatnte ohms.- 1.5 

Weight of wire on armature poanda.. 84,8 

Sasistanoeof electro-magoet ohme.. 3 

Weight of wire on electro-magnet ponndg-- 140 

Oatside diameter of annature inohea.. 10.26 

Width of armature do 5.90 

This machine can feed from one to five lamps, by varying the speed at 
which it is driven and the resistance of its conductors. 

The following table shows the most suitable speeds and resistances, the 
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space between the carbons during work, and the length of arc at point of 
extinction : 
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This machine has been specially deviset! to furnish electricity for Gramme 
arc lights. M. Gramme does not believe that arc lights of feeble intensity 
and with a steady light can be obtained. So, in place of- trying to divide 
the current he prefers to construct machines j^f great power, feeding sev- 
eral intense lights in the same circuit. 



The new type of Gramme machine, for the transport of power to a dis- 
tance, is shown in Fig. 24. The frame, in the shape of an eight-sided 
polygon, incloses and protects all the interior parts. The machine is very 
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compai^t, occupies but little space, and is uot liable to damage iu transpor- 
tattoQ. The electro-to^nets are four in number, which naturally requires 
the use of four brushes for collecting the electricity, 

A machine of this type will weigh about 1,150 pounds, and it is claimed 
will transport useful work, of from 6 to 8 horee-power, for a, distance of 
over 3 miles. 

The useful work given out by the receptive machine is about 50 per 
cent, of that required to drive the generator. In some of the smaller ma- 
chines, under certain conditions, the useful work has been as high as 57 
per cent. The electro-motive force of this machine exceeds 150 volts. 



Another machine, shown in Figs. 25 and 26, has two revolving arma- 
tures alongside of each other, one for exciting the magnetic field, the other 
for generating the electricity. In the figure the two armatures cannot he 
seen, as they are hidden by the electro-magnets, which in this type are ■ 
vertical and help to form the frame. In Fig. 25 both collectors are shown 
at DD and CC; the handle K serves to break the inducing current, or to 
r^ulate it by the introduction of proper resistances. The handle A is the 
interrupter of the principal circuit ; the brushes are regulated, as to their 
position on the commutator, by the endless screws at EE. 

The machine for gaivano-plasty has an armature composed of copper 
bars, analogous to that of Siemens, which it somewhat resembles, only it 
has two collectors, one at each end, thus forming two distinct coils, which 
can be coupled in quantity or teusion, as desired. 
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The most rewiit type is that of the little motor, shown in Figs. 27, 28, 
29, and 30. The armature is placed at the extremity of the electro-mag- 
nete; the latter are supported on one side by a circular plate, forming, at 
the same time, a connection for the magnets and a frame for the machine ; 
at the other side their cores are produced, so as to inclose the armature 
and to envelop it in the magnetic field ; they are then reunited to the 
frame. 

This little motor is of very reduced size and of an attractive shape. The 
conditions seem to be good, the electro-magnets being entirely to one side 
of the plane perpendicular to that of the armature (Fig. 30) there will, in 
consequence, be no dead points. The cores of^he magnets are of lai^ 
size; but, as their cro^section is that of a crescent with rounded ends, it 
would seem as if it would be diificult to make the wires keep this shape 
on the concave side. 

It will be noticed what a close resemblance this macliine has with that 
of Pflcinotti, the main difference being in the size of the electro-magnets 
and in the axis, which in Pacinotti's machine is vertical. Two sizes of 
this motor have been devised — one giving 145 kilogrammeters per second, 
the other 12. 



This machine, which has a continuous current, is made in three types, 
being abli^, respectively, to feed 6, 16, and 40 arc lights ; it is a high ten- 
sion machine. It is composed of the three esential parts common to all 
dyoamo-electric machines : 

1. A revolving armatnre. 

2. Electro-magnets for inducing the current, which are arranged in pairs 
on each side of the armature. 

3. A commutator of peculiar form. 



The armature in the 16-light machine, which may he considered as the 
normal type, is 50 centimeters in diameter; it consists of a rectangular, 



cast-iron ring, provided witii grooves or depressions at right-augles to its 
magnetic axis or length (Fig. :J1) wliicli are wound full of insulated copper 
wire.* In this respect it differs from the Gramme armature, which is wound 
continuously, and resembles that of de Meritens. The thick parts have 
deep concentric channels cut in them, whicli diminish the weight, prevent 
the formation of induced currents and favor the dissipation of the heat, 
always developed hy the rapid magnetizations and demaguetizatious ; in 



addition, this arrangement allows the armature to be brought very close 
to the poles of the electro-magnets. All the bobbins, as in the Gramme 
armature, are wound in the same direction, and, as the projections are 
wedge-shaped, the different helices "f each bobbin are parallel. The wire 
used is .002 of a meter in diameter and abnut 270 meters long. 



The interior ends of the wire of the bobbins diametrically opposite, 
re united, and thus the bihbins are grouped in four pairs. Fig. 32 ; the 



'The most recent impn>v-«n]eut in Iliis iimchine is to bnikl up the armature with 
small pieces of sheet iron iuHte»rl of using the grooved diat iron ; the geueral shape 
lb uiialtf red. This cliiiiige is stated to greatly iuorense ita efficiency. 
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exterior ends are free and are carried througli the shaft of the armature, 
which is made hollow for this purpose, and are attached to the commuta- 
tor. When the armature is wound it is supported by two brass arms ou 
the central shafl, as shown in Fig. 33. Fig, 34 shows the completed 
armature ready to be placed in position ; it revolves between the enlarged 
poles of four flat electro-magnets with rather lai^ cores. These are 
wouDd" with insulated copper wire .004 of a meter in diameter, the length 
of wire on each magnot being about 900 meters. 



Att)ne of the ends of the shaft is placed the commutator, consisting of 
a series of fiat copper rings insulated from the shaft and from each other, 
equal in number to the number of pairs of bobbins, which, in the machine 
described, is four, the wire of each pair of bobbins being attached to one 
of these rings. Each ring is divided into two segments, A and B, Fig. 



35, insulated from all the others on one side by a free space 5 millime- 
ters wide, and on the other by a piece of copper, C, separated from the 
s^ments A and B by narrower free spacer. S is the insulating material. 
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The insulated pieces C serve to take out of the circuit a given pair of 
bobbins, when one of the brushes passes over it; at this instant the pair 
of bobbins thus insulated, not then producing any current theniaelves, are 
not traversed by the current produced by the three other pairs of bobbins. 

The segment C occupies about one-eighth of the circa mference of the 
commutator, and, as it passes in front of the two brushes at each revolu- 
tion, the result is that during a complete revolution each pair of bobbins 
is in open circuit during two-eighths or one-fourth of the revolution ; 
but, on account of the manner by which the brushes and commutator are 
arranged, thti insulation of each pair of bobbins is produced at the instant 
when they traverse the neutral part of the magnetic field and, in conse- 
quence, add nothing to the current. By this ingenious arrangement the 
inactive and momentarily nearly useless bobbins are never in the circuit, 
from which it results that the current produced by the others does not 
traverse them at this moment and that they do not introduce in the ma- 
chine an interior resistance more injurious than useful. 

The electro-magnets are connected in tension, and are excited as fol- 
lows: 

The enlargement of the poles is such that three txtbbins of the arma- 
• ture are at the same time opposite each pole ; there is thus always one 
pair of bobbins beyond their direct influence. This is the pair which 
traverses, at this moment, the neutral part of the magnetic field. 




The mode of exciting the magnetic field is peculiar. Each pair of bob- 
bins furnishes a current, which the commutators send alternately through 
the electro-magnets and through the exterior circuit, so that each bobbin, 
during a complete revolution, feeds alternately the magnets and the 
lamps. 

The current takes the following course (Fig. 36) : Suppose the attach- 
m«it screw A to be the jKwitive pole ; the current then passes through 
the exterior circuit to the lamps, returns to B, thence to the brush M, 
traverse the pair of bobbins, 1-5 and 3-7, from which it receives the 
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electridty, arrives at the brush N, traverses the series of electromagnets, 
thence passes to P, traverses the pairs of bobbins 2-6 and 4-8, from which 
it also receives electricity, and returns hy the brash Q, to close the circuit 
at A. It will be seen that the pairs of bobbins are coupled for quantity 
in the general circuit, and that the exciting circuit is comprised in this 
drcuit, the same as in the Gramme, Siemens, and others. 

In addition to the attachment screws A and B, there are two other 
points of attachment, c and d, in connection with the circuit of the electro- 
magnets. In case fewer than the normal niimber of lights are in the 
main circuit, a box with variable resistances is placed between these^ints, 
forming a derived circuit )>etweea N and P, which absorbs a part of the 
oarrent, which otherwise would pass through the wire of the electro-mag- 
nets ; the interp(»ed resistance is so regulated that the excitation of the 
magnetic field will be reduced in proportion to the work required of the 
machine. 

A machine for sixteen lamps revolves at the rate of seven hundred and 
fifty revolutions per minute ; the smaller madiine for six lamps at nine 
hundred revolutions. These velocities are less than those required in 
most dynamos. 

The brushes are flat and fiezible copper strips, cut in eight tongues, in 
order to insure good contact vith the commutator; each brush is wide 
enough to rub gainst two rings corresponding to two pairs of bobbins of 
the armature ; consequently, though in each pair of bobbins, taken alone, 
the current is interrupted twice in each revolution, the main current is 
never interrupted. 

The machine for feeding thirly-two lamps is identical in principle with 
the one just described ; it only differs in size and in having twelve instead 
of eight bobbins. 

From measurements made in the workshops of the telegraph supply 
company, Cleveland, Ohio, the electro-motive force of the sixteen-light 
machine was eight hundred and thirty-nine volts. The intensity of the 
current did not exceed ten wetiers. The expenditure of useful work was 
about one horae-power per light. 

This high electro-motive force allows the use of long and resisting cir- 
cuits. In Ix)ndon thirty-three lamps were placed in aeries for a distance 
of about three or four miles. Such currents are not without danger, and 
require the most careful insulation. 



The principle is very similar to that of the Gramme machine, but the 
revolving armature is made differently, and consists of a soft iron drum 
with spherical ends, enveloped on the exterior with insulated copper wires 
running longitudinally. This armature revolves between the poles of 
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electro-magnete, so that all its parts are in the magnetic field, except the ji^^^ 
hemispherical ends. An early form of machine, exhibited in Vienna in '.j^j, 
1873, is shown in Figs. 37 aild 38. ./r^! 



A wooden base is fixed to a frame, m m, supporting electro-magn 
E, E, E, E, with their similar poles N, N, S,-S, opposite to each ott 
and two posts, D and D 2. 



envcJope iwo-imrus oi uie c. 

When the drum is revolved the helices pass as near as P^::.^ 
poles of the electro-magnets and to the interior cylinder, ^'^ 
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fixed. The poles NN SS develop opposite poles in the interior cylinder, 
and thus there is a powerful magnetic field through which^ the drum re- 
volves, and a strong induced current is produced in its helices. 




Fig. 30 shows the arrangement of the wires in relation to the commu- 
tator or collector, being a theoretical view of the attachment of the wires. 
The light groups of wires which cover the <lrum have iheir 16 ends. 



marked by the numbers 1, 2, 3, 4, 5, 6, 7, 8, 1', 2', 3', 4', 5', 6', 7', and 
8'. The first group commences at 1 and ends at 1'; the second group 
commences at 2 and ends at 2', and the same with the others. The signs 
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+ and — show the direction of the current which issues from each group 
* taken hy itself, for a determined position, when the drum turns in the 
direction of the arrow. The sectors a, b, a, d, e, f, g, and h form the col- 
lector, against which rub the brushes for receiving the currrent, which are 
placed at g and e, at right angles to the line joining the poles N and S. 

The current generated is always in the same direction ; its intensity de- 
pends npon the velocity of revolution. 

The later machiaea contain certain improvements in detail, which are 
sufficiently well shown without description, in Fig. 40. 



S DYNAMO FOR KKPININO METALS. 

This machine was especially designed for chemical decompositions, which 
require a current of lai^ quantity and feeble electro-motive force. To 
accomplish this the magnets and armature are wound with copper bars 
instead of wire, insulated with asbestos, which would not be injured should 
the machine heat. 

Fig. 41 shows the details; these copper bars are wound but once around 



the magnet and the armature; their junctions are. both bolted and sold- 
ered together, to insure good contact. The internal resistance is .0007 of 
a Siemens unit, the intensity of the current is about 800 webers, and the 
electro-moiive force is about equal to three Daniell cells. These machines 
have been in use since 1879 at the royal copper mines, at Oker, in Ger- 
many, Xa deposit the copper contained in the water. 

Three machines are used, each depositing copper in ten or twelve vats. 
Each vat furnishes in twenty-four hours 25 kilograms of pure copper, at 
an expense of from 8 to 10 horse-power for each machine. 

These machines are only useful when the impurities in the copper solu- 
tion do not exceed 2 per cent., on account of the polarization which takes 
place in the vats, which requires a greater amount of work from the ma- 
chine to overcome it. 
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COKTIMU0V8-CURRKKT DTHAMO OF HEFHKB ALTBNECK. 

The Siemens alternating current machine has been ingeniously altered ■ 
by Mr. Alteneck, the engineer of the house of Siemens & Halske, to a 
continuous-current machine. The former machine is composed of two cir- 
cular rows of electro-magnets, having opposite poles, twtween the magnetic 
fields of which revolve galvanometric bobbins without iron cores. 

Fig. 42 shows two of these bobbins. N, S, and N are the poles of the 
electro-magnets, situated at one of the sides of the machine. These poles 
are alternately north and south, and opposite each of them is a pole of con- 
trary name, so that the successive magnetic fields are inverse. The bob- 
bins without core are shown at the moment when tbey are half in one 
mimetic field and half in another. At this moment there is developed 
in one half of the wire an ascending and in the other half a descending 
current, and these currents unite. When the bobbins are entirely included 
in the corresponding magnetic fields, no current is produced, and, as the 
bobbin moves into the next magnetic field the current is resumed in a 
contrary direction to that immediately preceding it, and so on. 




The 'wbbins are so coupled that at the same instant the current is in 
the same direction in all, and the ends of the wires are led to two collect- 
ors, from which the brushes collect, in consequence, an alternating current. 

The modification of Mr. Alteneck is based on the use of a number of 
bobbins which Is less than the number of magnetic fields. In place of 
collecting currents which are generated at two fixed points, those currents 
are collected which are produced successively at different points of the 
machine. 

Fig. 43 shows, theoretically, the working of the machine; the ten rec- 
tangles, C, C, C, C, C, C, C, C, C, and C, alternately black and white, rep- 
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reseot the magnetic fieltis of inverse direction, as tbey are arranged in the 
_ Siemens alternating current machine. The eight disks, F, F, F, F, F, 
F, F, and F, also white and black, represent the bobbins alternately wound 
in itpposit« directions, and which revolve in the magnetic field. The cir- 
cle marked with the numbers 1 to 8 is designed to represent the commu- 
tator, to be mentioned further on. 




In this diagram it will be seen that the parts of the machine, though 
not occupying their places, retain their relative positions. The bobbins 
being connected, as shown in the figure, and forming a continuous circle, 
let us suppose that the disk which carries them causes them to revolve in 
the direction of the hands of a watch. 

It is easy to see that, in consequence of the alternation of the polls of 
the electro-magnets and of the alternate winding of the bobbins, all the 
bobbins which approach a magnetic field of the same color generate in the 
circuit a current in the same direction, and all those which approach a 
magnetic field of an opposite color produce a current inverse to the first. 

On examining the figure, and supposing all possible positions of the 
bobbins,* a line, op, will always be found dividing the series of these bob- 
bins into two halves, each traversed by a current of opposite direction. 
The distribution will, in fact, be like that of the Gramme ring, and it will 
be seen that, with this arrangement, in order to collect a continuous cur- 
rent, it will suffice to have two contacts, which are always at the extremi- 
ties of the line op, whatever may be the position of this line. 

'An eoajf wa.v to do this ie to trace the central part of the Bgare and then to lay it 
on the fignre in different positions. 
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To accomplish this result a commutator is used aoalogoas to that of 
ordinary dynamos, aiul shown in detail in Fig, 44. 

For a machine with ten pairs of electro-magnets and eight bobbins, this 
coniraiitator is composed of forty insulated plates, tt, which, in the dia- 
gram, Fig. 43, are represented by the forty spaces nnnibered from 1 to 8. 
These plates are divided into eight groups, the first including all those 
marked 1, the second all those marked 2, and so on. 



All five plates of each group are connected by means of the wires dd, 
Fig. 44, with the same metallic ring r, so that the axis Cannes eight simi- 
lar rings, each communicating with five plates. Besides this, between the 
successive bobbins issue wires from the conductors which connect them, 
the points of attachment of these wires being indicated on the diagram, 
Fig. 4a, and designated by the numbers 1 to 8, Each of these wires 
communicates with one of the groups of plates previously described. Wire 
No. 1 communicates with group 1, wire No, 2 with group 2, and so on. 

The current is taken up on two points on the cylinder, diametrically 
opposite each other, by means of rubbers similar to those of other ma- 
chines. These points of contact are designated in Fig. 43, by two arrows 
and the signs + and — . 

If the machine is considered as in the position shown in the figure, it 
will be seen that, for such position, the ends of the line op correspond 
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with the wires 3 and 7, which accordingly take, the one a positive and 
the other a n^ative tension. Bat these wires cominunicate, one with all 
the plates 3, the other with all the plates, 7, of the commutator ; and it 
will be seen that the rubbers at this moment are exactly on a plate, 3, and 
a plate, 7, and, in cousequenoe collect the current produced. 




A like result will happen for any other position of the revolving bob- 
bins ; 60 that the rubber -|- will be always at a positive, and the rubber 
— at a negative potential, and a continuous current will be collected- 
It will readily be seen that the number of bobbins and of the magnetic 
fields may vary. One arrangement in which the number of bobbins is 
doubled, having the number of magnetic fields unaltered, is shown in Fig. 
45 ; in this case the bobbius are arranged one above the other, but so ae to 
only half cover each other. 
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Fig. 46 is a diagram of a machine ao arranged; the bobbins are no 
longer couoected in a continuouB aeries, but the connection is alternating ; 
the commutator in this case has eighty plates. This arrangement has the 
advantage that, in consequenoe of the constant reaction of the bobbins on 



the poles of the electro-magnets, the working of the machine is better and 
its running easier. Besides, the commutator having more plates the sparks 
are less. Mr. Alteneck states that this machine has, in the first place, the 
same advant^;es as the alternating current machine, namely, constancy 
of the magnetic fields; absence of an iron core in the bobbins, which sup- 
presses the changes or displacements of pole and the losses of energy con- 
sequent upon a heating of the cores; facility of winding; possibility of 
insulating perfectly the wire of the bobbins from the metallic parts of the 
machine ; and, finally, the slight heating of the wires, in comparison with 
the current produced. 

Although the alternating-current machine has the advantage of sim- 
plicity, and each kind of machine is specially adapted for certain work, 
yet the continuous-current machine alone can be employed for certain 
purposes, such as electro- metallurgy, the electrolytic extraction of metals, 
the electrical transmission of power, telegraphy, etc. 

One of the machines constructed on the principle just described can 
supply four lights of 700-candle power each, with an expenditure of 7 
horse-power. 

THK H0PK1N80K-MUIBHBAD I 



This machine bears a certain analogy to the preceding, and so will be 
next described. 
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Fig. 47 shows, in section, the left-hand aide and, in elevation, the right- 
hand side of tlie machine. Fig. 48 is a section perpendicular to the axis 
of rotation. The exterior view of the machine resembles a metal drum 
pierced with openings, outside of which are seen, on one aide the pulleys, 
on the other the commutator. This drum is closed at each side by two 
thick diskf of cast-iron, 0, forming the base of the electro-magnets. The 
latter, which are fixed, are tea in number on each side ; their cores, B, B, 
have a trapezoidal cross-seetion, and the bobbins D, D take a similar form. 
Besides, to avoid the formation of induced currents, these cores are trav- 
ersed by deep grooves, seen at B, filled with insulated sheet iron. 



The coupling of the wires of these electro-magnets is made as in other 
machines, so that the poles are alternately north and south, and that each 
north pole is opposite a"south one. 

The armature is constructed as follows : around a pulley fixed on the 
axis is coiled a band of sheet iron, 1 millimeter thick and from 4 to 5 cen- 
timeters wide, and asbestos paper, so that the asbestos separates the suc- 
cessive layers of iron from each other. When a sufficient thickness has 
been obtained, radial holes are drilled through to the pulley, through 
which screw bolts are inserted, so as to hold all tightly to the pulley. 
Radial slots are then cut in the ring thus formed, on both sides, thus form- 
ing cores, around which insulated wire is wound. 

Up to this point, apart from the form and special constmction of the 
electro-magDets and revolving armature, this machine differs but little 
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from others. The priDcipal difference is in the maaner of coltecling the 
currents. In fact, the apparatus is composed of twenty plates, arranged 
like those of the Gramme collector, but really constitute a commutator. 
To understand its arrangement, let us first consider only the front mov- 
able bobbins. The two wires issuiug from each of these bobbins are 
attached to two contiguous plates of the commutator; ten rubbers, fixed 
on ten rods, which are carried by the circumference of the drum and are 
not shown in the figure, press against the commutator. Each of these 
rubbers is double; that is to say, it is formed by two distinct springs, one 
of which just touches tlie edge of a commutator plate, when the other 
touches the same plate in the middle. The number of rubbers being only 



one-lialf that of the commutator-plates, only touch the latter by two and 
two. If the rubbers were single any two neighboring rubbers could 
never touch two contiguous plates ; but, on account of the separation of 
each of them into two springs of different adjustment, the two rubbers 
touch both plates for a certain time. Thus a given pair of rubbers is in 
communication with each bt the revolving bobbins. This communication' 
will take place at the moment when the current is at its maximum in the 
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bobbin, and, as the collected current will always correspond to bobbins in 
the same situation opposite the mi^netic field, it will always be in the same 
direction for the same pair of rubbers. Each pair of rubbers will become 
then a distinct current generator, and the machine can furnish five dis- 
tinct mrcuits. One of these circuits is employed to excite the inductors 
and the other four can be used separately or altc^ther. 

The preceding description assumed that there were bobbins only on one 
side of the revolving disk, but, in reality, the wires of the bobbins on the 
other side are connected to the wires of the first set of bobbins, and the 
winding is such that at the same moment the current is in the same direc- 
tion in all the bobbins coupled together. The manufacturers state that 
this machine, with a velocity of five hundred revolutions per minute, will 
furnish a current with an electro-motive force of about 50 volts. 

The following advantages are claimed : 

The electro-motive force is not so high as to be dangerous. 

The lamps can be mounted in independent circuits. 

The machine does not heat sensibly in any of its parts. 

It works at a moderate velocity. 

It would seem that the use of so many rubbers would be troublesome, 
and the collection of currents not being continuous, strong sparks would be 
produced. 

This machine can be readily modified so as to give alternate currents, 
in which case but two rubbers would have to be used. 



This machine resembles both the Gramme and the Siemens machine, 
having electro-magnets similar to those of the former and a modified Sie- 
mens armature. Its construction is as follows : 

The general appearance of the machine is shown in Fig. 49. The in- 
ductors are six honzontal electro-magnets, cylindrical in form, whose 
poles unite in two polar pieces, one placed above the other below the 
armature. 

The coils of these magnets are connected in series and traversed by all 
the current produced by the machine. 

The armature makes about nine hundred turns a minute. The polar 
pieces which surround it, instead of being continuous, are divided by cuts 

forming a series of teeth, T, T, T', T', Fig. 50, which shows the 

polar pieces with the coils and end plates of the machine removed. It 
will also be noticed that the space between the two polar pieces is greater 
in the middle than at the ends, the length of the teeth diminishing toward 
■ the center. According to Mr. Weston, this arrangement gives more regu- 
larity to the current, the induction on the coils of the armature being 
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made from tlie center toward the euds, and vke versa, instead of taking 
place simultaneously along the whole length of one of the elements of the 
armatures. The cuts in the polar pieces are intended hoth to prevent the 
formation of induced currents and also to cool, by ventilation, both the 
polar pie<«s and armature. 



The latter is of a special construction. The cylinder on which the wire 
is wound, instead of being a single piece of iron, is formed of a series of 
thirty-six sheet-iron wheels, having the form shown in Fig. 51. These 
wheels have each sixteen teeth, having between them sixteen openings* 





They are threaded on the axis and separated by rings of the same thick- 
ness as the wheels. Two full disks are placed at the ends, and the arma- 
ture resembles a cylinder with hemispherical ends. 

In the slots formed by tlie teeth the wire is wound in the same way as 
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in the Siemens armature, except that in each group of wires is contained 
one of the slots. This arrangement assures good ventilation, since tlie 
armature contains 16 by 36 — 576 openings. As the hemispherical ends 
are also pierced, a continuous circulation of air is established in the appa- 
ratus. 

The commutator is similar to that of Gramme, only the plates have a 
slightly helicoidal shape, and are only separated by air spaces instead of 
these s|>aces being filled with an insulating material. This helicoidal ar- 
rangement is adopted in order that the collecting brushes may always be 
in contact with two plates, and thus give more regularity to the current. 
The commutator is clearly shown in Fig 49. 

The brushes are formed of a dozen leaves of brass, with cuts in their 
ends; they are mounted ou a movable support, in order to give them the 
adjustment desired. 

This machine and a modified form are used to feed the arc and incan- 
descent lights of the United States Electric Light Company. 



This machine closely resembles that of Siemens, but there are differences 

of detail. (See Fig. 52.) 
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The collecting brushes are automatically adjusted, an descrilDed under 
the head of " lucandescent Lamps;" the radial pieces forming the collector, 
instead of being straight, arc in the form of an elongated V, thus assuring 
the contact of the brushes with several sections of the collector at the same 
time. 

The brushes are composed of thin brass leaves and do not score the col- 
lector like those made of bundles of wire. 

The armature is composed of two distinct parts, mounted on the same 
axis ; thp.se two parts can fitrni at will two distinct machines or a single 
one, and the two halves can be grouped in tension or in quantity by a 
commutator place<i on top of the machine. This armature revolves at the 
rate of nine hundred turns per minute. The generator of type No. 20 
can feed a single light of 20,000-candle power, or 85 incandescent Maxim 
lamps of 25-candIe power each. It requires 10 horse-power to drive it. 



This machine is constructed on the principle of the Pacinotti ring, and 
's sj)e<;ially devised to furnish currents of large quantity and low electro- 



motive force; for this pur]»o»e, the resistance of the armature and of the 
t'lectro- magnets had to be reduced to a minimum. It consists of four flat 
electro-magnots wound with an insulated copper-wire rope, as solid wires 
of large diameter could not well be coiled. The corresponding poles of 
each pair of electro-magnots ]jliice<l opposite each otliiT are connected to- 
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gether by a U-shaped trough, so as to surround the greater part oT the 
periphery of the armature and thus subject it to a strong inductive action- 
(See Fig. 53.) The section of the ring ie wedge-shaped, in order to utilize 
as much as pos.^tble the coiled wire. The mechanical arrangement of the 
armature is such as to keep it cool, as it, with the U-shaped polar pieces, 
forms a powerful fan. Much gi-eater contact surfaces are given to the 
commutator than is usual in other systems, and is necessary oa account of 
the low-tension currents produced. There is almost a total absence of 
sparking. As the armature is encircled by four pairs of poles, there are 
four set« of brushes connected with the commutator. 

The two positives are joined together, also the two n^atives, each com- 
bination thus forming one hirge brush, one -j- the other — . It will be seen, 
therefore, that the internal resistance of the armature, measured through 
these brushes, would be only one-sixteenth of that of the whole armature. 
The arrangement of these brushes is shown in Fig. 54, the lai^r diagram 
showing the armature A, the pole pieces N b, and brushes +, — ; the 
smaller showing how the brushes are connected. 




The electro-magnets are also so connected that all the ends nearest the 
pole-pieces. Fig. 54, are joined together and carried to the brush -)-■, and 
theremainwigends to the terminal +, the other brush beingeonnected to the 
terminal — . This arrangement reduces the total resistance of the electro- 
magnets to one-eighth of that of a single one. In the figure, 1 is the sec- 
tion of the armature, 2 the U-s'iaped poles, 3 the commutator, 4 the 
brushes, and E the electro-magnets. 

The armature revolves at the rate of nine hundred turns per minute, and 
the machine gives a light of about 813 caudles per horse-power. Since 
the Exhibition these machines have been improved and better results ob- 
tained, the light being from 1,000 to 1,400 candles per horse-power. 

With this machine the lamps are mounted in a derived circuit and the 
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system antomatically regulates the horse-power required for any number 
of lamps. This wHI be fully explained when the Guleher lamp is de- 
scribed. 

THE 8CHUCKBRT DYNAMO. 

This machine closely resembles the Gramme, the principal difference 
being that the armature, instead of being cylindrical, is flat, running in a 
narrow magnetic field produced by four horizontal electro- magnets, which 
are included in the main circuit of the machine. The armature is built 
up of a number of thin disks, insulated from each other and covered with 
coils. The pole-pieces consist of flat, s^mental plates, these plates being 
parallel to those of the ring and perpendicular to the axis on which it 
rotates, and in this respect resembles the Guleher dynamo. 

The current generated is of very high electro-motive force, and, iu con- 
sequence, the generator may be placed at a considerable distance from the 
lamps or the lamps from one another. 

At the Exhibition this machine was used to feed the Joel candles and 
the Pilsen lamps. 

Tlie following table shows the rasults of some tests made at Paris with 
this dynamo : 
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- At seven hundred and twenty revolutions this machine feeds .six Pilsen 
lamps with arcs 2,5 millimeters wide, and 7.5 to eight webers of current 
each, 4.5 horse-power being required. 

THE RDISOK DYKAUO. 

The Edison generator, which, with its driving engine, weighs 17 tons, 
is chiefly remarkable as r^ards novelty of construction and general ar- 
rangement of the armature. This armature, which is shown in Figs. 55 
and 56, the latter being a section, is composed, in the first place, of an 
iron axis, on which is a wooden cylinder ; the latter is covered with a 
thick, iron tube, formed of a series of very thin, flat, iron disks separated 
by paper. This tube is terminated at its extremities by two large iron 
cheeks which grip the plates laterally. Arranged longitudinally around 
the iron cylinder are a number of straight copper bars of trapezoidal cross- 
section and well insulated from each other by prepared brown paper ; these 
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bars take the place of the wire wound on the armatures of ordinary ma- 
chines. A number of well-insulated, flat, copper rings are strung over the 
central shait at each end of the armature ; there are half as many rings ou 
each side as there are bars ; e. g,, if there were fifty bars, then tliere would 
be twenty-five rings on each side of the armature. 



The left-hand rings are connected to the left-hand ends of the copper 
bars, two bars being connected to each disk ; and the arrangement is such 
that in every case two bai? which are diametrically opposite to one an- 
other are connected by a ring. The right-hand end of one of the two bars 
to which we have just referred is connected to a ring on the right-hand of 
the armature; but this latter ring, instead of being' also connected to the 
second of the two bars alluded to, is connected. to the bar next %a it, while 
the opposite end of this bar is attached to a fresh ring at the other end of 
the armature, and so ou, until all the bars have been included in one con- 
tinuous electrical circuit. 

The iron core is thus coiled by a continnous circuit formed of the cop- 
per bars and rings; these bars and rings being of comparatively large 
dimensions, the total resistance of the circuit is very small (.008 ohms be- 
tween the commutator brushes); moreover, the resistance of the inactive 
portions of the circuit, namely, the copper I'ings, is very trifling. 

In the large machine there are one hundred and thirty-eight bars in the 
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armature, the active length of each of the bars being 3^ feet. The copper 
rings are coDnected to one hundred and thirty-eight insulated copper sectors, 
which form a cylindrical commutator of the ordinary form. The contact 
brushes are arranged in the uHual manner. The engine which drives the 
armature forms part of the whole apparatus, and is of 125 horse-power. 



Fio. S7.— EtUwH 



When the machine runs at the rate of three hundred and fifty revolutions 
a minute an electro-motive force of about 100 volts is obtained. 

In the smaller machine the magnets are vertical; in the larger machine 
the horizontal arrangement is adopted. 
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THB AJtAOO D 



This machine was exhibited in the American section. There are two 
types, the simplest of which, shown in Fig. 59, comprizes two electro- 



magnets, E E, each having one end attached to the iron frame of the ap- 
paratus and the other ends opposite each other, the magnets being so wound 
that the polarity of each pair of magnets facing each other is of an op- 



posite nature. The m^nete are provided with aector-shaped pole pieces, 
which embrace on each side the greater part of the revolving armature. 
The latter is formed of six bobbins, without iron, of the shape shown in 
Fig. 60. The wire FF is wound around a piece of wood, B, and the 
bobbins thus formed are held between two disks carried b^ the axis, a 



double ring of copper, C, forming the circumference. The six bobbins 
are all wound in the same direction, but are coupled up in such a way 
that a current passing through them in series would circulate through them 
in opposite directions. From the points where they are attached together 
conductors are led to each of the six plates of a collector analogous to that 
of the Gramme. There is an induction coil analogous to that of the Sie- 
mens alternating-current machine, but with a Gramme collector. 

The bruslies are arranged like those in most other machines, and, in 
certain cases, the plates of the collector present a special arrangement, 
which, at a given moment, eliminates from the cireuit the pair of bobbins 
in the neutral line, so that the inactive pair of bobbins is cut out from the 
circuit. It will be remembered that there is a similar result obtained in 
the Brush machine. 

Oue peculiarity of this machiue is the absence of any uoticeable exter- 
nal magnetic field. 

The second type, shown in Fig, 61, has sixopposite pairs of poles, and, 
in consequence, six alternate magnetic fields. The armature is made in 
the same way as the precediug and contains eight bobbins without iron, 
The commutator is composed of twenty-four plates. 

The principle by which the current is rendered continuous is exactly the 
same as in the Hefner-Alteneck machine. The two rubbers are always 
in contact with the two plates corresponding to the line which divides the 
armature in two equal parts, traversed by inverse currents. The only 
didereucc in arrangement between this and the Hefner-Alteneck machine 
is, that in the latter the number of bobbins is less than the number of 
magnetic fields, while the contrary is the case in the madiine tteing de- 
scribed. 
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The armature is different from that of the type first mentiooed ; each of 
the bobbins is in two parts. The induced current, generated in the most 
important of these (larts, it thrown into the circuit of exterior work. 

The induction prodnced in the other portion creates a current that ex- 
cites the electro^ magnets. On account of tliis arrangement the collector 
is divided into two distinct (mrts, each corresponding to one of the cir- 
cuits just nicntionetl. 



The brushes L L are monuted in a special way; their supports are fixed 
on a ring, A, outside the frame of the machine, and the brushes are car- 
ried by springs held by rods fixed to the ring. 

It will beseen t hat this machine is a self-exciting generator, the arrange- 
ment adopted involving the use of two sete of brushes and two commuta- 
tors. The ring on which the brushes are mounted can be turned around 
through a considerable angle, so aa to adjust the brushes to the position of 
highest efficiency. 

It is stated that the lai^r of these two machines, with a velocity of one 
thousand revolutions per minute, and at an expenditure of from five and' 
a half to six horse-power, can feed from ten to twelve arc lamps of average 
intensity. Reliable data, however, are wanting. 
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Probably the most curious looking generator in tbe Exhibition was; 
this machine. It is the joint design of Prof. C. Jurgensen and Dr. P. 
L, V. Lorenz, both of Copenhagen. In addition to it6 form, it has the 
peculiarity of having an electro-magnet inside the revolving armature. 
This feature was adopted in the early form of Siemens' machines, but was 
soon abandoned. Professor Jurgensen claims that Siemens' system of 
winding the interior electro -magnet was faulty, and that the method he 
has adopted has greatly increased the efficiency of the machine. 

The machine consists of two electro-magnets, A A' (Fig. 63), combined 



so as to form a horseshoe-m^net, with extended pole pieces, surrounding- 
a cylindrical armature like Gramme's, but wound diffiirently. The number 
of layers of wire on the electro-magnets is increased toward the poles, so aa 
to intensify the magnetic field without adding too much to the resistance, 

The armature consists of a number of thin iron rings, B' B', placed side 
by side and insulat«d from each other, to prevent the creation of induction- 
currents. By this arrangettaeiit .very wide armatures can be constructed ;: 
the sections are held tt^ther by bolts passing through them, as shown. 

Around the ring thus formed the wire is coiled, as shown in Fig, 63, to 
complete the armature, which is mounted as follows : To the outer sections 
of the ring-studs B' are secured insulated rings, G' G*, provided with spokes, 
but each of these two rings is of a somewhat different form; G' has a small 
boss, to which is screwed the sleeve, which enters the bearing M of the 
main standard F, The other boss, G*, is formed with a long sleeve pass- 
ing over and secured to the driving-shaft H. The spokes connecting the 
ring G' with the boss, are provided with wings, for the purpose of creat- 
ing an active current of air and keeping the various parts of the machine- 
cool. 
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Motion is given the armature fay the driving-puliy I, mounted on the 
shaft H, which terminates flush with the inner feee of the ring C. The 
outer electro-magnets A' A' are of the curved form, and are bolted to the 
base-plate A^ In order to check vibration and increase the steadiness of 



the machine the tops of the pole pieces are held together by a brass plate, 
shown at the top of Fig. 62, and by two insulated standards, L L, under- 
neath. 

To Gomf^ete the machine, the space within the cylindrical armature is 
filled with a second electro-magnet, as shown in Fig. 63. The magnet is 
carried at the end of the shaft E, passing through the standard F and the 
sleeve of the ring G', which revolves around it. It is formed of two bar- 
magnets, at right angles to each other, wound as shown in the section ; at 
the ends of these mi^nets are the pole pieces d (Fig. 62) curved so as to 
present their surface to nearly the whole inner side of the armature. The 
north and south poles of these magnets are opposite the similar poles of 
the outer magnets. 

This interior magnet is more clearly shown in the annexed sketch (Fig, 64). 
The commutator is shown at C (Fig. 63), and consists of a series of L-ehaped 
copper bars, one fece of which rests on the sleeve to which the driving- 
shaft is secured, the other face butting against the ring G' ; the section 
shows two of these commutator bars. They are insulated from the sleeve 
and ring, and also from the large washer J, by which they are fastened to 
the ring G^ The collecting brushes are not shown, but they are of the 
usual form, placed on the bracket K, and are capable of adjustment ; 
they are either four or two in number, so that the machine can be used as 
a self-exciter, or the field-magnets can be actuated by a separate exciter. 
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To sum up, the special features of this machine are : The application 
in dynamos of an electro-magnet within the revolving armature, with or 
without the use of external electro-magneto ; the use of annular armatures 
made up of a series of sections or narrow rings, insulated from each other; 



the special mode of ventilating and cooling the machine by means of the 
fan or wings attached to the ring at the end of the armature, and the 
special form of the outer electro-magnet. 

The inventors claim that this machine, for its size, is the most powerful 
yet made, but no data were furnished at the Exhibition, 

In August, 1882, Messrs. Ayrton and Perry made a rqmrt on the 
working of this machine, from which the following is extracted : 

Teats were made of the onrrent bdiI eleotro-motive force prodaoed by the mAcMne 
ranning at different apeede: iBt, vhen two are lamps were in cironit; 3d, when one 
arc lamp wm in oironit ; and, lastly,, when varions resiBtaucea were introdaoed, and 

the following resaits were obtained : 
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If the last set of observations be reduced all to the same speed, six hun- 
dred and twenly revolutions per minute, the total electro-motive fohM be 
comes — 

106 volts. 
105 volts. 

102 volts. 

107 volts. 

103 volts. 
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From this it is seeu tliat for currents io the field-magnets, varying from 
12 to 26 amperes, the total electro- motive force is nearly constant, which 
shows that for the smaller current the iield-maguets are already saturated. 
Hence, less wire might advantageously be used on these magnets, produc- 
ing a resistance less than 1.1 S. U., which, we are informed, was the re- 
sistance of the internal and external field-magnets together; that of the 
revolving armature being, we are informed, 1.75 S. U. 

The greatest power electrically developed by the dynamo during the 
preceding experiments was 3.6 horse-power, and the greatest horse-power 
usefully, electrically developed, that is developed in tlie external circuit, 
was 2.4. 

THE JABLOCHKOFF ALTERMATIKO-CURRBNT G 



Two of these machines were shown, one with sixteen, the other with 
thirty-two bobbins; a description of the former will show the principles 
on which it is constructed. 

The inventor's object was to have revolving electro-magnets, which 
should induce a current in a series of fixed bobbins outside the magnets 
these latter being always visible, divided into independent parts and sepa- 
rately reparable in case of accident, without stopping the machine or inter- 
fering with its working. It may be compared to a Gramme machine 
turned inside out. 

The inductor consists of eight electro-magneto of heliooidal form. To 
avoid the difficulty of forming these magnets from a single piece, they are 
made in a series of star-shaped pieces of sheet-iron, from 3 to 4 millime- 
ters thick, with eight branches — see Figs. 65 and 66 — and pierced with a 



hole in the center ; these are'mounted on an axis, one against the other ; 
and to each a slight angular advance over the preceding one is given ; by 
this means the desired spiral surface is obtained. The eight branches 
are connected by locking-bolts passing through the stars; and the steps 
formed by the angular advance are reduced to a continuous surface by 
filing. The core thus formed^is solid and compact and not likely to be 
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injured by tiie action of centrifugal force. On the inclined surfaces of 
the core coils are wound, through which the current of the exciting ma- 
chine circulates; this is ordinarily a direct-current Gramme of the usual 
work-shop type. The coils are wound in such a way as to give contrary 
magnetization to the succewive poles. 

The fixed coils receiving the induced current are made of a series of iron 
plates, 1 millimeter thick, placed together so as to form a fiat core. The 
annexed sketch Fig. 67 shows the shape of these plates. The wire is 



wound around them in a direction perpendicular to their length. The 
form and arrangement of these coils are shown in Figs. 68 and 69, They 



are tixed by two cop|>er armatures held at their ends by two rings attached 
to the frame. Their dimensions and those of the wire covering them are 
80 calculated that each of them corresponds to a normal JablochkofT can- 
dle of 4 millimeters diameter, so that a generator with sixteen coils is also 
a 16-light machine. 

If one of these coils should become disabled, it can easily he removed 
and replaced by a spare one without stopping the machine, by simply cut- 
ting out the lamp corresponding to the mi^net being shifted. 

One of the advantages of the arrangement adopted for the inductor is, 
that a small angular movement corresponds to a large displacement of the 
magnetic pole, which allows the use of moderate velocities. The 16-light 
machine has a velocity of 750 revolutions, to feed 16 lights of from 60 to 
55 carcels. 

The 16 coils ai'e connected in four series of four coils each, thus making 
four drcuits, each of which supplies four Jablochkoff candles ; the re- 
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eistance of each coil is .3 of an ohm ; the resistance of each circuit is thus 
1,2 ohms ; about 14 horse-power is required. 

The 32-Iight machine, Fig. 70, differs only in a few minor Retails from 



the one just described ; the coils are fixed in a somewhat different n 
and are covered with a perforated envelope of copper, to provide a passage 
for the air, which is driven out rapidly by the'helicoidal electro-magnets. 
The dimensions of this machine are — 

Length of generator 48.00 

Length of shaft with pulley 66.00 

Height 61.00 

Diameter of circle deecriljed bj the eoils - 33. OB 

Clear diataDce lj«tn-een thn ouiIh auil the magnet* 04 



-abyG00»^lc 



ELECTRIC LIGHT FOR MILITARY PURPOSES. 

LIST OF APfARATDS. 



' Sautter and LemonDier'a lenticular pro- 
jector, large size. 
SatttteiaQdLeuioQoier's projector, mount- 



Santter and Lemonnier'H projectora, fbr 

abips' boats. 
Tbe Mangia projector. 
The ManRin projector, monuted oa a 



Small Gramme machine, for hand power. 

APPLICATION OF THE ELBCIKIC LIGHT TO MILITARY OPERATIONS. 

The first idea of the application of the electric light dates back to the 
Italian war, in liib9. A society was formed to use, at this epoch, the 
Grenet battery, with a view to this application, and a wagon could be seen 
.in the street* of Paris carrying a battery and an electric light. The peace 
of Solferino put an end to these experiments, which, with the means then 
known of producing electricity, could have had no practical results. 

In 1867, at the Universal Exhibtion in Paris, Austria sent a metatlic 
parabola of large size, having an electric light in its focus ; near by were 
shown several drawings showing different applications, which could be 
made with this apparatus, for the attack or defense of places, or for other 
military operations. ^ 

The first practical applications of which we have knowledge date from 
the Franco-German war at the ai^e of Paris. No remarkable result was 
obtained at this epoch. This was partly because, during this military 
operation, the artillery attacks were usually at long range, and hand to 
hand attacks were extremely rare, and partly because the appliances used 
to produce the light and to project it to a distance were out of proportion 
to the range of the artillery. The electricity was furnished by batteries 
and by the Alliance machine. 

The Gramme machine was then scarcely invented, and the optical ap- 
paratus were projectors, parabolic or spherical reflectors of small diameter, 
a few more or less ingenious combinations of lenses, and a lenticular pro- 
jector. 

These eiForts showed besides that it was necessary to have movable 
apparatus able to operate outside the encante of the place and to accom- 
pany certain operations. To accomplish the above, portable batteries were 
devised, which, though very ingenious, were still too cumbrous for ordi- 
nary use. 

If the electric light employed under these conditions did not appear to 
the besieged of great utility, it is probable that the besi^;ers did not think 
the same, for, from this epoch, the Germans studied it and there could be 
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^seea in 1873, in their section at the Vienna Exhibition, an apparatus for 
.the projection of the electric light, adapted to military use and fed hy a 
Siemens dynamo-electric maohiue, while near by Messrs. Sautter and Le- 
tnounier exhibited in the French section a projector for the navy, lit by a 
•Oramme machine. 

The preceding year Denmark and Bui^ia were using analogous ma- 
•chinea, which France had iumisbed them for lighting passes defended by 
torpedoes. 

From this epoch earnest work has been done, and the results recently 
■obtained by a commission of French officers, at the Fort of Mont-Valerien . 
jwrmit ns to count electric lighting among the useful means of defense, 
with which fortified towns, forts, and army corps should be supplied. The 
(following are some of the results obtained : 

By using the Gramme, machine with four columns, giving, coupled in 
tension, 1,500 carcels, and coupled in quantity 2,500 carcels, movemeuts 
■f)( troops, horses, and carts are rendered visible to observers at the side of 
the optical apparatus at a distance of 5,000 meters, and at 2,700 md;erM the 
-observer can distinguish soldiers and reoc^uize that they are fencing with 
itlie bayonet. 

If one remarks that, for an observer placed near the projector, the light 
■travels twice the distance which separates him from the locality lighted, 
and that the intensity of the light reflected is inversely proportional, no 
longe^ to the square of the distance, but to its fourth power, exclusive of 
■the atmospheric absorption, which, in addition, acts as if the distance were 
■doubled, it will be recognized" that the range of the sight can be notably 
increased, by placing the observer at 1,000 to 1,500 meters from the point 
ito be lighted, leaving the apparatus 3 or 4 kilometers in the rear, guarded 
from the enemy's artillery. 

We will call special attention to this peculiarity of the Gramme machine, 
namely: that by a simple movement of the commutator it can be coupled 
for tension or for quantity; coupled for quantity, the light is doubled, 
'which is convenient when an intense light is required, or when the object 
'.to be lighted is distant, and is indispensable when the weather is f<^y ; 
<x)upled for tension, the current can be carried a great distance, even a 
kilometer from the machine, and still give a light of 1,000 to J, 500 
-carcel lamps, by increasing the number of revolutions of the electric ma- 
■chine, in proportion to the distance at which it is desired to produce the 
light. The electric machine can' then be located in a fixed and central 
position, around which the projection apparatus can be moved in a radius 
of 1,000 meters. For this purpose the apparatus is mounted on a light 
oart easily transported. 

The apparatus employed by the French Government, for the lighting 
■of fortified towns and for the denfense of coasts, is composed of a Gramme 
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machine, a Mangia projector, a Brotherhood engine, and a field boiler. 
(See Fig, 71.) 

The Gramme machine has flat eleotro-magoets ; it gives, coupled for 
tension, a light of 2,500 carcela, and coupled for quantity, a light of 4,500 
careels. This machine makes two hundred and fifty to three hundred 
revolutions per minute, coupled for tension, and Ave hundred revolutions 
coupled for quantity. 

The entire apparatus — electric machine, motor and boiler— can be in- 
stalled as a fixture upon a masonry pier, or better, as shown in the figure, 



Fm, 71.— Portable piigtne. boiler, and dynamo nuchine. 

mounted on an iron wagon with four iron wheels. The boiler in this lat>~ 
ter arrangement has a movable chimney, sufficiently low to pass under 
the arches of the traverses. 

The projector employed is that of Colonel Mangin. It is placed on a 
low, light cart, which allows it to be taken to the most suitable point on 
the fortification or of the coast. This projector b composed essentially of 
a coBcavo-convex glass mirror, with spherical surfaces of diflerent radii. 

Between the mirror and the focus is interposed a concavo-convex lens, 
of which the concavity is turned towards the focus; its use is to collect 
for the mirror the greatest quantity of rays from the luminous source, and 
thus to augment the amplitude of the lighted space. 

The beam which issues from the Mangin projector when the lamp is at 
the fociis of the lens is perfectly limited by a circumference almost with- 



Goo»^lc 



74 

out peDumbra, and oaly has the divergence due to the dimension of the lu- 
minous source, that is to say, about 2J° ; the light ia uniformly distributed 
over all of its sur&ce. By a simple change of focus, effected by an ordi- 
nary screw, this apparattu can light at will a considerable space, or all its 
intensity can be concentrated upon a single point. This property renders 
it eminently useful for certain military operations. 

Messrs. Sautter and Lemonnier have already constructed a great num- 
ber of photo-electric apparatus, for the army and navy, and, thanks to 
their ability, they have combined the different parts of the apparatus so as 
to assure perfect working. 

Among the different installations made by them we will mention that 
for lighting the channel of the Caraque at Toulon. This channel is 1,800- 
meters wide. It is defended by twelve torpedoes, whose position is noted 
by twelve red buoys. The problem was to find at any moment a vessel 
under full steam, leaving Toulon and attempting to cross the channel at 
diferent places. The experiment was most conclusive. Scarcely had the 
vessel cleared the cape which closes the entrance of the harbor when it was 
perceived at a distance of more than 3,000 meters, and from this moment 
it could be followed, abandoned, and found again with the greatest feeiHty. 

This first trial being finished, it was desired to take account of the 
number of buoys visible at the same time. For this tlie luminous beam 
was projected on the foot of the fortification, and the line of separation of 
the land and water was clearly seen ; then, elevating the beam little by 
little, the first, second, third, and fourth buoys appeared in succession ; at 
this moment it was remarked that the beam oould be raised sufficiently to 
see the twelfth buoy, 2,600 meters distant, without losing sight of any of 
the previous ones, although the latter did not receive the direct light; 
they were illuminated by tlie light reflected from the particles of water in 
the atmosphere. In consequence of the intensity of the luminous source 
and the exactitude given to the rays by the Mangin projector, the power 
of the beam was such that bodies placed outside ite action and 10 meters 
below it were clearly visible. 

A third experiment was then made. The divei^ing door was placed in 
front of the luminous beam, thus spreading it, and allowing to be seen on 
the other side of the channel, at a distance of 3,000 to 3,500 meters, a field 
more than 200 meters long, sufficiently illuminated to render easy all the 
operations of artillery. 

Finally, it was desired to find out the maximum range that could be 
obtained. The divei^ng door was taken off" and the concentrated beam 
was directed upon the heights which overlook Toulon. The observer, 
supplied with good opera-glasses and placed near the optical apparatus, 
could readily distinguish the barracks of Mont Faron, 9,500 meters distant 
and at an altitude of 500 meters. 
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The coDcIueioDS were unanimous. It was oertaiu that the entire appa^ 
ratus coDstituted a certein protection against torpedo boats which might 
attempt to cross the channel. These boats would be discovered in time to 
be fired upon by the fort, and officers placed at special poatB oould cause the 
explosion of the sunken torpedoes at the precise iiistant when the enemy's 
boats arrived within their radius of action. These experiments were made 
during a dark night. A light mist prevented the atmosphere from being 
absolutely clear. 

The efficacy of the Gramme and Mangin apparatus was also recognized 
in the experiments made for the illumination of the north channel of the 
harbor of Cherbourg. Several boats were to cross this channel and to be _ 
rect^nized from the spot where the photo-electric appanUus was placed. 

The greater number were easily recogniEed ; then the lieam of light was 
directed continuously upon one of them. When the captain of this boat 
arrived near the observers he expostulated with them ; the electric light 
had prevented him from steering, and he had several times nearly collided 
with other craft. 

During the Turko-Ruasian war, the coasts of the Black Sea were pro- 
tected by similar apparatus, which were in use every night, notably at the 
port of Odessa. 

For war signals, M. Gramme has devised a machine of very small 
size, which can be worked by hand. This machine, driven by four men, 
produces a light of about 50 caroels. It has flat electro-magnets, is 
mounted on a cart, and has two cranks acting on a double set of gear- 
'wheels. Its construction is simple, and it is well adapted to its purpose. 

There are now being made for different govenimente numerous appa- 
ratus for the projection of electric light, some portable, others worked by 
fixed boilers and coapled with their motors. One of the most successful 
engines is that arranged by JMr. Brotherhood, of London, with a three- 
cylinder engine, adapted especially for this work. The generator of elec- 
tricity (system Gramme) is made at the workshops of Messrs. Sautter 
& Lemonnier. 

Messrs. Sautter, Lemonnier & Co. had a complete exhibit of the va- 
rious apparatus used for supplying electric light for military purposes, 
commencing with the engine used for driving the dynamo and ending 
with the projector for directing the light. 

There are three purposes for which the electric light may be used in 
time of war — 

First. To render visible during the night, at distances varying from 
1,000 to 8,000 yards, such objects as houses, troops, earth-works, ships, 
boats, coasts, &c. 

Second. To establish telegraphic communication between two pointsj 
either directly between the two points or by means of reflection from an 
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intermediate object visible at the same time from both points wben direct 
communication cannot be made between them, 

Thiixj. Local illnminatioa during the building of earth-works, loading 
and unloading of vessels, &c. 

To accomplish these different results there is a collection of apparatus 



1. The motive power, which would ordinarily be a steam engine. 

2. A generator of electricity. 

3. The conductor from the electric machine to the lamp. 

4. The lamp or regulator. 

6, The electrodes, between which the light is produced. 

6. The optical apparatus, which collects and distributes the luminous 
rays. 

The Messrs. Sautter & Lemonnier use a Brotherhood engine for the 
motive power, a Gramme machine for the electric generator, and a Serrin 
lamp when automatic regulators are required. These will be found de- 
scribed under their appropriate headings. 

The electricity is taken from the generator to the lamp by two copper 
cables of variable cross-section, according to the size of the machine. Each 
of these cables is insulated by a gutta-percha envelope, covered with a 
double wrapping of tan-ed cotton, and both are placed side by side and 
covered with tarred canvas. 

With powerful machines, a lamp regulated by hand is used, and also 
with those for long range, as the are can be more easily kept in the op- 
tical focus than with an automatic regulator. 

The deetrodes are of a special manu&cture, and vary in cross-section 
according to the power of the current. • 

The (ypHeal apparatus are adapted to the various uses desired to be 
made of the light. If it is desired to light a limited space, such as the 
interior of a monitor turret, of a battery, or of a powder magazine, the 
light is softened and diffiised, and is inclosed in ground glass globes. 
To light an object at 1,000 yards distant, a parabolic reflector and an 
SO-carcel light are employed. 

To illuminate objects at a great distance, the electric light is placed in 
the lenticulai* projector shown in Fig. 72, and which has been specially 
constructed for this purpose. 

The object of this apparatus is to concentrate in a single cylindrical 
beam the rays coming from the lamp, and to give the operator ready 
means of directing the beam on any point in space. For this purpose 
the source of light is placed at the focus of a Fresnel lens, 60 meters in 
diameter, and composed of three dioptric and six catadioptric elements. 
Both lens and lamp are in a metal drum, movable around the vertical 
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axis and oscillating about tlte horizontal axis, without changing the rela- 
tive positions of the lamp and lens. 

Id every position the luminous point remains at the optical focus aud 
its rays are sent in space in a cylindrical beam whose axis is the optical 
axis of the lens. The operator stands behind the projector and maneuvers 
it by the handles. The apparatus is so arranged that the simple act of 
introducing the lamp puts it in electrical communication with the generator. 
A small lens placed in one of the trunnions of the cylinder projects the 
ioiage of the carbons on a screen of ground gla-ss, so that the operator can 
follow the consumption of the carbons and keep the luminous point at 



FiO. TS.— LenScnlu pntf «tar, aoale ^. 

the focus of the lens without opening the cylinder, A 8a*ew, whose 
head is at the rear of the apparatus, varies the position of the lamp in a 
longitudinal direction, either to bring the luminous point to the focus or 
to move it away so as to produce a greater or leas divergence of the lumi- 
nous beam. There is another screw for raising or lowering the lamp, with- 
out extinguishing it, so as to keep the light in the focus. 
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A special arrangement allows a slow movement, by means of a tangent 
screw, so as to bring the beam exactly in a direction determined before- 
hand. 

The projector can be furniBhed with a door, with divergent lenses, which 
can be quickly removed. This allows the horizon to be explored for a 
great distance, and, when a doubtful object has been discovered, the 
divei^ug door can be removed, when the beam will illuminate the object 
with its fiill intensity, and, no matter how rapid may be its movement, it 
can be followed and illuminated. The apparatus can also be arranged for 
making signals, by sending flashes of longer or shorter duration. 

The movable parts are supported on a cast-iron pedestal, which may be 
placed on a bridge of a vessel, in a casemate of a fort, or on a movable cart, 
as in the figure below. 



Ha. 7S.— LentloalH' pn^eotor, moanted on & sari (or the nse of utUler;. 

This projector is provided with a horizontal and a vertical graduated 
circle and with electric lamps, either automatic or manipulated by hand. 
In the box at the rear is rolled the conducting cabl^. 

With a four column, Gramme machine, size C, an observer at the side 
of the apparatus can distinguish objects 4,000 to 4,500 yards distant. 

The French navy has placed on board the Richelieu and the Suffren 
some very powerful Gramme maohioes, driven directly by a Brotherhood 
eng^c and sending the light by means of these lenticular projectors. 

The new engine of attack, the torpedo, carried or towed, places the 
heaviest iron-clads at the mercy of a swift torpedo-boat. Experience has 





Flo, 74. — PrrJeoMra for ehtps' l^ats. 
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shown that however vigilant may be the watch on board a lai^ vessel, 
a night attack by a torpedo-boat is often successful. The swift boat, run- 
ning at 15 to 18 knots, arrives at its destination before its presence is sus- 
pected. It is very different if the object of attack can explore the hori- 
zon in every direction for a distance of 2 or 3 miles. The enemy will - 
be seen some t«n minutes before he can reach the vessel, which will give 
time for defense, even if the attack be not prevented, by the simple fact 
of its being discovered. 

When the projector is placed on a vessel, the electric generator and its 
motor can be installed in the engine-room or elsewhere. The steam may 
be taken from the boilers of the main engine, but it is better to use a 
special high-pressure boiler for this purpose. The light can then be 
available while at anchor, without using the main boilers. 

The location given to the lenticular projector has varied greatly. At 
first placed on the captain's bridge on the Livadia, it was afterwards pre- 
ferred to place the base on a fixed post in the bow, and to mount the op- 
tical apparatus upon it when the light was needed. On Itoard the iron- 
clad frigate Namancia, of the Spanish navy, a platform was buflt in the 
bow, and it is on this platform that the projector is placed and on which 
stands the officer who maneuvers it. This latter arrangement seems the 
best ; it permits the observer to be placed below the zone of the beam and 
not to be troubled by it; but it is only possible when the bow does not 
carry a bowsprit. 



riG. JB.— Gramme machtne—haDd power. 

On the Temeraire, of the English myal navy, two projectors are placed, 
one on the port, the other on the starboard side. 

The ele(*ric light is also employed on steam launches, used as vedettes, 
and furnished with an apparatus of projection, capable of either raising 

Coo»?lc 



81 - 

the horizon for a distance of 1,500 meters or of corresponding by lumi- 
nous signals with the ship to which they belong. The small space and 
little power at disposition on these boats, exact apparatus very lights 
not cumbersome — and in consequence much less powerful than those above 
mentioned. 

The projector is no longer lenticular (Fig. 74), but a simple, silvered, 
parabolic reflector, mountetl on the lamp ; it is movable by band around 



Fio. 10. — Tha Uangln pn))ector. 

a horizontal axis, and the whole apparatus, inclosed in a very light box, 
can turn on a vertical axis. It can be quickly placed in the bow of the 
launch ; the operator can then direct the rays in every direction. 

The Gramme machine is so placed as to be driven either by motor or by 
four men working on a double crank. Whichever arrangement is adopted, 
the apparatus is not lai^r than the fourth of a cubic meter and does not 
weigh more than 250 kilograms. (See Fig. 75.) 
6355 ELEC 6 
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The electric current ia brought from the machioeto the lamp by a cable 
with two copper conductors, perfectly pliable and sufficiently well insu- 
lated to allow them to be placed outside the boat and to be wet by the sea, 
in order not to interfere with the movements of those on board. 

As a most successful substitute for the lenticular projector Colonel Man- 
gin has devised the one known under his name. As lenticular projectors 
are costly, and in some degree absorh the light, parabolic reflectors are 
preferable, bat the form is difficult to obtain with precision. The spheri- 
cal form is the easiest to make, but the spherical aberration interferes with 




Fjo. n — The Mangin projaotoi— side view. 

its use when the light is projected to a distance. Colonel Mangin has in- 
geniously corrected this defect ; he uses a glass mirror, the reflecting, 
spherical surface of which is on the interior, thus the ray traverses twice 
the thickness of the mirror before taking its final direction. Now, these 
two surfaces are not parallel, the interior snr^ice being a sphere which has 
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a different radius from the other. The different thicknesses which the 
various rays have to traverse, atxiording to the angle which they makp 
with the axis, so modify them as to bring them rigorously parallel if the 
radii of the two sur&ces of the mirror are in proper proportion. 

It will be noticed that the carbons are inclined. This is because when 
a continuous current is used the maximum intensity of the light is not in 
a plane perpendicular to the line of the carbons, but in one about 30^ 
below. 

A small mirror is placed in front of the carbons to throw the light on 
the reflector. Other details of the apparatus are very similar to those of 
the lenticular projector. Smaller sizes are likewise made for the use of 
ships' boats. 

The figure below shows one of these projectors placed on a wagon ; the 
drum is mounted on a stand, whereby a motion in altitude and azimuth 
can be obtained. 



FlQ. 78, — MsDgln pntiector. for 



These projectors are necessarily costly. Experiments have been made 
in England to protect them from the enemy's fire, behind and below the 
parapets, and to reflect the light from them in the desired direction, by 
means of plane mirrors. 
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The following table will show how well this apparatus will work : 
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Figure 79 shows a portable electric-light apparatus for the French mil- 
itaiy service. It consists of a portable engine fitted with a Gramme 
generator and lamp, a Mangin protector, and a length of conductor placed 
on a reel. The Gramme machine ia driven directly by a Brotherhood 
three-cylinder engine. This type has recently been adopted by the French 
Government, and is especially intended for use in fortifications and other 



Figure 80 illustrates a somewhat similar arrangement, constructed for 
the use of the French army, the engine in this case being 8elf-propelling> 
and may be used for the transport of gnns or stores, while, at the same 
time, it carries an electric light apparatus. As before, a Brotherhood 
three-cylinder enpne and a Gramme machine are used. 

Note:. — Further details of this and other similar apparatus will be 
found in Ordnance Kotes No. 240, February 5, 1883, reprinted from En- 
gineering. 
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ELUCTBO MOTORS. 

LIST OF BLBCTRO MOTORS. 

The Tronv* motor. I The Depivz motor. 

Thedonbl«mdactionmuturofMT.GTisooai. I Ezpertmental form DapnzmotOT, 
The Elias electromotor. The Gloria Baudot electro motor. 

The BUi^Q " gpherlaal " motor. { The Jabloohkoff eleatro motor. 

BLBCTBOUOTOBS. 

INTKODUCTION. 

Before describiug the electromotors at the Exhibition, it will be interest- 
ing to know to what d^ree of perfection this branch of electrical science 
bad been carried to within a few years before the Exhibition. I therefore 
translate the following from the " Expo94 des applications de I'^leotricite/' 
by theCountdu Moncel, published in 1878. He explains the difGeulties to 
be overcome and tells what success had been obtained up to that time. 

When we come to the motors of the Exhibition the reader can judge 
for himself of the pn^reas made in the intervening years. 

[TrauHlatiou.] 

Attempts have been made for the past thirty years to employ the at- 
tractive effect of electro-magnets or the dynamic effects of currents as a 
motive force. This question to-day still occupies many heads, and, con- 
sideriug the ardor displayed to solve this problem, one would say that it 
waa no less a question than the discovery of the philosopher's stone in 
mechanics. Without doubt the creation of a non-explosive motor, which 
would need no one to attend it, which could be situated wherever it 
would be most convenient without needing a special building, which 
could be made to act with more or less force according to the work re- 
quired from it,finally, whose size would not be cumbersome, would be very 
important, especially for the minor industries, but we should not have too 
many illusions on this point. It is not in mechanical combinations or 
perfections that the solution of the problem should be sought, but rather 
in the removal of the obstacles which are inherent to the electro-motive 
fiirce itself. Now, these obstacles are so complex, and the effects which 
are the consequence of them are so contradictory, that it can almost be 
predicted that those motors which are most successful when of small size 
are precisely those which give the worst results when of large size, should 
they still give any, which does not always happen. A great number of 
is many in France as in Germany, England, and America — have 
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«pent much money for the construction of these motors, and have arrived 
3t this conclusion : that the electromotive force is only susceptible of appli- 
<;ation in very narrow limits, which cannot exceed thosR of clock-work. 

All the effects of the electric fluid capable of impressing on a body a 
direction, or of developing a force of attraction or repulsion, can be com- 
bined mechanically, so as to form an electromotor. Thus the effects of 
■electric currents upon each other, the action of currents upon magnets, and 
reciprocally the action of magnets upon currents, the action of temporary 
magnets upon magnetic bodies, non-magnetized, can, if one ailments suifl- ' 
■ciently the electric force and the size of the pieces subject to its action, give 
rise to electro-dynamic motors. One can readily conceive that, possessing 
by means of electricity, a force which can be destroyed at a given moment, 
since it is only a question of interrupting the current, a very simple 
juechanism would suffice to translate the direct impulse to a continuous 
-circular movement. 

If the electro-motive force was like steam, capable of increasing with 
the elements which give it birth, if the dynamic action could act within a 
certain distance with the same iutensity, if the electric fluid did not react 
by induction so as to exercise a contrary effect to that intended to be pro- 
duced, if the current were transmitted in all its strength during a very 
short period of time, if, Anally, the cessation of magnetic action corres- 
ponded exactly to the interruption of the current, the problems of electro- 
motors would have been solved long ago, for never have more ingenious 
combinations been devised. But it is verj- fiir from being so, and besides 
these obstacles others are added which are part of the nature of bodies 
themselves : first, their lack of rigidity, which is the natural consequence 
of their elasticity ; secondly, tlie oxidation of the interrupter by the elec- 
tric spark, which deteriorates this mechanism aud hinders the perfect con- 
tinuity of the metallic communications ; finally the same stability of the 
effect at a distance for a powerful magnet as for a feeble one. 

All these obstacles which interfere with the action of electromotors of 
large size do not exist for small ones, for the elements of electro-mimetic 
action remain nearly the same ; now, that which might be a great result 
for a small motor would be a very feeble one for a large motor ; this lack 
■of rigidity which destroys the benefit of the effects at a small distance is 
not felt for feeble forces and short lever arms ; finally the spark of a feeble 
current in no way injures the metallic communications. This is why the 
electromotors of a small model have always succeeded, while large ouea 
liave always deceived the hopes of their inventors. 

The conclusion of all this is that oue should for a long time, if not for- 
ever, be on guard against the pompous announcements of certain con- 
structors and of certain periodicals, who aflSrm that electromotors can be 
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established having the force of sever&l horses. What is certain is that 
up to the pregenl time no motor has equalled one horse-power, and those who 
treat the problem as solved recall to us the &ble of the hunter who sold 
the bear's skin before he had killed the bear. 

Although the causes which we have just mentioned re-act tn a trouble- 
some manner on the development of the electro-motive force, they are 
not all, however, insurmountable, for it has been found possible to dimin- 
ish the contrary effects of induction currents, the deteriorating action of 
tiie electric spark, the iujurious action of the remaining maguetism. On 
the other side, attempts have been made to avoid the difficulty of the rapid 
diminution of the magnetic force with distance by reaction at the point 
of contact, and by utilizing the directing forces of the magnetized oi^ns. 
In spite of all these improvements the problem is not yet solved, and 
until now the only results which have been obtained have been confined 
to driving sewing-machines, mechanical pianos, small turning lathes, 
counters of large size, machines for cutting and engraving, experimental 
apparatus, machines for covering copper wire with silk and cotton, &c. 

ELECTROMOTORS. 

One of the most interesting applications of electricity at the Exhibition 
was that of its use as a motive power. During the past few years the 
labors both of physicists and inventors have mainly been in the line of 
«lectric lighting; but, with a few exceptions, the whole field of "force 
produced by electricity" has remained untouched. 

Besides coal, the great source of power, there exist on the surface of 
the globe certain natural forces of an absolute permanence which are in- 
exhaustible and which can yield enei^ to an enormous degree, but the 
problem of utilizing them has yet to be solved. 

The chief of these are water-courses and water-fiills ; and the transmis- 
sion of power to considerable distances has also been accomplished by 
means of cables. But the direct application of water-power mast always 
be local, and hitherto has been limited to the site of supply. Electricity, 
however, allows of the transmission and distribution at a distance of power 
produced by the fall of water, by the force of the wind, by steam-engines, 
or by other means. 

At the Exhibition is shown a series of electric machines driven by va- 
rious motors which communicate t^ them a rapid rotation by means of 
tvelting. This movement is transformed into electricity; but the same 
machines, if there was fiimished to them from some other source the elec- 
tricity which they themselves produce by rapid revolution, would them- 
selves revolve and transmit to the shafls and belting connected with them 
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a power that could be utilized. This is the interesting phenomenon known 
as the reversibility of magnets and dynamo-electric machines. 

The transmission of force by means of two dynamo-electric machines 
coupled tt^ther is efl%cted with a loss of about 60 per cent, between the 
power applied and that delivered. But great as this waste is, it is not 
too extravagant to permit of application in certain cases, and sometimes 
would be more economical than a number of small independent steam 
motors as compared to the power produced by one large central motor, less 
costly than a number and consuming less fuel. And the economy is of 
course greater when the source of power is natural and costs nothing. 

Electricity thus furnishes a means at once simple and convenient, of 
distributing the power developed by a fell of water over a considerable 
radius by dynamo machines located at the source of power and driven by 
turbines, with a system of insulated conductors transmitting the current 
to a series of distributing machines. 

Practically, however, the problem is a complicated one and has not yet 
been satisfectorily and entirely solved, though important steps have been 
taken in this direction. 

Heretofore, in searching for a motive power for movable torpedoes or 
submarine torpedo-boats, the means adopted have been virtually confined 
to compressed air or carbonic-acid gas, which, by its expansion, would 
actuate the machinery for propelling the boat. When this store of gas 
was contained in the boat the distance to which the latter could go was 
naturally limited by the amount of air or gas it could contain. When 
this was exhausted the boat came to rest. When the air was furnished 
from shore the motion of the boat was hampered by the tube, which the 
boat would either have to carry or tow. Could, however, the boat be 
furnished with a small, light, and sufficiently powerful electromotor it 
could be supplied with electricity from shore and its range greatly in 
creased, as the conducting wire could be made smaller and lighter than any 
tube. 

None of the small motors exhibited and about to be described would 
answer the purpose above mentioned, but they may furnish hints by means 
of which better and more powerful motors may yet be made, suitable for 
propelling one of the most powerful military engines yet invented, and 
especially adapted for the protection of our coasts, whose defense, in the 
absence of suitable fortifications and of a navy, calls for any appliance 
which the ingenuity of man can devise. 

The Exhibition contains several applications of the transmission to a 
distance of currents devoted to the production of energy. In place of using 
two machines, the one productive and the other receptive of the current 
connected in circuit, the receptive machine may be supplied by a battery^ 
or by an accumulator like the Faure or Plants batteries. 
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THR TROOVti MOTOR. 

The system adopted by M. Trouv6 consists in the production of the cur- 
rent by means of a secondary Plants battery or a Trouvfi bichromate bat- 
tery, which will be found under the head of batteries.- 

The Troiiv6 motor was explained by the inventor for the first time be- 
fore the Academy of Science of Paris, France, on the 28th of June, 1880. 

The following is a summary of his remarks : 

If the dynamic diagram of a Siemens coil, making a complete revolu- 
tion between the magnetic poles reacting on it, is traced out, it will be 
seen that the work is almost nil during two very sensible portions of the 



Tia. El The Troavi elmtniDotor. 

revolution. These correspond to the time during which the cylindrical 
poles of the coil, having arrived at the poles of the magnet, pass before 
them. 

During these two portions of the revolutions, which are each about 30°, 
the m^iietic surfaces which react, one on the other, remain Bi. the same 
distance ; the coil is not therefore induced to revolve, and a loss of work 
takes place. 

In the Trouv6 motor these idle periods are removed, and the useful ef- 
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feet of the apparatus is increased by modifying the coil ; the polar faces, 
instead of being parts of a cylinder, the axis of which coincides with that 
of the whole system, axe made spiral, so that in turning they approach 
gradually to the sur&ce of the magnet, up to the moment when the rear 
edge passes the pole of the maguet. The action of repulsion then com- 
mences and the dead points are practically suppressed. 

Fig. 81 represents the motor as actually made; A A are the poles of the 
fixed electro-magnet; Bis the iron core of the modified Siemens coil; C is 
the coil of the electro-magnet; I is the axis of the coil; F H are the poles 
of the actuating batt«ry ; D is a copper frame, and E an independent cast- 
iron frame. 




The vertical section (Fig, 82) shows the spiral form of the coil. The 
fixed electro-magnet is marked aaf> and the movable coil e e f. In one of 
M. TrouvS's arrangements the magnet tube b oval and the coil circular; in 
another the magnet is circular and the coil is spiral, as shown in Figs. 83 
and 84. 

M. Trouv^ has obtained remarkable results compared with the weight 
of the apparatus. A tricycle weighing 120 pounds was driven by means 
of a motor and six Plants secondary batteries. The total weight of vehicle, 
rider, batteries, and motor was 360 pounds. The motor, weighing 11 
pounds, propelled the vehicle at the rate of 7J miles an hour. 

M. Tronvfi has also applied the motor to a small boat shown at work at 
the Exhibition, on the central basin where the great light-house was reared. 



Fig. 85 shows the general arrangement of the boat; the b^teries are 
placed amidships and the motor is mounted on the rudder. The latter is 
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shown more clearly in Fig. 86, which explains the connection between the 
screw and the rudder. In large boats the motor would be placed direct 
on the screw shafl. On the lake in the Bois de Boulogne the speed attained 



rio.8B. 

was 10 feet per second with a four-bladed screw. The boat was 18 feet 
long and 4 feet wide. The weighte were as follows : 

Poimdl. 

Weight of boftt 176. 

Weight of batteries 52.8 

Weight of motor 11.0 

Weight of three pi 



Total 767.8 

The motor has also been applied to the propulsion of toy boats and to 
a model balloon devised b^ M. Tissandier. 

These applications to both boat and balloon, though of not much prac- 
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tical value, are of iaterest as illustrations of electridty as & prime morer. 
The motor may and probably will find many applications where very 
small powers are required. 

TBB DOUBLE INDDCnOK HOTOB. 

The most successful small motor at the Exhibition was one bearing the 
above title, the invention of Mr, W. W, Griscom, of Philadelphia ; t^ing 
into consideration its size, weight, cost, and efficiency it surpassed every 
other small motor shown. The inventor thus described it : 

The maohiue oooaists aimpl^ of & small giemena armature, revolvliift in a Bied ring 
of malleable oaatiron, about 3} iaohee long and 3 iuohea in diameter. On opposite 
Bides of this ring poles arefonnad, asehown In the figure, about 1 iuoliiTide, and ex- 
tended at each end to afford a meonH of attaching the end plates of the machine, vbioh 



Tia. 87.— The doable iudoction melor. 

carrj the bearings, bie ding-screws, &o. With the eioeption of the polea the ring is 
covered with tyro coils of coarse wire, both coils being coaueoted with eaoh other, and 
also with the battery that ordinarily Barves as the source of power. The battery cur- 
rent is also led to the revolving armature bf means of two pairs of small rollers 
mounted at the ends of light springs attached to one of the circular end plates, the 
direction of the cnrrent being reversed at each revolution of the armature. 

(Note. — These rollers have since been suppressed, as it was found that 
they defaced the armature by continual pounding while passing irom one- 
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half of the armature to the other over the insulatiog material between the 
two halves. Their place has been supplied hy copper springs, which can 
readily be replaced when worn out.) 

The pole pieces of Uie unatore are oarved bo as to be ooneentric with the inclos- 
ing rings, and of sncli dimcDaions that they are in very close proximity to the inner 
anr&ceof the coils around the ring. As the revolving annatureconatitateaau electro- 
magnet, indncedcnrrentsare developed, which, onacconut of the arrangement of the 
commntator, are always of the same natnre for one-half of the ring, and of the oppo- 
site nature for the other side of the ring ; that is to say, each pole of the ravolving 
armature is alternately north and sonth dnring each revolation, heing changed by 
the action of the commntator, as the armature paaaes the opposite poles of the inclos- 
ing ring. The coils aroimd the Hied ring are wound In opposite directions, so that 
the currents iad a oed by theoppositepoleeof the armature at the same time areof the 
same nature, and instead of neutraliziag each other contribute to the efBcieuoy and 
power of the motor, while their direction is always the same as that ^m the battery 
vhioh electro-magnetizes the fixed armature. From this description it will be seen 
that the principle of the machine is to utilice the induction cnrrents from the revolv- 
ing armature and to add them as supplemeutary and nsefnl currents to that pasung 
ftom the battery to the ooil on the riug. 

This utilization of the induced current, which in other motors has beeu a fatal 
disadvantage, is a feature which greatly increases the facility of working, and enables 
us, with very Ught weight and in small space, to have a really powerfhl engine. 

Figure 88 will assist in understanding the above explanation. The 
inventor's claim that tlie induced currents assist in the working of 



the machine has been contested. Without going into the merits of the 
case, I will simply say that it does not seem possible that the iudoced 
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currents can be added to the current proceeding from the battery. If 
this were so, wd would have more current passing through the coils of the 
motor than the battery furnishes, which seems absurd. 



Fia. S(l Model Bhowing don 



However, to present the inventor's claim more clearly, I will add a de- 
scription of a " model motor," specially constructed, to show the effects of 
double induction. Figures 89 and 90 present a general view of the appa- 
ratus and a d 




Fia.M. — SiajcrBin ahowlne connections. Ins. 



The motor consists of an ordinary Siemens armature, A, revolving be- 
tween the ends of a soft iron horseshoe, I. The latter is coiled with wire. 
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W, and the ends, EE', may be left free or they may be conuected together, 
formiag a closed circuit round the horseshoe. The commutator, C, is of 
the ordinary construction, and the rubbers, BB, are made in the form of the 
Gramme brushes. These may be adjusted at any point on the commu- 
tator, being movable on a center, as is shown in the general view of the- 
apparatus. This model motor will revolve in either direction by shifting- 
the brushes more to the left or to the right. If a battery be connected to 
the brushes, as shown in the diagram, and the armature magnetized, at- 
traction immediately ensues between the poles and the ends of the soft 
iron horseshoe, the ends, EE\ of the ooil, W, being left quite free, and 
the armature begins to revolve rapidly. Now, if the ends, EE', be 
joined together, forming a closed drcuit round the horseshoe, the arma* 
ture increases its pace in a great degree. 

The inventor holds that this model, although different in construction^ 
is identical in principle to the present form of the motor, and that the ex- 
tra speed given to the armature on closing the circuit of the coil W, proves 
that the induced current adds to the powa* of the battery current. 

My view is that the induced currents are in a great measure neutralized 
and thus an obstacle is removed, not an additional power added. The 
motor may be driven by a battery, or several motors by a dynamo-electro 
machine, or by aocummulatore. One bichromate battery of six cells is suffi- 
cient to drive such a motor as has been described at a speed of five hun- 
dred revolutions per minute, the power developed being sufficient to work 
a small kthe or a sewing-machine, at a very rapid rate. The intensity of 
the current, and therefore the speed of the motor can be nutated by im- 
mersing the couples of the battery more or lees deeply in the solution, 
which is done by means of a pedal placed conveniently to the foot of the' 
operator. The battery is described under the head of " Batteries," page 16. 
The box containing the battery can be used as a seat for the operator. 

IHK EUAS RIACTROMOTOR. 

A model of this motor was contributed by the £cole Polvtechnique of 
Delft, and was exhibited in the Dutch section ; it is interesting, as it may 
be considered in some sense a prototype of the Gramme machine, although 
it has radical differences, and -was, moreover, constructed for an entirely 
different purpose, for it is in fact an electromotor, while the Gramme ma- 
chine is an electric generator. This apparent resemblance makes it neces- 
sary to point out the diflerences between it and the Gramme machine. It.^ 
very early date, 1842, also gives it an exceptional interest. 

The apparatus consists of an exterior ring of iron, about 14 inches io 

diameter, and 1 .5 inches wide. It is divided into six equal sections by six 

small blocks which project from the inner face of the ring, and which act 

aa so many magnetic poles. On each section is rolled a coil of one thick- 

0355 ELEC 7 , - I 
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neas only of insulated copper wire, the wire being ,04 inch in diameter, 
but when insulated has a thickness of ,2 inch. The wire forms twenty- 
nine turns in each section, and the direction of winding changes at each 
passage in front of a pole piece. 

The ends of the wire coinciding with the horizontal diameter of the ring 
ai'e stripped of the gutta percha and are connected to copper wires which 
are twisted around two vertical copper rods, whose lower ends enter two 
small cavities in the base of the apparatus. The circuit is thus continuous 
with two ends at opposite points of the same diameter. The ring is about 
1,1 inch thick and is fixed te two wooden columns, B B, by two blocks of 
popper. 



It will be seen from the mode of coiling the wire on this ring that if a 
battery be connected by means of the copper rods the current will create 
six consecutive poles on the various projecting blocks. 

The inner ring E is about 11 inches in outside diameter, and is also pro- 
vided with a series of six projectii^ pieces which pass very close to those 
on the exterior ring ; the space between them is .40 inch. The inner ring 
is movable and is supported by three wooden arms, F, fixed to a base, G, 
which is traversed by a spindle supported in bearings by the columns A 
and C, A coil is wound round this ring in exactly the same way as that 
on the outer ring, the wire and insulation being of the same thickness. 
The ends of the wire are also bared at points of the diameter opposite each 
other and the coil connected in pairs so as to form a continuous circuit. 
At the two points of junction they are connected with a hexagonal com- 
mutator placed on the central spindle ; one end corresponding to the aides 
1, 3 and 5, and the other to the sides 2, 4, and 6. Two copper rods, J, 
fixed on the base to two plates of copper furnished with binding screws are 
widened and flattened on their upper ends to rest against opposite parallel 
sides of the hexagon. If a battery is put in circuit by means of the bind- 
ing screws, the current in the interior ring will determine six consecutive 
poles, the names of which will change successively with the sides of 
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the hexagon. Consequently, if at first the pole pieces opposite each other 
are ou^etized with the same polarity they will repel each other, and the 
inner ring will be set in motion; the effect will be increased on account of 
the attraction of the next pole of the outer ring. At the moment when 
the pole piece thus attracted comes into the field of opposite polarity, the 
commutator will change its magnetization, while that of the pole piece on 
the fixed ring will always remain the same ; the same phenomenon will be 
produced, and the inner ring will continue its movement in the same direc- 
tion. To the action of the magnetic poles has to be added the reciprocal 
action of the coils around the rings. 

From this explanation the differences between the Gramme machine and 
the Eliae motor will be understood. Elias did not contemplate the pro- 
duction of a current; he used two distinct sources of electricity to set the 
inner ring in motion, and did not imi^ine it was possible by suppressing 
one of the inducing currents and rotating the ring rapidly to obtain a 
current. 

TH21 BUBOIN "8PHXKICAI." MOTOR. 

This motor was exhibited in the British section, and is curious from its 
mode of action. It consists of two hemispheres fastened to each other 
and upon which are wound insulated wires in the direction of parallels of 
latitude. In the interior of this spherical box, which is firmly supported 
on a base, is placed a kind of spherical electro-Tuagnet mounted on axis of 
rotation, and on which the insulated wire is wound, so as to form a 
base, the axis of rotation being parallel to the plane of winding. When 





Sphsrio*! box. Spherloal el«otro-magiiat. 

tJie electro-magnet is vertical both sets of windings will be in parallel 
planes, but when the electro-magnet is horizontal these planes will be per- 
pendicular to each other, and if the electric current flows simultaneously 
through both seta the electro-magnet will tend to take that position in 
which the planes of the windings are parallel, but if at this moment the 
current is reversed in either set of windings a moment of repulsion will 
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succeed that of attraction until the maguet has made a half revolution^ 
theu a new reversal of the current will continue the motion. 

To obtain this result, that is, a continuous movement of rotation of the 
motor, it is only necessary to place a commutator aud a collector of the 
current on the axis, and if a pulley is fixed on the end of the same axis 
the motor can transmit its motion like any other electromotor, without, 
at first glance, it being perceived how motive power can be pi-oduced from 
this box surrounded with wire. 

THE DEPBEZ MOTOR. 

M. Deprez, in his search for a small electromotor, first modified the 
Ladd-Siemens machine to adapt it for this purpose, it having been previ- 
ously only used as a generator. 



Fib. S9 — Ladd-Slemeas macMDe, ased u 



The Beprez motor was the only one exhibited in which the magnetic 
field was obtained by permanent steel magnets. 

The inventor states that afi^r making experiments with the Ladd-Sie- 
mens machiue he was led to adopt his present style of motor. The fol- 
lowing is a translation of his own words : 

Theoretical considerationa, which it is uselega to recall, have shown me that this 
kind of motor would give better results {rendemtnl) if the magnetic field were made 
by a permanent magnet Id place of an electric magnet, whether it was used as a mo- 
tor or a generator. I then had oonstruoted the model which is known under mj' 
name and in which the atillzation of the magnet is carried to its last limits. 

Veiy nnmetouH experiments made b; M. d'Anonval showed that my theory was 
correct, and that the motor with permanent magnets gare better results than thft 
modified Ladd machine. I will add that as a generator of small size it ie very aape- 
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rior to the latter. These motiveB delennined me to adopt deSnitely th» model witk 
Iteriiianent magoets. 

Among the many attempts which I have made to reduce Btill more the weight and 
size of m; motor, there is one which I believe to be of gafflcient interest to mention 
here, although it has scarcely more thao a historic interest, and whose resnltB were 
inferior to my first model. Itisshown in the figure below. It consists of a fixed Sio- 



Fio. M.— EiperimeuUl tona of Depniz motoT. 

men's ari^atnre, C, and of a circular electro-magoet, B B, whose poles are at II. The 
axis of the armature servM as a spindle for the eleotro-magnet, which i_a mounted so 
aato tnmireely aponit. ThebrnshpsDD and theconunntators AAserre to produce 
all the combinations possible in these two pieces. 

By giving the armature C different inclinations, which it will keep on acoount of 
the friction against the sopports npoii which it is monnted, the effects will be identical 
to those obtained by changing the contacts of the brushes; and, besides, the current 
can be changed twice in each revolution, either In the armature C, the electro-mag- 
net keeping the same polarity, or in the latter, the Siemens armature then acting as a 
permanent magnet. This latter arrangement, it must be nnderstood, was only an 
experiment to show the error in whioh many had fallen who before me had made use 
of electromotors in which electro-magnets of considerable mass were submitted to 
rapid changes of magnetism. 

^; The reader will see the close resemblance between this model and that 
of Mr. Grriscom showing double induction; the principal difference being 
that in the latter it is the Siemens armature which revolves. M. Deprez 
claims that he constructed it in 1880, and afterwards abandoned it for his 
present model. This is composed of a horseshoe magnet, formed of eight 
superposed plates. Between the poles of this magnet is placed a Siemen's 
armature, the axis of which is parallel to the arms of the mf^et. The 
armature is a cylinder of very softr iron, having two longitudinal grooves 
in which b wound the wire, each of the ends of which is connected with 
one of the semicircles of brass which form the commutator (seen to the 
right of Fig. 95). 
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The current reaches the commutator through brushes made of fiue brass 
wire. The current which traverses the wire of the bobbin B has the efect 
of forming in the latter two poles of great length, which change character 
the instant they pass before the poles of the magnet. The armature there- 
fore revolves in a direction depending on the direction of the current trans- 
versing it. 



FIS. »S.— The Murcel-Deprez electric motor. (Oue-qnarMr ictnal size.) 

The brushes are mounted on a support capable of turning around the 
axis of the armature. This arrangement permits the speed of the motor to 
be changed without altering its results. 

The weight of the above model does not exceed 9 pounds. The normal 
velocity of the armature is three thousand revolutions per minute; this 
corresponds to one hundred reversals of the current per second in the 
armature. A speed governor has l>een added to the machine ; this con- 
sists of a spring, one end of which is attached to one end of the armature 
wire ; the other end rests on the commutator; when the rotation becomes 
too rapid the spring opens from the centrifugal force, and contact is broken 
and remains broken until the speed again becomes normal, when contact is 
again renewed ; this maintains the variation of within j^s of the normal 
rate. 

The longitudinal arrangement of the armature in place of the trans- 
verse utilizes the whole power of the magnet and renders a motor of equal 
power much lighter. 

With the small motor just described connected with four Euhmkorf 
elements in tension the work developed was 2.42 foot-pounds. 

This machine is reversible, that is to say, by taming the crank fixed to 
the pully it acts as a continuous current machine, whose electro-motive 
power reaches three Bunsen elements. 



-abyGoO»^lc 



ELECTROJiIOTOB OF M. CLO 

This motor was exhibited in coniieGtion with M. Baudet'a batteries, aud 
■was worked by them during the Exhibition. The principal feature of 
this motor is the revolving armature, which may be straight, like the Sie- 
mens armature, or circular, like the Gramme ring. 

The first arrangement consists, like the Siemens armature, of two longi- 
tudinal poles parallel to the axis; but instead of making the enlarged poles 
of a Sat magnetic core, surrounded by the magnetizing helix, these poles 
consist of two armatures placed on the poles of a certain number of little 
electro- magnets, arranged in order, and so wound that one-half of the ar- 
mature forms the north and theothcrhalf the south poles, as seen in Fig. 96. 



All these little electro-magnets are united in quantity for each series, 
which allows the number of windings to be increased on each, while di- 
minishing the total resistance. Finally, to avoid dead points, it is divided 
in two parts on the axis of rotation. 




Figs. 97 and 98 show the motor in the most simple conditions, the fixed 
magnet being composed of two bars with coils at their centers, and the 
movable armatures, of the kind just described, are placed between the four 
poles of these bars. The total weight of this apparatus is about 7.7 pounds. 




When the machine is to be employed as a generator, and in order that 
it should have lat^r dimensions than the preceding, M. Bandet gives the 
revolving armature another shape, shown in Fig. 99. On the little mag- 
nets are placed flat iron rings, one-halfofone ring beingofnorth the other 
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half of south polarity, the opposite plate, of course, being polarized in a 
■contrary sense. This armature revolves between opposite poles of the two 
■electro-magnets. The induction iscaused by the continual displacement of 
the poles on the two circular armatures, which thus forms two circular 
magnets revolving in front of the fixed poles of the electro-magnet, the same 
AS in most other machines. 

The exterior form resembles the Gramme machine. The advanti^es 
•claimed are ease of construction and facility for making repairs, owing to 
■the manner in which the armature is wound. 



ELECTROMOTOR. 



This motor was not shown at the Exhibition, but as it makes an inter- 
lesting addition to the subject, and is quite peculiar in form, it is thought 
worth while to describe it. Its working de- 
pends on the attraction and repulsion of a 
permanent and moving electro-magnet, and 
of a fixed solenoid traversed by alternating 
and opposite currents. In this respect it re- 
no. loj a. sembles the spherical motor of M. Biii^in, of 

£ikle, and the Elias motor (both of which were exhibited), except that in 



liiij; 




^obyGoo»^lc 



105 

the Elias motor it is the fixed ring which is permanently magnetic and 
the movable electro-magnet which changes 
its polarity, 

The Jablochkoff motor consists essen- 
tially of two coils, one fixed and set in a 
vertical plane, atid the other movable and 
fixed in an inclined position on a horizon- 
tal axis ; it is on account of this arrange- 
ment that the apparatus has been called 
the "ecliptic" motor. (See Fig. 101.) 

The fixed vertical coil is not in a plane 
perpendicular to the axis of rotation, but 
makes a certain angle with this plane, de- 
termined by experiment and varying with 
the conditions of working. The fixed coil 
is wound on a copper frame, while the re- 
volving coil has an iron core, which, under the effect of the current trav- 
ersing it, is converted into an electro-magnet, the poles of which are formed 
by the two circular disks. On the ax 
are placed four brushes. This com- 
mutator is combined in such a way 
that during rotation the movable coil 
is transversed by a current never 
changing its direction, and maintain- 
ing in the flat electro- magnet a per- 
manent polarity, but at each half re- 
volution the current is reversed in 
the fixed coil. 




Referring to the diagrams, Fig. 101a shows a simple form of machine, 
such as has just been described. The bobbin A having checks, a b, of soft 
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iron, and wound with a coil of insulated wire, is fixed obliquely on the axis 
O, and revolves between the poles of the electro-magnets N and S. The 
obliquity of the coil is such that in each revolution it presents the edges of 
a and b alternately to the poles N and S, and alternating currents are set 
up in the coil A. Fig. 101 b shows a construction in which the coil B, 
fixed obliquely on the axis O, revolves within an oblique bobbin, C, which 
has an iron sheath, F, presenting interior polar edges towards the edges 
of B. The electric currents set up iu the coil of B are collected and con- 
verted into currents of uniform direction by means of a commutator, D, of 
ordinary construction. 

In the construction shown in Fig. 101 c the exterior bobbin C is of soft 
iron, constituting a solenoid. 

As in the Eliaa machine, the commutator D may be applied, as shown 
in Fig. lOic, to alternate the currents in the coil of C, those in the coil of 
B being constant in direction, collected in the usual way by rubbers bearing 
on rings at O. In this case the internal bobbin B need not be of soft 
iron. 

When the machine is of large diameter the interior coil A may be 
merely a ring of iron fixed on a wheel of non-magnetic material, Fig. 101 d- 

These machines may be used either as dynamo-electric machines or as 
electromotors. The efficiency of the machine is not known, but it has 
the advantages of simplicity, strength, and cheapness to recommend it. 
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ESPL0DBB8. 

LIST OF EXPLODERS. 

Siemens mogu^to-electric mine-exploder. I SieinetiB dynamo-electric miae- exploder, 
Siemens dynamo-electric mine-exploder, for quantity, 

for tension. The Depiez magneto-electric exploder. 

EXPLODERS. 

The advantages of using electricity for exploding mines, blasts, &c., are 
so numerous and well known that it is not necessary now to give reasons 
for its use. 

Messrs. Siemens Brothers exhibit : 

1. A MAQNETO-ELBCTBiCMiNE-BXPLODEK, specially designed for blast- 
ing operations, in which only a small number of shots are fired. Tbis 
apparatus consists of six powerful permanent magnets, between the poles 
of which there is a Siemens armature, to which motion is given by means 



of a handle and toothed gearing. One complete revolution of the handle 
causes the armature to turn thirteen times, and at each turn two currents 
of opposite direction are induced in the wire coil, or a total of twenty-six 
currents for each revolution. It fires twelve Abel's fuses in single circuit 
simultaneously and with certainty. The working parts are inclosed in a 
teak-wood case ; the handle can be taken off and placed inside the case. 
A lai^r size, with nine magnets, can fire simultaneously about seventeen 
Abel's fiiscs in single circuit. 

2. Siemens dynamo electric mine-explodeb consists of an eUdro- 
magnet and an ordinary Siemens armature, which, by the turning of the 
handle is made to revolve between the poles of the eZec^ro-magnet. 

i: „ o::,GOO»^IC 
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By the automatic action of the machine a very powerful electric current 
is produced and sent in the leading wire to the fuse. The fuse belog 
practically either an interruption of the circuit or a great increase in its 
resistance by the interposition of a badly-conducting substance, the con- 
sequent action is that either an electric spark passes between the iDt«r- 
rupted portions of the conductor, or the piece of bad conductor is highly 
heated, causing ignition of the explosive substance contained in the fuse. 

Figure 103 shows the apparatus with its cover removed. A is the re- 
volving armature, on the axle of which is a pinion driven by the wheel 
R, which is turned by the handle at the end of the machine ; F F are the 



electro-magnets; C is the commutator, by means of which the currents "of 
alternate directions generated in the armature are caused to flow only in 
one direction through the coils E E of the electro-magnets. After every 
two revolutions of the wheel R, which is fastened on the same axle as 
the wheel R, a tooth of the lever D falls into a notch in the cam S, and 
causes the end of the lever to be forced by the spring beneath it into con- 
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tact witli the screw d, thus breaking the short circuit hitherto existing in 
the instrument and causing the current to pass to line by the terminals 
c e, to which the line wire is attached. 

These dynamo-machiues are of two kinds, viz : 

The dynamo-electric tension-exploder, and 

The dynamo-electric quantity-exploder. 

The former, which has just been described, has its coils, both of the 
armature and the electro-magnets, wouad with fine wire to a total resist- 
ance of 2,000 to 2,500 Siemens's units in about 17,000 windings. Upon 
causing the armature t^ revolve, currents of high electro-motive foroe are- 
generated, and an electrical spark passing between the separated conduct- 
ors in the fuse, inflames the explosive primtug. This apparatus fires 
simultaneously about 50 Abel's fuses in single circuit. 

The amaU tetmon-exploder is of the same construction as the large one, 
bat weighs about one-half; it is placed in a leather knapsack for trans- 
pi>rt. It will fire about 30 Abel's fusee in single circuit. 

The large quanlity-earj^oder is similar in construction to the tension- 
exploder, except that the cam S and short circuiting lever D are omitt«d. 
The electric current is, after a few turns of the handle, sent ink) the line 
wire by pressing down a firing key at the top of the instrument. The 
current then passes continuously into line until sufficiently powerful to 
heat tlie bridge wire in the fuse and cause ignition of the explosive prim- 
ing. The coils are wound with wire of large diameter to a total resistance 
of 8 to 10 units in about 2,000 windings. Electric currents possessing 
^K&%heaiing power, but of small eUctro-TnoHve fofce, are generated by this 
machine. 

The standard of efficiency of these machines is the fusing of a quarter 
of an inch of iridio-platinum wire of .0016-inch diameter, weighing .45 
grain per yard, through a line resistance of 70 Siemens's units. 

The email qaantity-es^oder is of the same construction as the large one, 
but its weight is about one-half; it is packed in a leather knapsack. It 
fuses a quarter of an inch .0016-inch iridio-platinum wire through a line 
resistance of 60 Siemens's unit£. 

The subjoined table gives particulars concerning these exploders. The 
(ensMm-exploders are best suited to mining purposes, where fuses have to 
be exploded eimMftajieows^y or through long circuits. The dynamo-ex- 
ploders are the best for blasting. The tension-exploder is usually pre- 
ferred in consequence of tension fuses being cheaper than platinum fuses. 
When, however, a system of mines has to remain a long time inoperative, 
and yet in a condition to be fired at a moment's notice, daily electrical tests 
must be taken, and this cau only be done when platinum wire fuses are 
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Comparing electric exploders with frictional electrical machines and 
galvanic batteries, the dynamo electrical apparatus has the advantage of 
being more cert^n and safer than the former, and more portable and le33 
trouble to keep in order than the latter. 
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DBPRXZ >U.aNZTO-ELKCTIUG RXPLODER. 



This exploder, instead of using the current directly engendered on the 
armature of an electric nu^et when its contact is suddenly broken with 
a permanent magnet, first passes the current thus produced in the con- 
ducting wire of a Ruhmkorff coil, and then usee the induction wire of the 
coil fo produce the spark. This modification in the manner of using the 
apparatus requires others in its construction, and in the relative sizes of 
its various parts. 

As the current which traverses the induction wire of the coil should be 
of considerable intensity, the wire of the armature should be large, and in 
Addition the breaking of the current produced by the sudden separa- 
tion of the electro- from the permanent magnet, should take place when 
this current (which starts from zero to return to zero in a very short inter- 
val of time) arrives at its maximum intensity. 

To accomplish this last condition, M. Deprez designed a new circuit 
breaker for induction coils which it will be necessary to first describe. 
Circuit-breakers previously used had numerous defects, which very much 
reduced the useful effect of the coils to which they were applied for the 
following reasons : 

When the inducing current has just been closed, it does not require in- 
stantly its fiill iulensi^, the increasing magnetization of the bundle of 
iron wires forming the core develops an electro-motive force opposite to 
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that of the battery, so that, duriog a time which depends on the power of 
the battery, on the resistance of the inducing circuit, on the number of 
windings surrounding the bundle of iron wires, and on the mass of the 
Jatter, the intensity of the current passes through a series of successive 
values. Finally, at the end of a very short but appreciable time, the in- 
tensity of the current reaches its definite value, which is given by Ohm's 
law, and which only depends on the electro-motive force of the battery and 
the resistance of the circuit. 

It is evident -that it -is at the moment when this variable period ends 
' that the inducing current should be broken in order that the induced cur- 
rent should have the greatest intensity possible, for a longer closing of the 
inducing current would only increase the consumption of zinc of the bat- 
tery which diminishes the number of interruptions, and in consequence the 
number of induced currents produced in a unit of time. 

Now, this does not take place with the ordinary circuit-breaker. On 
account of the elasticity of the pieces of which it is made, it makes vibra- 
tions of considerable amplitude, during which the relative durations of 
making and breaking contact of the inducing current are purely arbi- 
trary, and have no connection with the values they should have to obtain 
the best effects of the coil. 

A good circuit-breaker should fulfill the following conditions : 

1, It should break the contact at the instant the variable period ends, 
when the inducing current has attained its maximum intensity. 

2. It should remake the contact as quickly as possible after rupture, 
taking into account that the variable period of rupture has a much shorter 
duration than that of contact. 



7io. 101.— Deprei'a imprar«d circolt-brekker. 

These conditions are fulfilled in the circuit-breaker described below. 
A is a little armature of soft iron movable around a stout spindle, E, 
which passes through its center. (See Fig. 104.) One of its ends is oppo- 
site the bundle of sofl iron wires, G, and rests against a platinum pointed 
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screw, F. The inducing current arrives by this screw, traverses the arm- 
ature to D, and reaches the coil by the pivot E and a small flexible strip 
of copper. 

The antagonistic force is produced by a spring, R, attached at D to 
armature A, whose tension is r^nlated by the screw F. 

The action is as follows : 

As soon as the current is clased, the magnetization of the core passes, 
as mentioned above, from zero to the maximum, which it reaches in a 
very short time. There is thns an instant when tne attraction of the core 
on the armature A is in equilibrium with that of the spring, and the least 
increase of tbis attraction causes a movement of the armature, and in cou- 
sequenee an immediate break in the current. 

The armature, as well as the piece against which it rests, being very 
rigid, it is only necessary that this movement should be very small in 
order to break the contact. But as soon as the rupture takes place the - 
spring R re-establishes the contact between the armature A and the 
screw F in an exceedingly short space of time, since the distance between 
the two is almost inappreciable, and the contact ia again broken as before. 

If it is desired to obtain the most energetic eflects possible, the spring 
R should be given a tension suificieut to completely prevent any movement - 
in the armature, and then be weakened gradually until tbe armature com- 
mences to vibrate. It is then certain that the contact is not broken until 
the magnetization of the core has r^hed its maximum. 



Fia. 10E>.— Deprei'B m*gneto eiplvder <bidiiI1 mod«l). 

To return to the exploder : In Figure 105 the armature of soft-iron B is 
fastened to a knee movable about the joint D. The armature consists of a 
plate of soft sheet^iron, B, bent at its ends so as to fit very exactly against 
the poles of the magnet A. This armature is wound with a thick wire 
nearly 2 millimeters in diameter, whose ends are fastened to the bind- 
ing posts of the apparatus, which are themselves connected with a small 
model Ruhmkorf coil, capable of giving sparks 8 or 10 millimeters in 
length, with a battery. 

To use the apparatus, the plate E is sharply struck and the screw of 
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the circHit^breaker of the coil is turned until the spark has a satisfactory 
appearance. It is easy to obtain a very hot spark 3 millimeters long, or 
a brilliant spark which may attain a lengtti of 7 millimeters under &vor- 
al>le conditions. 

, When a feeble tension is given to the spring of the circuit -breaker, two 
sparks can be obtained, the first when the armature separates from, the 
second when it returns to, the magnet. The latter spark will also be very 
hot if its length is limited to about 2 millimeters. These two sparks de- 
velop sufficient heat to light a match moistened with kerosene. 

M. Deprez has eonstnicted a more powerful form, which is arranged 
slightly differently. 

The armature is a plate of soft sheet-iron, 6 millimeters thick and 100 
millimeters long, wound with a thick wire forming the coil. The whole 
is fastened to a brass frame movable around a horizontal axis, coincident 
with the axis of the magnet, which carries on each pole two pieces of soft 
iron, bevelled where the armatune comes in contact with them. 

There are thus always two. of these pieces in close contact with the arm- 
ature and two others which are not when the apparatus is at rest. If a 
strong blow is given to the handle the magnetization of the armature is not 
only suddenly diminished, but also reversed, since it is forced against poles 
of contrary name. More powerful results might be looked for in this ap- 
paratus, but they are not proportionately as great as in the smaller appa- 
ratus. Sparks exceeding 10 millimeters could not be produced, no mat- 
ter what style of Ruhmkorff coil was used, 
6355 ELBC 8 
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A«C LAMPS 



Beijot regulator. 
WeetOD regulator. 
Pileeu regulator. 
Hedges regulator. 



I Brush r«gnlator. 
Oulcher regulator. 
Siemens regulator. 



The Graiunie regulator. 



I De Meraauue regulator 



ABC LAMPS 



Ail arc lamps depend, for the light produced, upon the brilliancy of the 
voltaic arc between the ends of two pieces of carbon, and on the incan- 
descence of the carbons themselves, when a current of electricity of suffi- 
cient power passes through them. 

As, under tliese circumstances, the carbons ^vaste away, until their ends 
are at such a distance apart that the electric current ceases to pass, and the 
light in consequence is extinguished, some arrangement must be made to 
cause their ends to approach each other, in proportion as they are consumed, 
so that the light will be maintained. This may be done by hand, but it 
is generally done automatically. 

The apparatus for accomplishing this is called the regulator, and it is 
upon the sensitiveness of this regulator that the steadiness of the light de- 
pends, for a very small change in the length of the arc has a great effect 
upou the light. 

These regulators may be divided into two classes: 

1. Emulators which only permit a single lamp to be placed in a circuit, 
or monophote regulators. 

2. Eegulators with which 1, 2, 3 or more lamps may be placed in the 
same circuit, or polyphot^ reffukUora. 

The latter class may be divided into three subclasses : 
a. IHffererUial reffutators, in which the adjustment of the length of the 
arc is made by the di£ferentia] action of the general current which pro- 
duces the arc and a derivation of high resistance between the two carbons ■ 
their divei^nce then depends, at the same time, on the strength of the 
current add on the difference of potential at the base of the carbons, and 
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the equilibnum is established for each lamp when the intensity and the 
differenee of potential have attained the value proper to good working. 

b. RegvlaiorB vniK derived drauUs, which muat not be confounded with 
differential regviahyrs, as the adjustment is not made by variations of the 
intensity of the general current, but only by variations of difference of 
potential at the terminals of the lamp. There is only a single electro- 
magnet, wound with fine wire, which serves to adjust the carbons; if 
there is another magnet its sole office is to separate the carbons at the mo- 
ment of lighting, but it is not used in any way for the adjustment. 

c. lUgxUaiors with a fixed diva-gence of the carbons, in which the read- 
justment of the distance between the carbons is effected automatically from 
time to time. 

There is another type of arc lights, in which the carbons are placed 
parallel to each other, and are known under the name of electric candles. 
These may be — 

1st. Candles with a refractory material, such as kaolin, between the 
carbons. 

2d. Candles without kaolin. 

All electric caudles have a fixed distance between the carbons; that is 
to say, the distauce apart of the carbons is not influenced by variations in 
the electric current. 

The first of these classes has some relation to incandescent as well as to 
arc lights; the second belongs entirely to the arc light. 

Monophote regtihtors. 

CANCBS BKQULATOR. 

This apparatus is constructed so as to work with continuous currents, 
and, as the movement of the carbons is proportional to their consump- 
tion, it follows that the position of the are is always fixed. 

Fig. 106 gives a longitudinal section of this lamp; a and 6 are the two 
carbons fixed to the holders c and d, formed of two frames, from each of 
which a pair of rods rises vertically. The lower carbon-holder c carries 
at its upper part two small pulleys, e e, around which pass the cords //, 
one of the extremities of each being attached to a fixed point of the upper 
platform g of the apparatus; the other ends pass around the pulleys h h 
and are fiisteued to the top fcame d of the other carbon-holder. 

On this frame is placed a driving weight, A, around which is placed a 
cup loaded with a quantity of shot, and is guided in its descent by the 
rods ii; this weight, which forms a nut, fits on the central screwy, fixed 
laterally, but free to move on pivote at each end, that turn, one in a bear- 
ing formed in the top plate g, and the other on a step on the lower plat- 
form k Under the action of gravity, the weight tends constantly to make 
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the carboQ descend, turning the screw, and causing, on account of the ar- 
rangement of the cords, the lower carbon to be raised at a rate dependent 
on the diameter of the pulleys e e. It tends, therefore, to always bring 
the carbons in contact. 

The two platforms g and k, connected by the four guiding-posts /, form 
the fixed frame of the apparatus. The lower platform carries two sup- 
ports, I, which sustain the coil m, inside of which a tubular core can move 
freely. The upper part of this core is prolonged by the copper core o, the 
length of which is proportional to the magnetic intensity. From the lower 
end of the screw j depends a copper rod, p, passing through the axis of 
the core. 

The weight of the core can be more or less neutralized by springs. It 
is this coil, placed in the principal circuit, which constitutes the r^ulating, 
oi^n. For this purpose, the coil carries, above and below, cross-pieces, 
g r, rising and falling with it, and guided by the four rods i i of the frame. 
A regulating screw, s, in the upper piece q, and coming in contact with 
the upper part of the coil, serves to r^ulate the position of the core within 
the coil, and the position of the escapement-wheel which checks the move- 
ment,as will be shown further on ; a second regulating screw, at the other 
end of the same piece, limits the separation of the carbons, and, conse- 
quently, the lengtli of the arc. 

The lamp works as follows : The carbons being in contact, the current 
arriving at the terminal w passes through the frame to the upper carbon- 



holder and carbon, then through the lower carbon and holder, and the two 
rods c e, insulated from the rest of the lamp, but electrically connected 
by the cross-piece below ; these rods slide easily in sleeves, v v, connecled 
by the conductor w, and com mui|i eating with one end of the coil m. The 
other end of the coil goes to the terminal x on the upper platform. 

In flowing through the coil of the electro-magnet, the current magnet- 
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izes the core, which lifts suddenly and fixes the distance apart of the car- 
bons, in the following manner : 

The lower plate of the core carries an arm, y, Fig. 107, to which is at- 
tached a connecting rod, z, whose lengtli can be regulated by an adjusting 
screw. The upper end of this rod is linked to the arm a', of a cranked 
lever pivoted on the frame, the other arm b' is terminated by a curved 
piece, in which engages a finger, o', ftst on the frame d', which is mounted 
loose on the extension p of the screw/. Within this frame is the toothed 
wheel e', mounted loose witliin the frame d', and fast on the rod p. This 
wheel which,therefore,tuma with thescrew, gears into thepiuion/*, mounted 
on pivota within the frame. The spindle g' of the pinion carries also 
escapement, showu in plan, Fig. 108, which comes in contact with, or 
moves clear of, the spring h', according aa the carbons appronch or recede 
from each other ; the special form given to this escapement causes it to 
act either as a brake or a stop. As will be seen, each recess in the wheel 
is separated by a wide path, on which the spring k' bears with sufficient 
power to stop the movement, when the magnetic variation, due to the ap- 
proach of the carbons, has not been sufficiently great to bring the recess 
opposite the spring. At the moment of lighting, the core is lified sud- 
denly, raising with it the connecting rod z, which tilts the cranked levers 
a', b' ; the curved end of b' pushes the frame d', which draws the escape- 
ment wheel against the spring h' ; the end of the spring enters one of the 
reoesses in the escapement, and prevents this wheel and the pinion /, 
which is fast with it, from being turned by the wheel e'. Then the pin- 
ion always gearing in the wheel e' forces this latter, by its travel with 
the frame d', to move in a direction opposite to its normal motion, and 
as the wheel e' is fast on the screw j, the latter also revolves back- 
wards, raising the weight A, and with it the upper carbon-holder, while, 
at the same time, the lower carbon-holder is forced to descend an equal 
quantity. When the arc is produced, the magnetic intensity of the coil 
is reduced in proportion as the carbons are consumed, the core tends to 
fall, and the escapement^wheel retiring from the spring A', until it clears 
•it, allows the carbons to advance in direct proportion to their consumption. 
This operation constantly repeats itself, and the regular working of the 
apparatus is insured until the carbons are consumed or the lamp extin- 



To change this lamp so that it will work with an alternating current, it 
is only necessary to make the diameters of the pulleys equal. 
The lamp gave satisfactory results at the exhibition. 
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This rather curious looking lamp resembles in principle the Eapieff lamp. 
In the Eapieff lamp, however, the carbons are moved by weights, but in 
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tliis lamp they fall by their owd weight. In both lamps the positious of 
the ends of the carbons, and therefore of the arc, are determioed by the 
point of intersection of the axes of the carbons. The coDstruction is as 
follows : A and B, Fig. 109, are metal troughs of rectangular cross-section 
attached to the frame of the lamp, and so inclined to each other as to 
form the letter V. In these troughs the two round carbon rods can slide 
freely, meeting when there is no current at E. The trough B is rigidly 
fixed to the frame of the lamp, but the trough A, containiog the negative 
carbon, is fastened to the frame by a pivot, on which it can rock, its posi- 
tion depending on that of the armiiture of the electro-magnet, shown in 
the figure, whose coils are included in the circuit. By this means as soon 



as the current is established the' armature is attracted, the two carbons are 
separated, and the arc is formed. The positive carbon B would fall if it 
were not retained by a small carbon, C, pressing lightly gainst it and 
making a small angle with B. This carbon, C, also slides ifl a trough 
fixed in such a position that the point of contact of the two rods is suffi- 
ciently near the arc to permit the smaller rod to be slowly consumed as 
the other is burnt away, thus allowing the latter to slide gradually down 
the trough, as long as the lamp is in action. 

The trough A is furnished with a little adjustable platinum stop, E, 
which can be r^ulated at'will by an adjusting screw. This stop presses 
against the conical end of the carbon and allows it to slide only in pro- 
portion as it is consumed. This stop is applied to the negative electrode, 
but is inapplicable to the positive electrode on account of the much higher 
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temperature of the latter, which would be liable to destroy it. For alt«r- 
uating the curreuts the stop may be used on both electrodes. 

In order that the contact between the carbons and the troughs may be 
AS perfect as possible each trough has a small contact-piece, F, which is 
grooved to fit the carbon ; it is thickened at the free end, to increase its 
pressure, and hinged to the trough at the upper end. This arrangement 
has the additional advantage, namely, that the length of the carbon 
through which the current flows remains constant no matter what may 
be the length of the carbons, and their resistance is reduced to a minimum. 
Consequently, very long carbons, burning from ten to sixteen hours, may 
be employed without adding any increase of resistance to the circuit. 

The length of the arc can be regulated by the adjusting screw G, by 
which the movement of the armature is limited. 

Another form of lamp, very similar to the one just described, has a small 
cylinder of clay or other refractory material between the ends of the car- 
bons. This cylinder is mounted on a horizontal axis and can be rotated 
by a worm and worm-wheel, actuated by an endless cord passing over a 
grooved pulley. One carbon-holder is rigidly fixed to the frame of the 
lamp, the other is mounted on an axis, so as to enable the length of the 
arc passing over the cylinder to be r^ulated by the action of an electro- 
magnet, attracting an armature in opposition to the tension of an adjust- 
able spring. 

There are certain points of similarity between this latter lamp and the 
Soleil lamp. 



The peculiarity of the Jaspar system of electric lighting, as seen at the 
exhibition, is that the direct light of the lamp was screened from the eye, 
'the regulator being placed at the bottom of a cylinder, with opaque sides, 
while the luminous rays escaping from the top struck a laige white um- 
brella-shaped reflector, and were thus diflused, producing a general illu- 
mination soft and pleasing to the eye. 

This method of illumination will be further described when I come to 
speak of the Jaspar system of the "canalization of light." 

In the Jaspar regulator the weight of the positive carbon-holder acts 
as the motor. Fig. 110 is a side view showing the mechanism; Figs. Ill, 
112, 113, and 114 are, respectively, two vertical- and horizontal sections. 
The frame of the lamp consists of two platforms, A A', connected by four 
bars, a a. The negative carbon-holder C is formed of a copper tube 
traversing the upper platform, the lower part of which slides in a second 
tube, C, fixed on the base A. This lower portion is a hollow cylinder of 
sofl iron. In the middle the tube C has a longitudinal slot wide enough 
to allow part of the circumference of the grooved pulley D to pass; around 
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this pulley is wound the cord d, which descends in the tube C (see Fig. 
112), and carries a weight, P, that keeps it stretched. This weight abuts 
against a transverse piece, t, in such a way that when the cord is wound 
up the weight in n'sing lifts the carbon-holder. The grooved pulley is 
fixed on a small drum, T, supported by the two brackets b b, on which 
is also placed another grooved pulley, D', of double the diameter of D. 
On D' is wound the cord d, attached at its lower end to the piece E, Fig. 
Ill, which forms the base of the positive carbon-holder. It will be seen 
from the way the cords are wound that the weight of the positive carbon- 



bolder tends to raise the negative carbon -holder, and that the latter will 
only move through half the distance of the former. This difference cor- 
responds to the unequal consumption of the carbous, and the position of 
the arc will remain fixed. 

On the drum T is wound a third cord, attached to the weight P', which 
can be adjusted on its rod by the screw V. This weight helps to counter- 
balance the positive carbon-holder, which always tends to rise. Its posi- 
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tioQ is regulated in such a manner that its influence is the greater as the 
current is more feeble, so that the regulator can be used with very differ- 
ent intensities of current. 

The positive carbon-holder is a copper tube, furnished with a clip, to 
which the carbons are attached. 



Figs. 115 and 116 show details of the holder, by which the point of 
the upper carbon can be brought into accurate «ontact with that of the 
lower. 

The tube F, Fig. Ill, slides in the tubular guide H, flxed to, but insu- 
lated from, the upper platform ; alongside it is a small tube, I, filled with 
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mercury into which dips the rod K, which transmits the current to the 
carbon-holder. 

The negative carbon-holder also carries a rod, L, terminating in a small 
piston, M, which can move iu the tube N, filled with mercury ; as the pis- 
ton does not fit the tube tightly this arrangement acts as a brake, similar 
to the glycerine dash-pot in the Brush r^;ulator. 

On the tube C is wound a wire, forming a solenoid and intended to 
produce the separation of the carbons and to counterbalance the effect due 
to the weight of the positive carbon-holder. The working of the regula- 
tor ie as follows : 

The positive pole of the generator is in communication with the positive 
carbon through the tube I, containing mercury, the rod K, and the car- 




bon-holder F. The n^ative pole is connected to the solenoid, the tube 
N, the rod L, and the negative carbon-holder. The points of the carbons 
are in contact ; when the current passes the solenoid attracts the iron rod 
forming the end of the u^ative carbon-holder and tends to draw it down. 
The weight of the positive carbon-holder, r^ulated by the weight P', acts 
in an opposite direction, making equilibrium between the two opposing in- 
fluences ; and the separation of the carbons would remain unaltered if the 
action of the solenoid were constant. In practice this is not the case ; it 
varies with the position of the iron rod, and the distance between the car- 
bons tends always to increase. 
To counterbalance this augmenting action a counter-weight is placed 
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between the weights of the large pulley, acting in ao opposite direction, 
and the movemeat of which increaseB at the same time as that of the sole- 
noid. The distance between the carbons consequently remains the same, 
aU the time the lamp ia in action. 

This r^ulator combines three striking characteristics : 

1. The counter- weight F, allowing the employment of the lamp with 
currents of different intensity. 

2. Counter-weight last mentioned compensating for the variable action 
of the solenoid. 

3. The pendent rods acting as brakes and preventing any sudden varia- 
tion in the movement of the carbons. 

CANAUZATION OF LIGHT. 

It occurred to M. Jaspar that, instead of dividing the circuit and ob- 
taining a number of lights on one circuit, it would be practicable and more 




economical to distribute it from one center by suitable optical apparatus. 
Two tacts support this idea, one being that the intensity of light is in- 
versely proportional to the square of the distance, due to the divergence 
of the rays. Parallel rays, however, can be projected to considerable dis- 
tances, without much loss. The second fact is the loss in intensity, due 
to the division of the electric light. If by division a better distribution 
of light is obtained, the sum of the intensities of all the smaller lamps is 
far below that which could be produced by concentrating the whole cur- 
rent in one lamp. The system proposed preserves the advantages of a 
single light and at the same time distributes it to diflerent points, by group- 
ing around the luminous point a crown of lenses, which receive the rays 
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and retract them id as luaDy beams as can be reflected in useful directions, 
and which direct them through openings in the walls, upon lai^ white 
screens placed in tlie apartments to be lighted. These screens act like 
electrical windows distributing the electric light, like ordinary windows 
do daylight into the room. Figs. 117 and 118 show how these lenses are 
arranged ; should the position of the luminous point change it can be 
brought to its proper position by the lever L. 

This system of distribution is applied at M. Ja.spar's establishment at 
Liege, and is said to be very effective. The works were originally lighted 
by forty gas burners, costing about 25cents an hour: with the electric light 
this cost was reduced to about 10 cents an hour, divided as follows : 

Cfttbons 4 

Coal oil andeugiueer S- 

InMreat and depreciatioa 3 

Total ll> 

According to the inventor, these screens act precisely like clouds, which, 

when the sky is overcast, diffuse and filter the sunlight and soften the 

shadows produced by a luminous atmosphere. 

.Differential lamps. 

THE BEBJOT BBOULATOB. 

This lamp consists of a casing, as shown in Fig. 119, the clock-work 
being inclosed in the frame A, B, A', B', at the top and bottom of which 
are four flat springs, R, R, R, R, suitably regulated, and on which react, 
under varying conditions, ' two eleotro-magnete, E, E'. One of these 
magnets tends to raise the case, the other to work the mechanism. 

The first, E, is wound with coarse wire, and is placed in the same circuit . 
with the carbons; the other, E', is wound with fine wire, and is in a de- 
rived circuit. They are straight magnets, whose cores are cut in the mid- 
dle, one-half forming the armatures. In this way are combined the re- 
ciprocal action of the solenoids and the attractive action of the cores. 

The case containing the clock-work supports the weight of the upper 
carbon-holder, which is adapted to a long rack, C C, gearing with the first 
wheel of the clock-work hy means of the pinion P, A second counter- 
weight, M, acts conjointly with the upper carbon-holder and tends to pull 
down the case, which would always tend to be lowered if it were not re- 
sisted by the magnet E, which locks it in a fixed position. The carbon- 
holder itself would always tend to fall if it were not held by the clock- 
work, of which the last wheel, D, is held by the spring-brake F, fixed tO' 
the frame. As this brake may he raised or lowered by the action of the 
mi^et E', the rack* of the upper carbon-holder is free to move when the 
m^net E' is in action, the result being that the two carbons can approach 
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each other ; this happens whenever the intensity of the current travers- 
ing the are is sufficiently weakened to allow the magnet with fine wire, E', 
an excess of power ever the other. 



This approach is effected, moreover, conjointly with that of the lower- 
ing of the case containing the clock-work, but as soon as the carbons have 
approached sufficiently near to restore the strength of the current at the 
arc, the magnet E with coarse wire again raises the case, and the magnet E' 
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releasing the brake prevents the clock-work from moving until the arc 
is again weakened. 

The apparatus is so sensitive that the case seems to be in a continual 
state of vibration, and as the stopple of the clock-work is never sudden, 
on account of the delicate action of tlie brake, the smallest difference of 
intensity can be corrected without showing the least change in the steadi- 
ness of the light. When the rack arrives at the end of its course; that is 
to say, when the upper carbon is consumed, a stud, which it carries, presses 
and shunts the current into the circuit of other lamps. Wlien it is de- 
sired to have the lamps^burn for a long time, an arrangement of several 



racks is used, which come intoactiononeafler the other, somewhat similar 
to that used in the Brush lamps. 

The mechanism of the lamp is simple, sensitive and certain, and its 
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details have been well worked out. A modificatiou of this lamp, combined 
with the Serrin lamp, is employed iu the French light-house service. 

TUB WESTON REGULATOR. 

This lamp is shown in perspective in Fig. 120. The mechanism occu- 
pies a very small space. The lower carbon is fixed; the upper carbon 
slides freely in the tube at the upper part of the apparatus ; when there 
is no current the upper carbon rests on the lower. 




In Fig, 121, M M is an electro-magnet of special construction, and A A 
is its armature, ^hich only has a to-and-fro vertical motion, being held by 
two flat steel springs fastened to the frame. 

At rest, the upper end of the armature is a little below the upper core 
of the electro-magnet; the attraction of the latter will then tend to raise the 
armature and the clutch C, which is fastened to it, but this clutch is so 
made that it raises at the same time the upper carbon-bolder R, by wedg- 
ing it, nearly in the same way as in the Brush regulator. 

The action of the magnet on the armature is regulated by a spring, S, 
whose tension can be varied by a screw, which acts on the attached lever L. 

To avoid all sudden movements, the lower end of the armature carries 
a little piston, P, moving in a cylinder, G, filled with glycerine. The 
piston is composed of two superposed disks, each having three small tri- 
angular grooves on their circumference. By making these grooves coin- 
cifle more or less closely, a larger or smaller opening is left for the passage 
oi' the glycerine, and tlius the quickness of motion of the armature can be 
regulated at will. 
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The electro- magnet is wound with two wires, one thick and short, the 
other fine and long, but in reality there are three coils on each core, as 
shown in the sltet«h on the left of Fig. 121. The two coils of fine wire 
belong to the same circuit and are mounted in derivation ; the thick wire 
is placed in the circuit of tlie carbons and is traversed by the main 
current. 

The connections are so made that these two coils tend to produce oppo- 
site polarities in the core. 

The working of the apparatus is as follows: At rest, the carbons 
touch and form a short circuit ; the current arrives by the left terminal, 
traverses the thick wire of the magnet, passes through the carbons and 
returns through the frame of the lamp to the right-hand terminal. The 
m^net, being strongly magnetized, raises the armature, drawing the clutch 
C and the rod H S., and establishes the arc. The fine wire is likewise 
fastened to the terminals of the lamp and forms a derived circuit, which 
will be traversed by a current whose intensity will be proportional to the 
length of the arc. As soon as the nsistance of the arc increases, this fine 
coil will weaken the intensity of the magnet, the armature will descend, 
the carbons will approach, and the derived current will become less intense 
^aiu. If for any reason the arc should become extinguished, the arma- 
ture falls, the carbons retouch, and the arc is re-established. 

The mechanism is exceedingly simple, the apparatus is very sensitive, 
and the light produced is very steady. 

THE PILSllN RROULATOR. 

This lamp is the invention of two Austrian engineers, Messrs. Franz 
Krizik and Ludwig Piette, but takes its name from the town of Pilsen, 
in Bohemia, where it was first brought out. 

In this apparatus two magnetic attractions, coming from the same 
Bource, r^ulate the light without any intermediate mechanism and with- 
out the application of any force, except that due to the electric current. 

The construction of the lamp is extremely simple, and the mechanical 
resistance and other obstacles which interfere with the movement of the 
carbons have been reduced to a minimum. 

The current before entering the lamp is divided into two parts, each 
traversing one of two superposed solenoids, in which slides an iron rod or 
core of a special shape. The principal current passes through the first or 
upper solenoid wound with thick wire, while the derived current traverses 
the other solenoid wouud with very fine wire. The relative resistances 
and the number of windings of these two solenoids are so calculated that 
when the arc has attained a fixed and determined resistance, the rod or 
core remains in equilibrium, under the influence of the two solenoids. 
6355 ELEC 9 
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When the resistance increases the equilibrium is broken and the regulating 
action takes place. 

When & cylindrical iron core of the ordinary form is placed inside a 
solenoid through which a current passes, the core takes up a balanced po- 
sition in the coil, and, when moved from it, always tends to return to it. 



fl 



1 



Thus with two solenoids, M, 8, Fig. 123, the cylindrical core will take a 
position proportional to the power of one coil over the other, and when the 
current alters in either coil the core will take up a new position, always 
tending, however, to return to the old one when the current f^in becomes 
normal. 

By using a spindle-shaped core of any of the forms shown in Fig. 122 




there is no tendency to take up a particular balanced position. It has a 

longer range of free movement and can be used to feed the carbons directly. 

In the figure the spindle-shaped core is shown at different points of ita 
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raoge, and Id each of these positions there is no tendency for it to move up 
or down. 

•The following is the constractioii of the lamp: (See Fig. 124.) The 
wire from the n^ative pole of the generator is attached to the terminal 
marked — and goes from thence through the main coil M, by means of the 
sliding contact-spring S. The current then splits, part going through the 
small coil A and the rod D', insulated from the fmme of the lamp, thence 
to the lower carbon-holder by the contact-roller r. The positive current 
enters at the terminal +, and goes to the frame and upper carbon. The 
shunt circuit G is of thick German silver wire, connected to the iron frame 
of the magnet A. From thence a fine coil of German silver wire, of 
about 130 ohms resistance, is wound round the outside coil of the lower 
solenoid M', and the end of this coil is connected to the contact^screw n, 
and to a comparatively thick copper wire of low resistance, coiled inside 
the German silver wire on M'. The other end of this copper wire passes 
to the metal frame of the lamp and thus completes the shunt circuit. 

The object of this supplementary resistance is to make up a total resist- 
ance, blether with the copper coils inside M', equivalent to the lamp when 
burning, and to avoid Ireating, when all the main current pa.^se8 through 
that shunt or partial shunt circuit. 

After all the wire is coiled on M, the insulator is scraped off a strip one 
half inch wide,leavingaridgeofbarecopper wire, and connection is made by 
the contact-spring S, which slides up and down the fixed rod'. In this way 
the pull of the coil M can be adjusted and the length of the arc regu- 
lated. 

The small magnet A is to automatically short-circuit the high resistance 
coil M'. As before mentioned, a wire from M passes through this magnet. 
The frame of A is made of a bell, crank shape, so that the armature at the 
top is a prolongation of the bottom pole, thus utilizing both poles. This 
armature is pivoted in the center and the free side is weighted, so as to 
make contact with the adjustable contact-screw n, fixed to the insulated 
bracket at the side of tlie frame of A, Thus, by means of A, the high 
resistance wire on M' can be automatically cut out, when the carbons are 
consumed or when there are none in the lamp, and the main current then 
passes through the thick copper wire on M'. This is effected as follows : 
One end of the fine wire shunt coil, on the outside of M', is connected 
to the wire of G, and to tlie metal frame of A at the bottom ; the other end 
being connected to the copper shunt coil and insulated bracket and contact^ 
screw. When the lamp is burning the main current passes through A 
and attracts the armature retaining it, and thus breaks the contact at n and 
adds the fine wire coil to the shunt circuit, which then balances the resist- 
ance of the lamp. 

"When the carbons are consume*! this electro-magnet, A, cuts out tlie 
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lamp. This is doae by inserting a small insulating piece in the guide-rod 
D' at I, 30 that when the lower holder H rises to this insulated piece, 
I, the roller r on that side becomes insulated from the rod D', and the 
magnet A is cut out fri)m the circuit, the armature is released, and the 
weighted side remakes contact and short-circuits the fine coil on M'. 

The upper coil then preponderates and pulls the top carbon up, thus 
completely separating the two carbons aud breaking the arc; the current 
passing through the tliick shunt coil and wire A. 

During the operation the supplementary wire and derived circuit 
maintain the current through the arc (which would otherwise be broken 
by the insulation at I), thus allowing the main coil M to expend the car- 
bons and preventing the burning of the metal carbon-holders. 

The frame of the lamp consists of brass tube mounted between two 
brass plates, with two iron rods joined across the bottom. The iron core 
fits loosely inside a brass tube, which again fits loosely inside the tube of 
the frame and is guided by contact^rollers, so that it moves with very 
little friction. The weight of the iron core is counterbalanced by that of 
the bottom carbon-holder, by means of cords attached to metal rods and 
passing over pulleys. 

The metal rods are used instead of cords near the arc, to prevent 



scorching. One of the carbons is fixed to the core-tube, the other to the 
lower carbon-holder. 

If a lamp with a fixed focus is desired the pulleys are made double, one 

being tmi^fe diameter of the other; the cord that passes over the larger 

r^ " i ^'^ *"? ^l^ti^'i^i whilst that passing over the 

■r, . " '^ / jto the bottom electrode. The different sizes 

sprine„li, 18 employed, and , ^ j. , , ,, ■ _.- ,, 

irbon., . dash-pot, G, fill,"'"'"' '» " ^"^ '° P^P"*" "« «>ey 
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The same principle is applied to a horizontal lamp. Fig. 125 is a 
diagram of the coDoections, C being the iron core, r r the contact-rollers 
and M M' the solenoids. One carbon is fixed to the end of the tube C, 
and the other to the pivoted arm D. Such a lamp can be used to ad- 
vantage where the ceilings are low. 

Another lamp, for street lightiug, is made, in which the counter- 
balances are reversed and the coils are placed at the bottom beneath the 
lamp. This arrangement permits the regulating coils to be safely pro- 
tected, and avoids shadows on the globes. 

The Pilsen lamp has the merit of simplicity of construction and great 
steadiness in working. 

HEDGES REGULATOR. 

The differential lamp of Mr. Killingworth Hedges resembles, in many 
particulars, bia single light lamp already described. Fig. 126 shows the 



.-v.s the contact at 71 and 
modification, when it is desired to bum a i*' tlien balances the resi.st- 
The carbons are separated by the attraction 
cyUnder, H. This cylinder is attached by sp-magnct. A, cuts out tlie 
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the armature of an electro-magnet wound with fine wire, mounted in a 
derived circuit between the terminals of the lamp. The action of this 
magnet is opposed to that of the eoleooid. . When the circuit is estab- 
lished the carbons are separated by the action of the solenoid on the iron 
cylinder, and the distance between the ends of the carbons is determined 
by the difference between the action of the solenwd and of the electro- 
magnet. If the resistance of the lamp increases, either by the lengthen- 
ing of the arc or by bad contacts, a greater quantity of electricity passes 
into the derived circuit, and the arc is shortened by the action of the 
latter. In other words, the length of the arc is determined by the posi- 
tion of the armature of the electro-magnet between the poles, the latter 
and the solenoid, which position is determined in its turn by the differ- 
ence between the strength of the current passing through the solenoid 
and that traversing the electro-magnet. 



The leading feature of this r^iilator is that the carbon-holder has a rod 
which slides through a friction -clutch, which serves to separate the car- 
bons and produce the arc, when the current is established. The lamp 
may be provided with one, two, or more sets of carbons, the principle be- 
ing the same in each. A lamp with two sets of carbons will be taken for 
the purpose of description. The general appearance of such a lamp is 
shown in Fig. 127. The lower carbon is fixed, consequently the luminous 
point does not remain in the same position, but varies as the carbons are 
consumed. The upper carbon and holder are movable, and as they de- 
scend by their own weight contact is made between the points of the 
carbons. 

Fig. 128 shows the details of the mechanism for lifting the upper car- 
bon and thus producing the arc. A hollow helix or solenoid, wound with 
fine wire, is placed in the circuit, within whose cavity moves freely a core 
of soil iron. The electric current passing through the solenoid tends to 
lift this core, which is rigidly attached to a bar, E*, and the movement 
of thb bar, due to the varying attractions of the solenoid, is imparted by 
a link and lever counei^iou to the lifter B, which will have an up and 
down movement in exact concert with the core. 

The lifler D may be so constructed as to separate the carbons succes- 
sively or dis^multaneously, by being so balanced that any slight di^rence 
in the weight of the two upper carbons or their holders shall result in one 
being lifted before the other. 

In order to properly balance the attractive force of the magnet a coiled 
springj.F, is employed, and, to insure a steady motion to the magnets and 
carbons, a dash-pot, G, filled with glycerine is used. 
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Fig. 129 is a detached view of the parts operating to lift the carbons. 
C C are riDgs'surrounding the carbon-holders B B ; each ring is arranged 
to be titled froiu a single point, thus tilting it and causing it to grasp and 
lift its inclosed carbon-holder. This tilting and lifting movement is im- 
parted by the lifter D. 



The upper part of the movable carbon-holders is hollow and filled with 
glycerine ; in them is a rod supporting a piston and fastened above, as shown 
in Fig. 130. As the piston nearly fills the tube of the carbon-holder it 
acts as a brake to prevent the carbon from descending too suddenly. 
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Fig. 131 shows a diagram of the system which cuts any hunp out of 
the circuit, without affecting the other lamps. X and Y are the two ter- 
minals of the lamp, H the solenoid for regulating the aro^iaudX the electro- 
magnet of the cut-off. This electro-magnet is wound with two wires ; one 



not shown, is of fine wire placed in the same derived circuit as the fine 
wire of the solenoid ; the other, short and thick, leading from X to Y by 
B and R, but iut«rrupted at M. While the current is nonnal} the cur- 
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rent which traverses the fine wire of the magnet T is not strong enough 
to raise the armatnre A ; but, if the arc becomes too long, the intensity in 
the fine wire becomes great enough to attract the armature A ; the con- 



tact is made at M ; the principal current then passing througli the thick 
wire keeps the armature raised; the current then no longer passes through 
the lamp but goes from the terminal X to Y, through the resistance R, 
the contact M M', and the thick wire. " In Fig. 128 this electro-magnet 
is shown at M'. 

The action ofthe lamp is as follows: When the core, Figs. 128 and 129, 
rises, the lifter D is raised and the carbons are lifted as previously de- 
scribed, but as one of the jaws of D is lai^er than the other, one carbon 
will be lifted before the other, and the arc is established between the car- 
bons which are the nearest tflgether. 

A time arrives when this latter carbon can no longer be lifted, being 
consumed; the arc then lengthens, the second carbon descends and 
makes contact; the arc is re-established between the second pair of car- 
bons. 

It should be said that the solenoid E is wound with two wires, one fine 
and long, in a derived circuit, the other short and thick, in the main circuit 
wound in an opposite direction. This action is the same as that in lamps 
previously described. 

In connection with the Brush system of electric lighting is a current 
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governor, consietiDg of a pile of carbou plates, H, Fig. 132, < 

aeries and moimted in a derived circuit, of a solenoid, E, wound with 



u strength is, however, required, in order to maintain a 

e in the piles H H. It is, in order to render thie neces- 

it current as small as possible that the derived current is 

^iigh the fine wire of E, thus assisting to maintain the pressure 

jfficG of the dash-pot has been described, but the function of the 
has not been indicat«d. Suppose a number of lamps in circuit, 
•he latter, as frequently happens in practice, becomes for an instant 
'^1, then, owing to the valve, the lever D drops at once, and the re- 
mce in the derived circuit increases, so that when the carbons in the 
— inpe have come t<^;ether again and completed the main circuit, the full 
power of the dynamo will be available to separate the carbons, and, owing 
to the slow upward movement of the lever D allowed by the dash-pot, 
sufficient time is given foi; the carbons to become fully separated before 
the derived circuit can act ; but if the lever D had not been allowed to 
fall materially during the instant the main current was broken, the abnor- 
mally great current developed when the circuit was closed and before the 
carbons had time to separate, would further raise the lever D and unfit 
the dynamo for developing its normal current. 

The Brush regulator has been very successful, and has been widely used, 
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both in this countiy aad in Europe. In this ]amp, as in many others, the 
carbons are coated with copper, thus increasing their conductivitj and con- 
fining the consumption to their ends. 



TUB OULCHER 



In the Gulcher system, each lamp is placed in a derived circuit instead 
of being arranged in series, as in most other systems ; from this point of 



view it might be considered as belonging to the monophote class ; but, as 
the regulators act as solenoids of difierent resistances, it seems more proper 
to include this regulator in the differential class. The fact that eacli r^^- 
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lator reciprocally regulates the others, is a remarkable part of this sys- 
tem ; they are, moreover, distiDguished for simplicity of constraction, for 
the whiteoess of the light they furoish, and for the low tension currents 
employed; consequently their use is free from danger of heavy shocks, 
and only ordinary care has to be taken with the insulation of the cables; 
on the other hand, these cables have to be of large diameter, thus sotue- 
what increasing the cost of installation. 

The regulating mechanism consists of a pair of bearings, C, Fig. 134, 
supporting the pivots of a metal ring, D, which carries an electro-magnet, 

E, free to oscillate on these pivots ; at the base is the insulated terminal 

F, connected to the positive pole of the generator ; the current is led to 
the bearings C, also insulated, and thence by the coil to the core of the 
magnet, whence it flows partly by the spring G, which is in contact with 
one end of the magnet and in metallic connection with the case, and partly 
to the rod H, in contact with the other end, this rod being pressed against 
the magnet by a small spring. , 

The npper carbon-holder is attached to the rod H ; the current passing 
through H flows through the carbons, the lower carbon-holder, and thence 
by a wire or other conductor to the other terminal, I. 

Both carbon-holders are movable and are connected by a cord, R R', 
passing over a pulley, S, so arranged that the point of contact of the car- 
bons will remain fixed. 

The poles of the electro-magnet E are curved, forming parts of circles 
whose centers are in the pivots of the ring D. One pole, J', to the right 
extends downwards and terminates in a projection, under which is a small 
iron block, K, attached to the Irame. The lower end of the spring G is 
furnished with another small iron block, L, making contact with the pole 
J'. Througji the top of the case passes the adjustment^screw M, prolonged 
into a spindle, X, against which the pole J' is pressed, when no current is 
passing, by the spring N, connected to the bent lever O, which is pivoted 
to the insulated bearing C. The upper end of the spring bears against a 
screw, P, and its tension is regulated by the screw Q, insulated from the 
lever O. A perspective view of the r^ulator is shown in Fig. 135. 

The operation is as follows : As soon as the current passes, the electro- 
magnet E attracts the rod H to the pole J, and at the same time the part 
J" of the other pole is attracted to the block K, thereby causing the mag- 
net to turn on its pivots and raise the carbon-holder H, because of its con- 
tact with the curved fece of the pole, the motion being steadier and more 
uniform than could be imparted by a rack and pinion — the carbons are 
separated and the arc is produced. 

As the carbons are consumed, the arc lengthens, the resistance increases, 
the power of the magnet diminishes, and the pole J' separates from the 
block K ; the carbons approach each other until the pole J' is arrested by 



T T. Upper curboD-holder. L'. Sprfog witta m 

. T'. Lower cirboQ' bolder. V. AdJuBtmeiit K 
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the stop X, the position of which has been carefully adjusted. As soon 
as this condition has been established the magnet E has no further move- 
ment and the carbons continue to burn until they are at a distance apart 
corresponding to the greatest intensity Of the light. 

As soon as further consumption increases this distance, the power of the 
magnet E becomes too small to sustain the rod H, which slips down until 
the power of the magnet is again increased sufficiently to hold it ; should 
it continue to fall, the power of the magnet would increase until the pole 
J' would again be attracted by the block K', and the preliminary process 
would be repeated. In practice, however, it is found that after the lamp 
has been started the magnet remains stationary, the weight of the carbons 
and holders and the consumption of the carbons being sufficient through 
the varying action of the magnet, to secure the automatic working of the 
lamp. The feces of the poles of the magnet, the rod H, and the block L, 
are &ced with thin brass, to diminish the attractive force of the magnet 
and to &cilitate the sliding of the rod H ; this makes the action of the 
regulator much smoother and cliecks irregularities in the light. The block 
L acts as a magnetic brake, when the lamp is started, and secures a smooth 
and easy movement. 

The peculiarities of this regulator render it suitable for being used in 
groups in the same circuit, and one lamp acts as regulator of the second, 
the first and second as regulator of the third, and so on. This r^ulating 
action depends on the positive motion of the electro-magnet and upon the 
quantity of current flowing through the circuit. 

To explain this, suppose the simple ease of two lamps, in parallel cir- 
cuit. Fig. 136, exactly like incandescent larajis — Edison's, for example: 
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The lamp A, being lit first on the passage of the current, if, in the lamp 
B, the separation of the carbons should be too great, the strength of the 
current will increase in A, and cause the carbons in B to approach, and 
vice versa ; for, should there be too great a separation of the carbons of 
the r^ulator A, it will cause the magnet of B to increase the distance of 
6355 ELEC 10 , - I 
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hs carbons by the increase of the strength of the current in its derived cir- 
cuit, and cjnsequently the total current will be weakened until the niE^net 
of A can no longer retain its carbon-holder, the carbons of A again ap- 
proaching each other. Then the derived current of B is weakened in its 
turn, the magnet retakes its position of rest, and so on. 

Now, if another lamp, (7, be introduced in the derived circuit, these two 
lamps, A and B, can be considered as a whole (^ + B) regulating C and 
being r^ulated, reciprocally, by it ; A acts in the same way on fi -|- C, 
and B on X -(- C. This, which takes place with these lamps is produced 
in the same way for any number whatever, simply by placing them in der- 
ivation and without the use of any accessory mechanism. 

The following is the manner in which the inventor arranges the cables 
for working a number of lamps on the same circuit : 

Let m be the number of lamps fed by the generator. Fig. 137, the total 
length of the cables being known. The diameter D of the principal 
€urreut is first calculated, then a diameter, d, is found by the formula, 

ameter d, whose cross-section has the same suriace, and, consequently, the 
same conductivity as a section of a single wire of the diameter D. This 
cable is first attached to one of the poles of the generator ; for example, to 
the positive pole, and then is led to the first lamp, where one of the wires is 
connected to the lamp ; to theseconrt lampa second wire is attached, and soon. 



or d^ D -y/— and a cable is formed of m wires of the di- 




The cable attached to the negative pole is led in the same way, except 
that the different wires are attached to the lamps inversely ; that is tosay, 
the first wire is attached to the last lamp and the last wire to the first 
lamp, as shown in the figure. The resistance of the conductors is thus 
the same for each lamp, for the paths of the derived currents are geomet- 
rically equal, and the sections of the conductors correspond, everywhere, 
exactly to the quantity of current traversing them. 

As the main current is equal to the sum of the derived currents, and, as 
for m derived circuits of a strength, S=ma, a current of the strength 8= 
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7ns flows through the principal circuit to the first lamp, 
to the second lamp a current of e=^(m-lj 



From the flrst 
from the second to the 



third a current of 8={m-2) «. 



i so on ; but, at the same time, the 



section of the conductor diminishes proportionately, since a cable of m 
wires of equal size has been employed as conductor and at each derived 
circuit it has been diminished by one wire. 

The increase of the strength of the current will follow analogous varia- 
tions in the return circuit, whose section is also exactly in proportion to 
the strength of the current. 

In addition to the whiteness of the light, this system has the advantage 
of great steadiness of the light, simplicity of the regulators, the number of 
lamps which can be placed in one circuit, the iacility with which one lamp 
can be lit or extinguished without affecting the remainder, and that the 
force required to drive the dynamo is proportional to the number of lights 
in action at a given moment. 

THE SIEMENS REGULATOR. 

The principle on which diflerential lamps are constructed has been so 
fully described in previous apparatus that it is not necessary to repeat it 
again here. Fig. 138 shows the theory of the construction of this r^u- 
lator. The current arrives at L, is divided into two parts, of which the 




weakest traverses the upper solenoid T, wound with fine wire, and escapes 
by b L', to go to the next lamp. The main current traverses the solenoid 
with thick wire, R, the lever d a, the carbons g h, and at £ is united to 
the other current. The resistances of the solenoids T and R are such 
that only about one. one-hundredth part of the current traverses T. As 
the attraction of R or T preponderates, by variations in the resistance of 
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the arc, the soft-iron cores S S' will be more or less lowered or raised, and 
thus will dimiQish or increase the length of the arc. 

Fig. 139 shows the actual form of the lamp ; the movement of the lever 
e, d, a acts on a pinion and rack, which allows the carbons to approach ; 
a pendulum and balance-wheel prevent the carbon from falling too rapidly. 



and a little air-pump fastened to the rod traversing the solenoids softens 
the movement of the rod and prevents vibrations due to alternating cur- 
rents. The adjustment is made by raising or lowering the upper solenoid* 
All the mechanism is placed in the upper part of the lamp, in a copper 
cylinder; thus but little shadow is cast below. Ten to twelve lamps can 
be placed in the same circuit, and lamps of smaller intensity can be used 
by placing them in derived circuits. 
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Regulators tcttk derived circuit, 

THE ORAMUE RKa[ri.ATOR. 

This apparatus coDsists of two parts, one causing the carboae to approach 
each other, as they are consumed, the other to withdraw them, when the 
current first passes, so as to form the voltaic arc. 

In Fig. 140 the lower carbon-holder is fixed, the upper one is mov- 
able, consequently the position of the arc changes ; but these conditions are 
not essential ; other forms of regulator are made with the luminous point 
fixed. But all forms possess the same essential parts of mechanism, viz * 
a powerful motor, an iDtermittent electro-magnet, a withdrawing move- 
ment and a carbon-holder with eccentric spring. 

The mechanism is contained in a cylindrical case fixed to two end disks, 
solidly connected together with tie-rods. 

The electro- magnet A A is attached to the tie-rods ; its armature, C, is 
fixed to the upper part of the rods E E, which traverse the whole length 
of the regulator and are prolonged to the lower carbon-holder G. Two 
springs, R R, force the armature C away from the m^net A A, when the 
current does not pass. The current arrives by the positive terminal, which 
is in communication with the whole of the regulator, passes by the posi- 
tive central rod D, traverses the upper carbon, the voltaic arc, the lower 
carbon, the n^ative rods £, the magnet A A, and leaves by the negative 
terminal, which is insulated. It is evident that, as soon as the current 
passes, the magnet A A, with the armature C, will be attracted, and thus 
will lower the lower carbon. This movement is not only independent of 
the r^ulating mechanism, but is also removed as &r as possible from it, 
BO as to avoid the perturbing influence of one magnet on the other. 

The rod D is very heavy ; it carries a rack on one side and its end is 
the upper carbon-holder F. 

An electro-magnet, B, wound with a wire of high resistance, is fastened 
to the tie-rods of the regulator. This m^net carries a jointed piece, K, 
on which is hinged a lever, L. The latter is kept horizontal by the spring 
U. The armature I of the magnet B is of one piece with the lever L. A 
screw, M, and a little plate S, are placed at the other end of the same 
lever. The mechanism is completed by a spring, N, insulated from the 
rest of the apparatus and placed on the piece K, with a piece of hard rub- 
ber between. The current which traverses the magnet B is taken at P, 
on one of the n^;ative rods, then, by means of a screw in communication 
with the spring N, it passes through the screw M and lever L. The m^- 
net B is thus in a derived circuit. So long as the principal current pre- 
serves a certain intensity the plate S locks the clock-work movement and 
prevents the carbon-holder D from descending ; but when this intensity 
iB weakened, the current increases in the derived circuit around tlie magnet 



B, the armature I is attracted, the lever oscillates, and the plate S rising, 
permits the wheel-work and, consequently, the rod D to move. The 
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carbons approach and the arc diminishes in length. The screw M then 
leaves the spring N, and the current ceases to traverse the electro-magnet 
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B. The armature I, pulled by the spring U, regaius ita horizoDtal posi- 
tion, and the contact of the screw M with the spring K ^ain takes place. 
And if the arc is not exactly at its normal length, the same action is re- 
peated, until this result is obtained. This intermittent action of the mag- 
net B has for a principal advantage the suppression of the variations of 
the light, so noticeable in many other regulators. 

This is easy to explain. In all r^ulators actuated by a powerful motor 
the movement of approach of the carbons is obtained by the aid of an 
electro-magnet and a powerful opposing spring. When the armature is 
attracted, the distance between the poles and the armature becomes dimiu- 
ished ; the equilibrium between the tension of the spring and that of the 
electro-magnet becomes broken during a certain time ; the carbons approach 
a little more than they should, and the arc becomes too short, before the 
wheel-work is locked. The variations of the arc lead naturally to varia- 
tions of the intensity, and the amount of light changes accordingly. 

With an intermittent action of the electro-magnet, as soon as the equilib- 
rium is destroyed, the locking mechanism acte and the carbons approach 
a few hundredths of a millimeter; then the influence of the electro-magnet 
becomes annulled, the spring pulls back the armature to its first position 
and causes a new break of equilibrium, which causes a fresh unlocking. 

The sensibility of the apparatus is such that it works in a continuous 
manner, exactly as if it were moved by automatic mechanism, instead of 
being dependent on two forces in equilibrium. The regulator is well and 
accurately made, 

TUB DK MBRaANNH REGULATOR. 

The lamps of this system were specially noticeable on account of the 
peculiar form of reflector surmounting them. Two types were shown, one 
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with horizoQtal, the other with vertical carbons. Figs. 141 and 142 show 
the horizontal arrangement, Fig. 141 being a general view and Fig. 142 an 



enlai^ed view of the mechanism, iu which the box A contains a coiled 
spring, for driving and gearing the long shaft, aa. This shaft is divided 



into two parts, connected by a clutch, and gives to the carbons a move- 
ment towards each other, by means of a bevel wheel at each end gearing 
into another wheel on the vertical shaft 6, Fig. 143, which passes tlirough 
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the arm carrying the carbon-holder, and has, at its lower end, another 
beveled wheel, gearing into a wheel on whose shaft is a ftiction-wheel, e, 
driving the two friction-rollers g g. These press on the upper side of the 
<:arbon, the under side being in contact with two other rollers, h h, whose 
pressure can be r^ulated by the spring and adjusting-screw, I. The 
mechanism for both carbon-holders is the same. 

The clock-work is controlled by the electro-magnet B, whose armature. 



», is held by the spring o, and rests against the screw v. This armateur 
controls a steer-wheel, the last of the clock-train. The electro-magnet is 
placed in a derived circuit, and consequently only acts when the principal 
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current meets with sufficient resistaooe to pass through this circuit. When 
this resistance is very bduU, as when the carbons are in contact or very 
close, a second magnet, C C, in the main circuit acts on the rod Q q, and 
pushes the left carbon-holder, thus increasing the distance between the 
carbons. At the moment of lighting, when the carbons are in contact, the 
magnet C C separates them, and when their distance apart is too great the 
magnet B brings them together again, thus regulating the arc. 

The vertical lamp is shown in Fig. 144, which is similar to the one 
just described, except so far as changes are necessary, from placing the 
carbons in a vertical position. The clock-work occupies the base of the 
lamp, and the two electro-magnets, which in the horizontal type were at 
opposite ends, are brought closer together, but still act in the same way. 
■ As the carbons move on friction-pulleys, as before, this type works just 
the same as the preceding. It has the fault of having several large parts 
which will cast shadows. In both cases, as the carbons simply pass across 
the friction-pulleys and are acted upon by friction, their length does not 
affect the working of the apparatus, since they can extend beyond it as 
much as desired. This allows very long carbons to be used, burning all 
night. This seems to be the principal advantage of this lamp. 
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INCANDESCENT LAMPS 

LIST OF APPARATUS. 



Uoleyns' lamp. 
Petrie'B lamp. 



I De Changy's lamp. 
Ediaon's lamp. 



King's lamp. 
Kohn'a lamp. 



Varley lamp. 
Reyniei lamp. 
WerdermatiD liunp. 



Ediaon system : 
The lamps. 
HanD&ctnre of the lamps. 

Switches. 

CondnctoTS. 

Jnuoti on- boxes. 

C airent^regnlator. 

Meters for electricity. 



I BoiiligDine lamp. 
Fontaine's lamp. 



I Ducietet lamp. 

i Werdermanu lamp— improved by Napoli. 

I Joel lamp. 



The Maxim lamp. 
The Maxim regnlator. 
The Swan lamp. 
The Lane-Fox lamp. 
The Lane-Fox Tegnlator. 



LIGHTING BY IMCANDESCEMOE. 

Before describing the priDcipal syatems showoat the Exhibition, it may 
be interesting to read what was known in France of the method of light- 
ing io 1879. I therefore translate the following from Edairaqe d F&ec- 

While, thanks to the works of MM. Gramme and Jablochkoff, lighting 
by the voltaic arc was considerably developed, lighting by incandescence 
also made rapid progress. * * * ^ffQ wiU examine rapidly the ap- 
paratus which have been proposed to produce the electric light by using a 
poor conductor brought by the current nearly to the melting point. 

These apparatus can be divided into three classes : 1. Lamps with 
metallic spirals ; 2, lamps with inclosed carbons ; 3, lamps with imper- 
fect contact 

We will mention particularly iu the first class the lamps of Moleyns,. 
Petrte, Changy, and Edison ; in the second class the lamps of King, 
Lodyguine, Kohn, Bouliguine, and Fontaine ; and in the third class the 
lamps of Varley, Reynier, Werdermann, and Ducretet. 
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1 . Lamps vnth metaUio spirala. 

* UOLEYKS' I^MP. 

The first documeut which we have found upon electrical iDcandescence 
is an English patent given in 1841 to M. Frederick de Moleyna, of Chel- 
tenham. 

The patent of M. de M uleyns relates to a new battery, to an electric lamp, 
and to the {>roduction of a motive force. We will only speak of the lamp. 

This apparatus, which we show in Fig. 145, is composed of a globe of 
glass, A; of ft reservoir, B, traversed by a rod, D; of two metallic packing- 
boxes, C C; of two platinum spirals, E, and of two binding posts for the 
conductors. 

The tube B is slightly conical; it contains pulverized charcoal, which, 
in falling grain by grain upon the platinum, rendered incandescent by the 




® 

Fia. 119,— Holeyn'8 lamp, 

passage of the electric current, gives a white light of much brilliancy; the 
platinum being arranged in two spirals, the circuit can be re-established 
from the exterior if the parts in contact should melt. AH the joints are 
made air-tight, so that after a few minutes of working the air of the inte- 
rior of the globe may no longer support combustion. 

Lampe Petrie. — In 1849 M. Petrie took up ^ain the same idea, and 
advised the use of iridium in the place of platinum. He explains his 
invention as ibllows; 

A light can be produced by causing an electric current to pass through 
a short and fine conductor, which heats and becomes luminous. Since the 
greater number of substances melt and bum rapidly, however, I obtain a 
good light by using iridium or some of its alloys. The iridium can be 
melted sutGciently to produce an ingot when it is submitted to the heat of 
the voltaic arc; it is afterwards decarbonized and made more malleable; 
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then it is cut in small pieces, .001 meter in diameter, and from .01 to .02 
meter, in length, which are ftstened betweeq two insulated metallic sup- 
porta, which are in connection with the two wires of a proper galvanic bat- 
tery; a beautiful light is thus obtained. 

Lampe de Changy. — The 27th of February, 1858, M. Jobart, director 
of La Musfe Industrie! Beige, wrote to the Academy of Sciences at Paris 
that M. de Changy had just solved the problem of the divisibility of an 
electric current, and that he had seen with hia own eyes a battery of 12 
Buneen elements produce 12 very steady lights, and entirely independent 
of each other. M. Jobart added that this result was obtained by means 
of incandescent platinum spirals, and by a regulator of the current pre- 
venting fusion. 

No patent was taken in France. The only document which we have 
found relating to this invention is in the printed collection of Belgian ' 
patents. It is as follows: 

After a work which the inventor had undertaken since 1852 upon elec- 
tric lighting by means of the incandescence of imperfect conductors, and 
notably of platinum wire, and upon the possibility of dividing the current 
proceeding from a single source of generation of electricity after numerous 
experiments, he has obtained the proof of the possibility of this division 
by the use of certain arrangements, the principle of which is as follows : 

An electro-magnet is placed in communication upon a principal circuit, 
the current is divided between the armature and the burner containing the 
helix of platinum wire, which is to be maintained in an incandescent state, 
the other part of the wire is attached beyond the platinum wire, the arma- 
ture being maintained at a certain distance by a spring whose tension can 
be varied according to the quantity of current which it is desired to pass. 
The principal current by means of this device can divide itself into as 
many points as is desired, varying the quantity of the electricity employed 
at will upon one or several burners without effecting the others. For this 
purpose either permanent magnets may be employed which attract their 
armatures directly, or solenoids acting on a movable armature of soft iron. 

In the case of permanent magnets they are cut in the shape of a cone, 
with armatures to correspond so as to establish a connection more or less 
great according to the play of the latter. In fine, the principle by the aid 
of which the division of the current is obtained, rests essentially upon the 
possibility of allowing the current to leap from all sides of the burner to 
be lit when a maximum intensity, determined in advance, has been ob- 
tained. 

Edison lamp. — The experiments upon lighting by the incandescence of 
platinum were continued after 1858, and several electricians undertook to 
render it practical, but none of them succeeded in the slightest degree. It 
was believed to have been forever abandoned, when that &mous American 
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item appeared which gave to Mr. f}di8ou the honor of having completely 
solved tl^ problem of the divisibilty of the electric light by means of 
platinum spirals. We extract from Mr. Edison's patent and the summary 
description of his apparatus : 



I 

FiQ. IW.— BdiBOD'i lamp. 

Platinum and other substances which can only be melted at a very high 
temperature have been employed in electric lamps, but the enei^ of the 
current has soon rendered them useless. This part of the invention re- 
lates to regulating the electric current so as to prevent fiisiou while main- 
taining the substances at the temperature which renders them luminous. 
The regulating is obtained automatically by the heat of the conductors. 
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The luminous body a is arranged in a spiral. It is attached to the Bup- 
porta C, of which cue is in communication electrically with the levers 
S O, and the other with the plate i and the screw r. The spiral a is placed 
in a glass cylinder, 6, which has a lid, d, and rests upon a base, y, and a 
pedestal, e; the whole is supported by a foot, ^, surmounted by a column, 
/. It is preferable to have the light in a globe, both to retain the heat and 
to diminish radiation, Mr, Edison recommends either colored glass or 
two concentric globes containing in the annular space between them cer- 
tain liquids, as sulphate quinine. It can work in the air, or a vacuum may 
be made in the cylinder b. 

The electric current passed by the wire P, the post A, the wire p, the 
lever S, insulated from the mass e, the rod x x', then by the wire m, the 
support C, the spiral a, the support C, the mass e, the wire n, the post k, 
and the wire N. The wires P and N are connected with the poles of the 
generator of electricity. 

The double spiral a being the most resisting part of the circuit, it is 
in this part that the light is naturally developed. The rod x x' expands 
more or leas according to the intensity of the current ; when the heat be- 
comes too great the expansion of the rod x x' causes the lever S to move, 
which closes the circuit at I, placing thus a part of the current in short 
circuit, and reducing in consequence the temperature of the spiral. 

The current has no need of traversing the rod x x', for the expansion 
of this rod can be produced by the radiation of the spiral a; however, it 
is preferable as regards the sensibility of the regulating apparatus to make 
use of both the direct heat of the current and of that of radiation. 

In all cases the action of the short circuit weakens momentarily the 
current which traverses the luminous spiral, the contact t opening or 
closing alternately so as to preserve the uniformity of the light, 

Mr. Edison mentions platinum, iridium, and osmium as the most suit- 
able substances of which to make the luminous spirals. 

The patent includes several curious devices : 1st, to prevent breaking 
the general circuit, if the spiral of one of the lamps melte ; 2d, to intro- 
duce into the circuit a resistance equal to the extinguished lamp ; 3d, the 
employment of a liquid as a regulator ; 4th, the employment of a dia- 
phragm as a r^ulator; 5th, for the placing in series of a great number 
of lights ; 6th, to cause the resistance to vary proportionately to the in- 
tensity of the current, &c. But all this does not constitute an invention 
susceptible of immediate application, and still less of iutluenciiig a market 
80 important as that of gas stock. 

2, Lamps with inclosed carlxms. 

Lighting with inclosed carbons has been studied for a long time, but 
its ordinary application has met with anch great difficulties that to-day it 
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can still be eonsidered as of the purely scientific domain, although there 
already exists a certain number of apparatus working pretty well. 

King's lamp. — It is to Mr. King that was granted, the lat of November, 

1845, the first patent where there was a mention of incandescent carbons. 

The patent in question was actually granted in the name of King, but 

according to M. Giffard, the true inventor was J. W. Starr, of Cincinnati^ 

of whom King was simply the agent. 

Starr was the author of several philosophical works, and it was Pea- 
body, the great philanthropist, who furnished him with the necessary 
money to carry on his experiments in England. Starr made a candelabra 
with twenty-six lights to symbolize the twenty-six States of the Union. 

Faraday greatly admired this first experiment, at the end of which Starr 
and King returned to the United States. The day after their departure 
Starr was found dead in his bed. 

The inventor in his description enters into precise details, and presents 
considerations which go to prove that magneto-electric ma- 
chines, sufficiently powerful to produce light, already existed 
in 1845. 

Below are translations of the principal passages of this de- 
scription. 

The invention rests on the employment of metallic con- 
ductors, or of continuous carbons, heated to a white heat by 
the passage of the electric current. The best metal for this 
purpose is platinum, the best carbon that of gas retorts. 

When carbon is used it is necessary, on account of its affin- 
ity for oxygen at a light temperature, to protect it from the air 
and moisture, as shown in Figure 147. 

The conductor C rests in a bath of mercury ; the rod B is 
of porcelain ; it serves to sustain the conductor C ; the conduc- 
tor D is fastened upon the receiver by a joint hermetically 
closed. The little rod of carbon A above and below, on con- 
ducting blocks, becomes incandescent by the passage of the 
_^ ... electric current ; the vacuum is previously made in the re- 
ceiver, and it is best to use a barometer by placing one of 
the poles of the battery in connection with the column of mercurj- and 
the other with the conductor D. 

To obtain an intermittent light the circuit is broken periodically by 
clock-work. 

The apparatus properly inclosed can be applied to submarine illumina- 
tion, to the illumination of powder magazines, of mines, or to any place 
where there is suspicion of explosion or of rapid infiammation of very com- 
bustible bodies. 
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When the current is of sufficient intensity two or a greater number of 
lights can be placed in the same circuit, by taking care to r^;nlat€ the 
power of the magneto-electric machines or elements of the battery pro- 
ducing the current. 

In 1846 Greener & Staite took out a patent for a lamp analogous to 
that of King, showing that it would be an advaht^e to remove the 
impurities of the carbon before using it, by treating it with uitro-muriatic 
acid. 

Lighting by incandescence, and the principle of its productiwi had for- 
a long time fallen into forgetfulness, when, in 1873, M. Lodyguine re- 
vived both the one and the other, and crested a little lamp which served as 
a pretext for the formation of a stock company, which company has never 
brought anything to the stockholders. 

In his lamp M. Xiodyguine used carbons in a single piece by diminish- 
ing their section at the place oS the luminous focus, and he placed two- 
carbons in the same apparatus with a small exterior commutator to mako 
the current pass in the second carbon when the first was used up. 

The inventor stated that the only inconvenience in the use of carbon io 
place of platinum consists in this, that during combustion the carbon com- 
bines with the oxygen of the air and wastes away little by little, and he 
had guarded against this inconvenience by closing the carbon in a hermet- 
ically sealed glass. This is exactly what Starr & King had proposed and 
realized thirty years before him. 

M. Kosloff, of St. Petersbui^, who came to France in the hope of dis- 
posing of the patent of Lodyguine, improved a little the primitive lamp,, 
without, however, arriving at anything much better. 

Kohn's lamp. — In 1875 M. Kohn patented a more practical lamp, which 
we show in Figure 148, and which was first constructed in France by M. 
Duboscq. This lamp is composed of a brass base. A, upon which are 
placed two binding posts, N, for attaching the conductors, two brass rods, 
C D, and a little valve, K, only opening from within outward, A globe, 
B, enlarged in its upper portion, is held on the base by means of a bronze 
hollow screw, L, pressing on an India rubber ring exactly the same as 
water-^uges are arranged on steam boilers. 

One of the vertical rods D is insulated from the frame and connects 
with a binding post, also insulated. The other rod C is formed of two 
parts: 1st, of a tube fastened directly to the base withoutinsulation ; and 
2d, of a small brass rod slit for part of its length; this slit gives elasticity 
to it and permits it to slide in the tulie, while it will remain fixed if a 
certain effort is not exercised upon it. 

The retort carbons E, to the number of five, are placed between the two 
small plates which crown the rods. Each carbon is held in two small 
blocks, also of carbon, which receive brass rods at their ends the rods are 
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of equal length at the lower part and of unequal length above ; a hinge, I, 
is articulated upon the rod C, and rests on the rod of a single carbon at a 
time. 

If the lamp is placed in a circuit by attaching the two conductors of a 
battery ta the binding posts N N' (the post N' is hidden by the post N, 
but is identical with it and is not insulated from the base), the rod of 
carbon E is traversed by the current which passes, by means of the hinge 
I to the rod F, to the two blocks of carbon O O, to the copper rod G, to 
tlie plate capping the rod D, and thence to binding M. A vacuum has 
been previously formed by exhausting the air through the valve K by an 



air-pump, or other suitable means. The rod E reddeus, whitens, and be- 
<iomes luminous, its light is at first white, fixed, constant, but little by little 
the section diminishes, the rod breaks, and the light disappears. The 
hinge I then falls on another rod, and almost instantly the light is re-es- 
tablished. 

When all the carbons are exhausted the hinge remains upon a copper 
rod, H, and the current is not broken, so that if there are several lamps 
fed by the same generator of electricity, the extinction of one does not 
affect the others. 

To prevent the broken carbons and their blocks from falling against 
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the glass, M. Kohn has placed a thin copper tube in the lower part of his 
lamp which receives the d6bris until fresh carbons are put in. 

Bovliguine lamp. — A Russian officer, M. Bouliguine, has combintd a 
lamp which attains nearly the same end as that of M. Kohn with a single 
carbon. It is composed like the preceding, with a copper base, two verti- 
cal rods, two binding posts for taking the currents, and a valve. One of 
the rods is pierced throughout its length with a small hole, and has for 
nearly its entire length a slit permitting the passage of two little lateral 
ears. 

The carbon is placed in this rod like the head of an ordinary porte crayon, 
and it is induced to rise by counter-weights fastened by means of two mi- 
croscopic cords to the ears of the cross-shaped supports upon which rests 
the carbon. 

The portion of the carbon which is to become incandescent is held be- 
tween the lips of two conical blocks of retort carbon. A screw under the 
base allows the length of the rod which carries the upper conical block to 
be increased or diminished, and consequently the luminous portion is 
made longer or shorter. The sealing of the globe is accomplished by the 
lateral pressure of several rubber rings. 

When the lamp is placed in a circuit, the little rod of carbon reddens 
and is lit until it breaks. At this moment a little mechanism,* controlled 
by an electro-magnet, opens the lips of the carbon holders, the counter- 
weight above clears out the fn^meots which might remain in the groove, the 
counter- weights below raise the carbon-rod, which enters the upper block 
and re-establishes the current. The mechanism, actuated by the electro- 
magnet, acts anew, but in an inverse manner, the carbon-holders come 
together, and the light is renewed. 

We have several times experimented with this lamp and have never ob- 
tained very good results. It incloses too many movable pieces, and the 
least obstacle hinders it from working.. However, we have observed that 
when by chance it did work regularly, the contacts were better and less 
numerous than those in the Kohn lamp, and it needed a less intense cur- 
rent for the production of a certain light. 

With a Gramme machine of 100 carcels we have obtained with a sin- 
gle lamp as high as 80 carcels, while with a Kohn lamp we could never 
exceed 60 carcels. - 

Fontaine's lamp. — We have likewise devised an incandescent lamp which 
incloses a series of rods radiating to a common center, and each one car- 
rying a carbon pencil and a central rod crowned by a circular block, in 
which all the earboas are fixed. 

' The mecbaniam in qaeation, which the Boiall size of our engraviDg does not allow 
UB to show, conaiste, in Bnbstanoe, of an iron arinatare placed in the iuterior of the 
lamp and of two metallic bars actio); on two cToased levers articulated to the ring 
surrounding the carboD-holders. t^K 
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By meaDs of an electro-magnet and a small revolving mechanism placed 
in the foot of the lamp, as soon as one carbon is consumed the current 
passes to the next one, and the extinction only lasts a fraction of a second. 
This lamp has not been tried long enough for us to pronounce now upon 
its practical value. 

All that we can eay is that the revolving movement intended to make 
the current pass automatically from one carbon to the next works well, 
and that it is applicable to the Jablochkoff candles and to all electrical reg- 
ulators. 

3. Lampa vnth imperfect contact. 

Varies /amji. — The lamps with imperfect contact ate an entirely mod- 
ern invention, and we know of no apparatus which worked with the least 
pretense to r^ularity before 1878. 

The Varley lamp, which we show in Figure 150 is composed of a 




carbon, T, mounted on a lever, U, and resting on a carbon block, N, is 
not practical. It is included in a patent relating to an electrical machine 
dated December, 1876. 

Reynier lamp, — The real difficulties which beset King and all the sci- 
entists who later followed his idea, rest in the preparation of the little car- 
bons, which, not being homogeneous, break easily and are costly, and also 
in the absence of a good generator of electricity. 

To-day, thanks to the progress realized in dynamo-electric machines, 
thanks, above all, to the admirable manufacture of small artificial carbons, 
created by M. F. Carrfi, inventors have much better opportunities of produc- 
ing a good apparatus. 

It was while studying the question under this view that M. Reynier, 
already known by his regulator with circular rheophores, devised the pretty 
incandescent lamp which we are going to descnbe. M. Eeynier had exe- 
cuted under our direction a series of experiments with some Russian lamps, 
similar in principle to that of M. King, and had noticed that the little 
pencil placed between two blocks wasted more particularly in the middle. 
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and that at the time of eztiactiou the debris represented a notable part of 
the little carbon in ignition, hence a considerable loss of carbon rod. It 
was likewise proved by the combustion of the carbons that the light was 
more intense in free air than in a vacmim. These two judicious observa- 
tions led M. Eeynier to seek the means to utilize the pencils completely 
and to bum them in the air; anda(l«r a series of attempts and trials he 
arrived at an arrangement very well described in the note presented to the 
Academy of Sciences, the 13th May, 1878, by M. Le Comte du Marcel. 
Below is an extract. 

Mjneweleotrio inoandesoent lamp rests apon the following principle; If a tiiin 
OArbon rod, preased laterally by an elastic contaot, and pushed in the direction of ite 
axis npou a fixed contact. Is traversed between these two contacts by a sufficiently 
energetic current, it beoomea incandescent in this part and bums while dituiniatiiDg 
at the extremity in proportion to the waste of the end ; the rod, continually poshed, . 
moves by sliding in the elastic contact to as to always rest on the fixed contact. The 
heat developed by the paaaage of the cnrrent in the rod is greatly increased by the 
combustion of the carbon. 
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Fio. 111.— Principle of the RaToler limp. 

At first M. Reynier contented himself by making a carbon rod, C, press 
DpoQ a small carbon block, B, and by establishing a lateral contact, I, to 
limit the length of the incandescent portion ij. (See Fig. 151.) Then he 
connected the block B with the negative, and the contact piece i with the 
positive pole of a battery. He saw the rod cut itself into a point atj and 
burn as regularly as an ordinary candle. But he found at the same time 
that the impurities contained in the carbon gave rise to a residue, which 
rapidly interfered with the contact, and not wishing to complicate his 
lamp by the addition of counter-weights to change its position, he was led 
to replace the fixed lower contact by a movable one, as seen in the right- 
hand figure. 

In this new arrangement the rod C rests in front of the vertical axis, 
upon a little wheel of carbon, B, and the tangential component of the 
weight of the rod rotates the wheel, and, in consequence removes the residue 
which insulates the point. 

Starting from this last idea, M. Reynier has had a series of apparatus 
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made which he has successively improved and finally stopped at the com- 
bination shown in Fig. 152, which is notable for iia simplicity. 



Fia. 1S2.— KeyDler lamp. 

The carbon rod is fastened to the end of the upper arm or traverse, sur- 
rounding a square rod of brass. This rod slides in the interior of the lamp 
between four little metallic wheels. The carbon wheel is held by a collar 
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embraciug the body of the lamp and insulated from the latter. The axis 
of the wheel rests on a little see-saw. The carbon is guided a little above 
the lower contact by a copper wheel, aad the upper contact is obtained by 
meana of a little blcrek of carbon fastened to the extremity of au oblique 
rod in direct contact with the body of tlie lamp; the binding post to the 
lefi; is used to attach the wire which leads from the positive pole of the 
battery or of the electric machine, and the binding post to the right con- 
nects the carbon wheel to the n^ative pole. The rod of carbon, pressing 
on the wheel, makes it turn very slowly, and as this wheel is mounted on 
a little see-saw, it in its turn reacts on the square brass rod, thus diminish- 
ing its motion and the part of the carbon which is ignited from breaking. 
The carbons are 2 millimeters in diameter and 3 meters in length ; they 
last two hours. 

We have seen this lamp work with a battery of 12 Bunsen elements, and 
we estimated its intensity at 15 to 20 carcel burners. The light was cer- 
tainly very steady. 

Some experiments with a Gramme machine and 10 Keynier lamps^ 
made at Sautter & Lemonnier's factory, gave results worthy of record. 

The Gramme machine, driven by a special engine very well regulated, 
turned with a velocity of 920 to 930 revolutions. The resistance inter- 
polated between the machine and the lamps was that of 100 meters of 
copper wire 3 millimeters in diameter. The lamps were furnished with 
racks and pinions. The carbon rod touched the wheel at 30° from the 
normal and caused it to turn by the tangential component. The lamps 
burnt cylindrical carbons 2 millimeters in diameter, made by Carr6. The 
length of the incandescent part was from 5 to 6 millimeters in all the lamps 
. it was regulated by means of an electric contact made of a platinum wire 
of 2.6 millimeters with opposite contact in iron. The end contact was a 
wheel of retort carbon 30 millimeters in diameter, with a thickness of 10' 
millimeters at the centers and 4 millimeters at the circumference. Below 
is a rieumi of the ex|>eriments : 



No. oflampB 


Crf"th8°^™- 


'sEt 


ToUd inten- 

Bltj. 


10 


22 
20 


Burner: 

13 


70 



The Serrin lamp gave, in the same circumstances, with a deviation of 
21°, an intensity of 320 burners. 

The lamp of M. Reynier is simple; its use is easy ; its price not high — 
three great qualities. We are ignorant of what the future has in store for 
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it as regards its practical use, but hereafter its place is marked in all lab- 
•oratories. 

Werdermann lamp. — The Werdermann lamp, shown in Fig. 153, 
■offers a great analogy to the preceding, as to principle. Its construction 
Alone presents peculiarities which merit mention. This lamp is composed 
of a carbon disk, A, in communication with the negative pole, and of a little 
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pencil, B, in comiuunication with tiie positive pole of the source of elec- 
tricity; of a carbon holder, C, furnished with a movable Hp; of a spring, 
and of a screw, to assure the contact of the pencil against its inner sideS; 
of a support, D, insulated from the body of the apparatus, and of a ring, 
E, serving to keep and hold the disk A in a fixed position ; finally, of a 
counterpoise, P, acting by means of a cord and two pulleys on the pencil 
B to force its point constantly against the disk A. Several experiments 
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have already been made in England and in France with this lamp, but 
up to this date there is no practical installation on which we oan give 
judgment. 

Duoretet lamp. — M. Ducretet has also given much attention to laiLps 
with imperfect contact, and he has recently presented to the Academy of 
Sciences different dispositions, only differing from the preceding in the 
manner of manufacturing the incandescent carbon. We show one of these 
dispositions in Fig. 154. 



. IM.— Dooretot I. 



In this apparatus the incandescent carUin plunges in a mercury bath, T. 
A metallic cap, B, which serves to guide the carbon C, is insulated from 
the tube filled with mercury, either by an empty space or by the interpo- 
sition of a concentric envelope in wood; it is placed in communication 
with the lower part of the tube by a conducting wire, (. 

The metallic guides fixed on the cap B are movable, and their opening 
depends upon the diameter of the pencils employed. 

In consequence of the repulsive action of two consecutive portions of 
the same current, but above all in consequence of the imperfect contact of 
the pencil G ^;aiust the block H, which completes the circuit, a very 
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small arc is produced ; then the pencil reddens for a certain length and is 
used ID proportion to its combustion, constantly brought against the point 
H by the push of the mercury. The intense heat of the pencil is after- 
wards communicated to the metallic cap B, then is rapidly carried off by 
the metallic conductor t, which is fixed ; the heat thus tends to arrive by 
means of the conductor ( to the lower part of the tube T, but radiation 
renders the effect null. 

This dissipation of the heat is so effectual that after an experiment of long 
duration the cap B became extremely hot ; but the tube of iron T re- 
mained sensibly cold at its upper part where the mercury stopped. The 
electric current arrives directly through the mass of the apparatus to up- 
per part of the pencils ; at the same time, by derivation, the conductor t 
leads the current directly to the cap B ; the portion of the pencil traversed 
by the current is thus limited by the distance corapri-sed between the block 
H and the cap B, which has thus the triple effect of guiding the pencils, 
of facilitating the passage of the current, and of dissipating the heat which 
would act directly upon the mercury if the insuliiting envelope i were 



The conductor (' connects the bolt V (insulated from the apparatus) ■ 
with the support S, also insulated from the tube T; it takes the current 
from the point of support H, which should be moved slightly after each 
time the light is used, in order to renew the surface of contact. 

Of all the experimenters who have occupied themselves with light by 
incandescence, it is M. Changy who has made the best spiral lamp, M, 
Kohn the best lamp with inclosed carbons, and M. Keynier the best lamp 
with imperfect contact. The latter would without doubt have reached a 
practical solution of the problem if the problem of lighting by means of 
small electric arcs did not present almost insurmountable difficulties. 

The objections to this system consist above all in its feeble results as 
compared to the motive power employed, and in the considerable expense 
of the installation compared to the luminous intensity obtained. 

In the actual state of things, with the generators of electricity now in 
use and the apparatus proposed to utilize electricity, we do not believe that 
light by incandescence will be generally adopted ; circumstances may occur 
where its application will be interesting and even useful, but in order that 
it may be developed it is necessary that a gas motor of low price be in- 
vented or that thermo-electric batteries become really practical. 

In the meanwhile, one can recommend incandescent lamps, that of M, 
Reynier especially, for laboratories and manufactories which have already 
powerful electrical apparatus, and which can without inconvenience insert 
in the circuit one or several lamps with imperfect contact. 
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INCANDESCENT LAMPS AT THE EXHIBITION. 

The systems of lighting hy incandescence are much less numerous than 
those by the voltaic are; their classification is also much less complex. 
Tliey may be divided as follows: 

1. Lamps incandescent with combustion. 

2. Lamp purely incandescent. 

The former class is represented by the apparatus of Reynier, Werder- 
mann, and Joel. They are all composed of a carbon pencil, resting lightly 
upon a carbon or metallic block, and thus producing an imperfect contact. 

The second class is represented by four systems, Edison, Maxim, Swan, 
and Lane-Fox, All these lamps depend upon the incandescence of carbon. 
This carbon consists of a very fine filament placed in a vacuum, or in very 
rarified atmosphere of inert or vivifying gas. 

The nature of the current is nearly a matter of indifference as regards 
incandescent lamps; they work with continuous or alternating currents. 
Those with combustion require a high E. M, F. and are mounted in 
teimon, while those purely incandescent require a low E. M. F. and are 
mounted generally in quantity. 

First Class. 

lamps ihcahdbscbnt with combustion, 



M. :£mile Reynier exhibited a collection of his various lamps, showing 
their development, also a collection of metallized carbon rods for his 
lamps. 

This lamp has already been described, aud, as those exhibited do not 
differ in principle, and but little in detail, a further description is unneces- 
sary. 

WERDKRMANN. 

The Werdermann lamp has also been described, but it has been so much 
changed and improved — ^thanks to the labor and ingenuity of M. Napoli — 
that its present forms should be described. It was represented by a num- 
ber of lights. In one of the upper galleries was a dining-room, hand- 
somely furnished, with the table laid for dessert, lit by a central Werder- 
mann lamp, and several others were in other parts of the room. The 
small theater was also lit by this system, six lights furnishing the foot- 
lights, and a handsome chandelier, with twelve lights, lighting the audi- 
torium. 

The advant^es of an incandescent over an arc light are the divisibility 
of the light, its color, and its constancy. Tlie latter advantages can only 
be obtained when the waste of the carbon is perfectly regular. Now, the 
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waste is made the greatest at the end of the carbon pencil by making it 
rest i^inst a blc»ck of graphite ; the contact being necessarily imperfect at 
this point, the resistance becomes more considerable there than elsewhere; 
ss the temperature rises and the waste of the carbon becomes more rapid, 
the pencil thug burns away to a point. 

It was necessary to have recourse to this artifice of using a block, else the 
carbon pencil would have burnt for its whole length, and could not have been 
continually renewed, and it would have been impossible to have obtained a 



Flo. 1M.— Werden 



lightcapableof shining for some liours. ' But from the moment that the car- 
bon was caused to rest agaiust the lilock, by a point very fine and necessa- 
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rily fragile, it was Dece«sary to take precautions to cause it to descend r^-, 
ularly — for, if at any time it should break, the resistance of the incandes- 
cent part of the circuit would suddenly vary, and, consequently, the light 
also. A brake was therefore devised, which only allowed the carbon to 
advance, little by little, in proportion to the waste of the point. 

In the earlier lamps the two jaws of the vise, which constituted the 
brake, wore out, on account of the perpetual friction of the carbon, but 
especially on account o'f the intense heat to which they were subjected ; 
it followed that their exterior edges finally touched and that the carbon 
no- longer remained in actual contact; in consequence, the brake no 
longer acted and it rendered possible an accident which might render the 
apparatus useless; that is to say, the establishing of a voltaic arc between 
the carbon and one of the jaws. 

Diflerent methods have been devised by M. NapoH to prevent this, vary- 
ing according to the uses to which the lamp may be put. 

First arrangement : The movement from below, upward, of the carbon. 
is obtained by a system of weights, cords, and pulleys, identical to that em- 
ployed in the Werdermann apparatus; also, tlie upper end of the carbon 
presses against a round block of graphite, but first it passes through two 
holes in the upper part of two little cupolas in copper, D, D\, having the 
form of a bell of a clock. One of them, of a smaller diameter at the 
base, penetrates concentrically in part and can there move freely in a small 
angle. Moreover, these little cupolas can turn in opposite directions around 
each other, on au axis perpendicular to that of the carbon rod. Their action 
can best be compared to the action of a pair of scissors upon a rod which 
one wishes to cut ; no matter how worn may be the blades, they can always 
press the rod strongly, without ever coming in contact. 

As soon as the upper point of the carbon rod is consumed, the graphite 
wheel falls by its own weight and causes, by means of the levers L, L', a 
slight movement of rotation of the cupolas around their axis ; the latter 
separate, and allows the carbon to ascend a short distance, which at the 
same time raises the graphite block; at *this moment the levers are actu- 
ated by the latter and retake their ori^nal position, thus again grasping 
the carbon. 

It will readily be seen that these new jaws can be used indefinitely, as 
they never can touch each other. 

Second arrangemejit. 

This arrangement is simpler than the former and casts less shadow. The 
carbon rod passes between two metallic wheels, O and O', whose thickness 
is less than the diameter of the rod ; hence, whatever may be the wear of 
these wheels, they can never come in contact. The figure shows plainly 
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how the holding-power of these two wheels is a fiiuction of the position of 
the graphite block. 




Third arrangement. 

Id this the carbon rod descends instead of rising, and the graphite 
block is fised ; the metallic wheels have been replaced by segments, whose 
edge is also less than the diameter of the carlion rod ; one is fixed, the 
other presses against the rod, owing to the counterpoise. 

To prevent the carbon from descending too rapidly under the influence 
of the weight, a spring is interposed between the upper end of the carbon 
and the weight ; the weight is given a cylindrical form, with a diameter 
slightly less than the interior of the tube, and its suriace is furnished with 
a series of circular grooves. 

Other arrangements differ but little from the preceding ; one has a de- 
vice for closing the circuit, in case the carbon is exhausted, so that other 
lights in the same circuit will not be extinguished ; another shows how 
two or raore lights may be placed in the same globe. 

The inventor states that the diameter of the carbon is 4J millimeters, 
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the cousumption per hour 10 centimeters, the light equal to 40 caixtel 
burners, and the motive force expended 38 kilogrammeters. 

The light is good, but has its disadvantages ; although quite steady, it 
occasionally varies slightly, when the poiot of the carbon breaks. This 
may be remedied by more carefnl mannfacture of the carbon. Another 
disadvantage is that the lamp, presenting little resistance, requires currents 
of great quantity ; consequently, the con ducting- wires have to be of large 
diameter. It works equally well with continuous or alternating currents. 



The Joel lamp may be called a modification of the preceding, and looks 
like a Werdermann lamp turned upside down. There are several essen- 
tial differences, however. The n^ative element is of bell metal, while that 
of the Werdermann is a plate of carbon or coke. 

The Joel lamp consists of a vertical pencil of carbon, forming the posi- 
tive electrode, 5 millimeters in diameter, resting on its lower point upon 
the middle of a block of bell-metal, which is connected with the n^ative 
terminal of the machine. There is a simple and ingenious arrangement 
for releasing the clips or jaws by which the carbon pencil is held and 
dropping it on the lower electrode as soon as its point is so far burnt away 
as to cause a separation between the electrodes, and also for short-circuit- 
ing the lamp the moment the current is interrupted. There is also a sim- 
ple arrangement by which the opening of the case of one lamp in a series 
short-circuits that particular lamp, so that others are not affected by its 
extinction during the process of putting in fresh carbons, or of any other 
adjustmeut. One of the rooms in the upper gallery is illuminated by six 
of these lamj>s, which form part of a circuit of ten, the other four being 
at the driving station — the generator employed being one of the new up- 
right form of the Siemens direct current machine. 

This lamp was not very successful. A Frenchman writes : " The ten 
incandescent Joel lamps which illuminate (?) this hall produce the effect of 
mortuary candles lighting the great show-cases of the retrospective mu- 
seum." If this Is an allusion to the antiquities which fill this hall, the 
local color is in truth only too well observed. 

SECOND CLASS. 

L&MP8 PURELY INCANDESCENT. 

KDISON SYSTEM. 

Edison's first system of lighting by incandescence made use of an in- 
candescent platinum wire, hut in practice it was not satisfactory, princi- 
pally on account of thedisint^ration and partial fusion of the wire; and 
although he succeeded, by an ingenious process, in making it much more 
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infusible and much harder, it finally had to be thrown aside, at least as far 
as the usual style of lamp was concerned. Then King, Lodyguine, Bou- 
liguine, Swan, Sawyer, and others attempted to use carbon, which, when it 
does not burn, is infusible at the highest temperatures developed in the 
lamps. Some attempted to avoid combustion by placing the carbon in a 
vacuum, others by filling the globes with gases which would not support 
combustion. 

To say the most, all of these experiments were but moderately success- 
ful, and when, in 1879, Edison announced his new lamp with incandescent 
carbon, it met with tardy belief. This horseshoe of carbonized paper ap- 
peared incapable of resisting mechanical shocks, or of supporting, for any 
length of time, the incandescent action. 

Edison continued to improve his lamp in many ways, and, finally, his 
perfected lamp is as now shown at the exhibition. 

When completed, these lamps are sufficiently strong and will last a long 




time. The carbon, which at first was fragile, has become extremely rigid 
and so fine that it can be compared to a horse-hair. The platinum wires, 
which conduct the current to the carbons, are ingeniously fastened to them 
and they are so sealed in the glass that their change of volume will not 
affect the vacuum. The bubbles of air in the pores of the carbon are re- 
moved before the closing of the lamp, by heating the carlxin to incandes* 
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cence, while the vacuum is being produced. This also renders the carbons 
extremely deuse and hard. 

These carbons are not made of paper but of filaments of bamboo, which 
^re carbonized by a special process. The resistance of these filaments, cor- 
responding to an incandescence of 16 candles, is 125 ohms; butthiscan be 
varied at will, accontiag to the luminous intensity required. 

Fig. 157 shows the completed lamp ; their life is about one thousand 
two hundred hours; they cost, to replace, about 30 cents per lamp, and a 
new lamp can be substituted for a broken one in a few seconds. 

But it is not only the lamps which constitute the Edison system ; every 
detail has been thought out and is here shown, from the machine for gen- 
erating the electricity to the button for lighting and extinguishing the 
lamp. 

The form of the Edison lamp will be understood by reference to Figs. 
157 and 158, the former being a I6-candle lamp with a resistance of 140 
ohms, the latter an 8-candle lamp of half that resistance. In Fig. 157, 
the two ends of the carbon filament are connected, respectively, by a screw 
and a oone, each stamped in thin brass, held at a proper distance apart and 
insulated from each other by a filling of plaster of pans. The socket into 
which this fitting screws, and which is in permanent connection with the 
main conductor, consists of a cone of thin brass, below which is a hollow 
screw, both being embedded in a mass of plaster of paris and forming a 
counterpart of the fitting on the lamp. 

This form has certain disadvantages, however, one of which is that the 
action of the mechanical contrivance is to put a tensile strain on the plaster 
filling, and, therefore, tends to break the connection, by pulling the screw 
and cone apart. This has been corrected in the form shown in Fig. 158, in 
which the upper cone has been removed and a fiat disk or sole plate, shown 
at the bottom of the figure, has beeu substituted for it. When a lamp of 
this form is screwed into its socket, the sole plate is pressed against a cor- 
responding plate 'fit the bottom, and the strain on the plaster being one 
of compression, there is no tendency for it to be pulled apart. The lamps 
have been still further improved by substituting thin copper instead of 
brass and changing the pear-shaped globes into a form consisting of a cyl- 
iiiderwith hemispherical ends, Fig. 159. By this arrangement, the sides 
of the element are at a more uniform distance from the incandescent 
filament ; they are, therefore, less liable to crack and there is less loss of 
light through refraction and internal reflection. 

Without going into the details of construction of the lamp, the various 
operations will be understood by referring to Figs. 160 and 161, the 
former showing the various processes for making the globe and inserting 
the carbon filament and wires — 'the latter showing the different shapes 
given to the bamboo. 

6365 KtBC 12 
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After the bamboo filaments have been carbonized and placed in the 
globes, the globes are attached to a Sprengel pump, and, while exhaustion 






s going on, the filaments are alternately heated and cooled by the parage 
)f an electric current; this confers upon them their homi^neoits and 




elastic character, as well as their refractory nature, at high d^rees of tem- 
perature, which are so essential to a good incandescent lamp 
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Fig. 162 ahows a jointed wall bracket, carrying one of these lamps, 
the interesting feature being the construction of the joiots on which the 
arms of the bracket are pivoted. 

Fig. 163 shows a view of the joint A, and Fig. 164 that of B. It will 



be seen that the two conducting wires, connected with the main circuit, are 
connected respectively to two metallic springs, which press against two 
brass coHars insulated from one another, and which are in connection with 
the insulated wires that pass through the tubular arm of the bracket to 
the lamp. 

The electricity is turned on or off by a similar action to that used for 




gas. When the button, shown under the letter A, Fig. 162, is turned, it 
makes or breaks contact, by lowering or raising the conical plug, shown 
in Fig. 165. The plug consists of a split cone with a strong spring, 

Coo»^lc 



180 

keeping the Iwo portions apart, thus insuring a firm contact, when the 
cone is drawn into its seat between the two plates. 

To complete the description of the Edison system, it will be necessary 
to mention the conductors, by which the electricity is distributed over a 
district to be lighted, from a central station ; the switches and other details 
connected with the distribution ; the apparatus for r^ulating the strength 
of the current, and the instruments hy which the extent of the current 
utilized or lost is indicated and recorded. 

The conductors are of three classes, viz: (1) The principal and sub- 
mains, which carry the main current under the streets ; (2) the cables 
employed for derivations for house service ; (3) the single insulated wires 
of various diameters, by which the groups of lamps are placed in circuit 
with the service conductors and their branches. 

Those of the first class, or electric mains, alone require especial notice, 
the two other classes haying no material differences from the cables and 
wires used in other systems. 

The conducting portion of the mains consists of two solid copper rods 
of segmental cross-section, Fig. 166, the figure showing cross-sections of 
three diflferent sizes, suitable respectively for large mains, for bnincb cir- 
cuits, and for mains of smaller installations. 



The two segmental bars are protected from injury and from moisture 
by being passed through the middle of a wrought-iron pipe, and are held 
in position, in the first place, by diaphrams punched out of stout mill- 
board, threaded on the rods at intervals, and the intervening spaces are 
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then filled with a bitamiuoas compouiid, which performs the three fuac- 
tions of keeping the conductors in the middle of the tube, of insulating and 
protecting them from damp, and of so completely filling the tube that the 
latter, with its conductors iu plaoe, can be bent to any desired angle with- 
out distortion of its sectional cross-figure or displacement of its contents. 
Specimens of these conductors, of various sizes, and in lengths of 15 to 
25 feet, were exhibited. 

As copper rods of such length most neoessarily expand and contract 
considerably, under the influence of chauge of temperature, they would 
distort the m^ns taid injure their conductivity and insulation, unless 
some provision were made to meet this difficulty, which is provided for, as 
shown in Fig. 167, which is an illu -iration of a main junction box, with its 
cover removed. It consists of a box of cast iron, H H, with double walls, 
throi^h the sides of which pass the ends of two pairs of conductors, X Y 
and X' Y', to be joined'; the connection between them is made by two 
horseshoe or U-shaped strips of copper, A B, which, on account of its form, 
can close or open as the straight conductors elongate or, contract. This 
box also shows how the brancli submain a; y is connected with the main 
circuit, the conductor x being connected to the loop A by the copper strip 
D, while y is connet^ed to B by the bent strip C. 

Every branch circuit throughout the system is, moreover, protected 



against any sudden increase in the strength of the current by being pro- 
vided with a safety-guard, consistingof a short length of lead wire, through 
which the whole of the current, passing into a branch circuit, is trans- 
mitted. So long as the current is of its normal strength it acts simply as 
one portion of the conductor, but its cross-section is so determined that it is 
incapable of transmitting a current of a strength above that at which the 
branch circuit can be worked with safety ; the moment this limit is reached 
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the lead wire fiiiee and the branch to which it ia fitted ia cut out of the 
circuit. This arrangemeut is shown in Pig. 168, representing ajunction- 
box for connecting the cables, for a house-eervice with a suhmain. In 
this case the oobductors of the two submatns are coupled together by the 
curved copper rods A, B, C, D, and the house-cables X and Y enter the 
box by the tubes shown on the top of the figure, being connected, respects 
ively, with the blocks G and H, the former of which is coupled to C and 
D by the short piece of lead wire E, which, by fusing, should the strength 
of the current exceed a, certain limit, cuts out the branch without affecting 
the main current. ' 

In nearly all electric light systems, especially in those in which currents 
of great quantity and low electro-motive force are employed, considerable 
bx)uhle is experienced by the burning and consequent destruction of the 
oontact^sur&ces of the switches. 

In the switches adopted in the Edison system, espedally in those used 
for interrupting strong currents, this difficulty is much reduoed; first, by 
dividing the spark over two, three, or more interruptors at the same mo- 
ment ; second, by increasing the area of the sur&ces in contact, and, third, 
by insuring extremely rapid making and breaking of the circuit. Fig. 
169 is a view of the back of a threefold switch, showing the interior. 
This switch^is so designed that by turning the cross-handle M M, through 
a portion of a revolution, the three conical plugs E, F, and G, which are 



nearly identical in construction with that shown in Fig. 165, are simul- 
taneously thrown in or out of their seats, which are cut in the edges of the 
four plates A, B, C, and D. The current, entering by the attachment^ 
screw H, passes in succession through D, G, A, E, B, F, and C to the other 
terminal-screw E, and as this is accomplished by a cam suddenly setting 
into action a strong spring the interruption is extremely rapid, and the 
sparking is distributed over no lees than six surftces, so that uot only is 
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the spark much reduced bat the area of the surface contact is much in- 



The strength of the current is regulated to the work it is required to do- 
by varying the resistance of the exciting circuit of the field magnets so as 
to proportion the intensity of the magnetic field to the current required for 
feeding the lamp circuits; the mechanical resistance to the rotation of the 
armature is varied accordingly, and with it the motive power for driving 
the machines. 

The current re^lator, Fig. 170, consists of a rectangular table, support- 
ing beneath it a number of coils of Gierman silver wire wound npon skele- 
ton bobbins, between which, and between the convolutions of each helix 
there is a free drculation of air, so as to keep the whole system cool. All 
these coils are coupled together in series, the first being connected to one 
attach ment>-screw of the apparatus, the other attachment-screw being con- 
nected to the regulating lever, which, by being moved over a number of 
contact-pieces arranged in a circle on the upper table, and connected, sever- 



ally, with the rcsistance-coib underueath, can be made to throw into the 
circuit of the field magnets of the generator or generators any number of 
the resistance-coils. 

In permanent installations the regulating-room is provided with pho- 
tometers, by which the photometric value of one lamp, in any circuit, can 
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continually be observed, and tbere is also an indicator of the electro- 
motive force, consbting of a reflecting galvanometer, the resistattoe of the 
circuits being so balanced that, when the indicating spot of light rests at 
the center of its scale, the current is normal ; but the spot moves to the- 
left or right, according as the electro-motive force diminishes or increases.. 
In addition, diere is an apparatus for measuring and recording the quan- 
tity of electricity transmitted from the central station into the electric- 
mains, for utilization in the various drcuits, as well as one for indicating; 
the quantity of current that has been used by any one. consumer. 



The principle of both instruments depends upon tlie fact, that the weight 
of metal deposited per unit of time, in an electro-plating bath, ig propor- 
tioned to the quantity of electricity passing through it in the sapie period, 
or, in other words, to the strength of the current; and, as the amount of 
this electro-deposition is equal at all points of a circuit, it follows, that by 
placii^ an electrolytic cell in any part of a circuit, the amount of electricity 
transmitted by the cell in a given time can be determined by observing the 
quantity of metal deposited within the same period. The apparatus is 
shown in Figs. 171 and 172. 

The house meter consists, generally, of two electrolytic cells, so connected 
as to form together a shunt to the lighting current, and, also, so arranged 
that one cell is capable of transmitting a greater quantity of electricity 
than th^e other, the proportion between them, however, remaining the same 
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The two cdls are fitted into a small cast-iron cabinet, as shown in Fig. 
171, and below them is a simple, automatic arrangement, to be hereafter 
described, for preventing the temperature of the cells from falling below a 
eertain degree. 

Id the earlier form of meters, the electrolyte employed was a solution 
of sulphate of copper, the electrodes being of pure copper ; but, in the more 
recent instruments, the copper solution has been replaced by a solution of 
sulphate of zinc, and the electrodes are of zinc, by which arrangement the 
polarization currents are much reduoed and the accuracy of the results in- 
creased. 

Referring to Fig. 172 V and V',are the two glass cells, each of which 
is filled with a solution of sulphate of zinc, in which is immersed a pair 
of amalgamated zinc plates. The two cells are precisely alike, but, from 
the &ct that one cell is short-circuited by a shunt having one-fourth the 
resistance of the shunt by which the other is short-circuited, the quantity 
of electricity passing through the former, per unit of time, is four times 
that which is transmitted by the other, and, therefore, within a given 
period, the quantity of metallic zinc deposited on the receiving-plate of the 
one cell is four times that which is deposited on that of the^ther. The 
short-circuiting shunts are shown at K, and consist of a corrugated band 
of German silver, of which the twelve ou the left constitute the shunt of 
the cell V, while the remfuning four belong to the right-hand cell V. L 
is an ordinary incandescent lamp, which Is thrown into circuit whenever 
contact is made at the point A, and this is efiected by the bending down- 
wards of the compound expansion-bar A B, which is so constcucted and 
adjusted as to automatically throw the lamp into circuit whenever the tem- 
perature within the instrument falls below a certain point. 

The radiant heat from the lamp then raises the temperature of the air 
vitbin -the, apparatus, until by the upward bending of the compound bar 
the lamp is again cut out of the circuit ; r r' are two compensating resists 
aiiceKX)il6, which are included in the branch circuit of the cells, their ob- 
ject being to keep the resistance of the apparatus u ui form, under variations 
of temperature ; for, as the resistance of the zinc solution is diminished by 
a rise of temperature, the quantity of electricity transmitted by it would 
be greater as the temperature was increased, unless this increase were com- 
pensated or neutralized. To effect this, a coil of copper wire is inserted in 
the circuit of each cell, and, as the electrical resistance of copper increases 
with a rise of temperature, while that of the zinc solution diminishes, it 
is only necessary to make the length of the copper wire such that its re- 
^tauee rises in proportion as that of its corresponding cell diminishes, in 
order to compensate the apparatus for variations in temperature. 

The method by which the various parts of the apparatus are coupled 
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up, will be understood by reference to the diagram, Fig, 173, which also 
shows the position of a lamp-circuit, with respect to the meter. 

The zinc plates are shown in detail, in Fig. 174 ; they are 3 inches long, 
1 inch wide, and J inch thick, fixed at a distance of .24 of an inch, by 
placing two little ebonite blocks of that thickness between the plates, 
and fastening the whole together by an ebonite screw, passing through 
the middle of the plates; before being put together, however, a coating of 
chemically pure zinc is deposited by electrolysis, upon the aur&ce of each 



plate, and the plates afterward ama^mated with pure mercury ; this re- ' 
duces the local action to a minimum. 

The most interesting and elaborate apparatus of this kind is the auto- 
matic meter or electric counter, represented in Fig. 175, and which is best 
suited for the laboratory or central station, for it might easily be put out 
of order in unskillful hands. 

The apparatus consists of two electrolytic cells, each containing a solu- 
tion of sulphate of copper, and in each of them is immersed a hollow cyl- 
inder of copper; within this cylinder is suspended, from the end of the beam 
of a sensitive balance, another copper cylinder ; the two cylinders in each cell 
constitute the electrodes of an electro-depositing bath, and according as to 
whether the current traversing the cell is in one direction or the other, so 
will the metallic copper be transferred from the fixed to the suspended cyl- 
inder, or vice versa, and the connections are so made, that while the appa- 
ratus is depositing copper on the inner cylinder of the one cell, metal is 
being dissolved from the inner cylinder of the other cell ; thus, while the 
one is, during the passage of the current, becoming heavier, the other is 
losii^ weight. It is clear from thb construction that a time must come 
when the one will overbalance the other, and the beam will, in consequence, 
he deflected ; in doing this the current is automatically reversed, and 
traversing the cells in the opposite direction the process is reversed, copper 
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being dissolved from Ihe heavier suspended cylinder, while the other is 
receiving s deposition in the other celt, until it overbalances the first, caus- 
ing the beam to be depressed, and, again reversing the current, seta the in- 
strument to its original position ; the prooess.thus being repeated as long 
as the current passes. 



Connected to the beam by suitable mechanism is an ordinary counter, 
by which the number of oacilktioDS of the beam is recorded, and, as each 
oscillation represents the deposit of a certain weight of copper, and that 
weight is a measure of the quantity of electricity throwing through the 
instrument, the current is measured mechanically by a method very simi- 
lar to that of a gas-meter. 

The apparatus has an electro-magnet attachment, by which the instru- 
ment can be so adjusted that the very slightest motion of the beam to orife 
side or the other of a certain fixed point makes an electrical contact, thereby 
throwing one or the other of the electro-magnets into circuit, and, by the 
attraction of an armature, causes the beam to fidl over. 

Considerable prominence has been given to the Edison system of incan- 
descent lighting, as the inventor has worked out all its details in a most 
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ingenious and original manner, and has perfected a complete system, in 
which all the various parts have been wrought out carefiiUy and are in 
harmony with each other, 

THE ftUXIH LAMP. 

To form the filament of the Maxim lamp, a piece of bristol-board is first 
cut in the shape of the letter M, with rounded angles ; it is then slightly 
carbonized and placed in a glass globe filled with the vapor of gasoline ; 
the current is then passed through the filament and the gasoline is decom- 
posed, depositing carbon on the filament. As the thinnest part of the fila- 
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ment will be the most highly heated by the current, the most carbon will 
be deposited at that point, and the filament will become homogeneous ; this 
process is continued until the resistance has beeu decreased to from 40 to 
60 ohms ; a vacuum is then produced until the pressure does not exceed 
.00001 of an atmosphere ; the slight portion of vapor remaining will act 
as a renovator should any one part of the filament remain thinner than 
another. 

The two ends of the filament are prolonged by two platinum wires, 
which are soldered to the glass globe by means of a kind of bluish cement, 
resembling enamel, in the mass of which the wires are introduced, and, as 
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tliis cement attaches itself strongly to the glass, there is ao danger of af- 
fecting the vacuum by the contraction or dilation of the wires. 

The inventor states that these lights are each of 26 candle-power ; that 
six of them can be maintained per 1 horse-power, and that their dnration 
is ftom six hundred to nine hundred hours. 

An ingenious switch attached to each lamp lights or extinguishes it at 
will. The lamps are so made that they can be placed in their supports or 
removed from them with as much ease as a candle. The lamps are all 
placed in derived circuits ; each b perfectly independent of the others. At 
London they were placed in ordinary gas brackets, the gas-pipe serving 
to carry the return current. The main cable is composed of nineteen cop- 
per wires 1.6 millimeters in diameter ; to this cable those of less size are 
attached, and the diameter of the wires is gradually reduced to .85 of a 
millimeter, which supplies 6 lights, the wire of each light being .3 of a 
millimeter in diameter. lu case of a sudden increase of the current, this 
last-mentioned wire will iiise before the platinum of the lamp, which will, 
therefore, not be injured. 

TBB MAXIU CURRENT REGULATOR. 

The r^ulator of the intensity of the current is placed on the top of the 
machine for exciting the field of force of the dynamo, and is intended to 
r^ulate, automatically, the current furnished- by the latter. This is ac- 
complished as follows : A magnet, wound with fine wire, placed in a de- 
rived circuit and seen at the top of the r^iilator, attracts, with a force 
varying with the strength of the current, an armature, to which is sus- 
pended a catch with two opposite teeth, which has a to and fro motion, 
owing to the way in which it is hnng. This catch moves between two 
toothed wheels, which it does not touch when the current is normal. 
Should the current diminish on account of putting additional lamps in 
in the circuit, the armature, being less strongly attracted, will recede from 
the magnet, being lifted by the little spring shown at the left, and will 
raise the catch, whose upper tooth will engage in the tooth of the upper 
wheel, which in consequence will turn a certain distance. 

By means of suitable gearing this motion is transmitted to the collect- 
ing brushes of the armature of the exciter, which are arranged so as to 
turn around, so that they can approach or recede from the maximum and 
neutral points. When the brushes approach the maximum points the in- 
tensity of the current of the exciter is increased, and thus the intensity 
of the induced current from the dynamo is also increased. If, on the 
contrary, the current is too intense, owing to some of the lights having 
been extinguished, an opposite action will cause the brushes to approach 
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the neutral point, and the current will be correspondingly reduced untiB 
the normal is reached. 
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A second pair of magnets, placed alongside the first, have their arma- 
tures 80 r^ulated by a tension-spring that they will only move when the 
current is considerably increased, which might happen if one of the main 
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"Cables were broken. Id this case a prolongation of the armature comes 
in contact with a platinum point and shunts the magnetic field of the ex- 
-citer, thus stopping the production of electricity until the break lias been 
repaired. 



Fig, 1T8.~-Ths Uaxim oorreut reKnlatot mi eiolMr. 



The Swan lamp consists of a glass globe, in which are introduced two 
platinum wires, split at their ends, so as to form jaws, and in which is 
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held the carbon filament, the neeessary pressure being obtained by two 
little sliding rings (see Fig. 179) ; the contact is made by two contact springs. 



The carbon conductor is formed from cotton tliread (the_ most suitable be- 
ing that known aa crochet thread), which has been subjected to the action 
of sulphuric acid, in the proportion of two parts of acid to one of water, so 
as to cause a change to take place, according to the well-known process of 
making vegetable parchment. After a sufficient time to effect the change, 
the thread is removed from the solution and washed with water until the 
whole of the acid is eliminated, after which it is <Iried and placed in a 
6355 ELEC 13 
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crucible filled with charcoal dust, which is hermetically sealed and heated 
to a white heat for a certain time. The filament is now placed in a lamp, 
the vacuum obtained by a Sprengel pump, and the filament is brought 
to incandescence by means of the electric current, which removes all the 
gas from the pores. This last operation lasts for half an hour; the fila- 
ment has now become much harder, denser, and thinner. Its resistance 
varies from 30 to 100 ohms, and the light from it, according to Mr. Swan, 
from 12 to 25 candles. 

In order to avoid the heating effects, where the platinum wires enter the 
globe, these wires are surrounded by glass tubes for nearly their whole 
length. The arrangement for a hand-lamp Is shown in Fig. 180. Contact 
IS made and broken by simplyturning the handle at the right of the figure. 

Mr. Swan has used both storage batteries and dynamo machines for fur- 
oishi^ig the necessary electricity. 

When machines of high electro-motive force are used the lamps should 
be mounted in tension ; on the contrary, when the machines are for fur- 
nishing electricity in quantity, the lamps should be placed in derived cir- 
■cuits, in order to obtain the best results. 

THE LA»K-POX T.AMP. 

This lamp resembles those already described ; but the carbon filament is 
onade of a different material and &stened to the' wires in a different way. 
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The filament b made of a stalk of "dt^s-tooth" grass, or of threads 
made of vulcanized vegetable fibers impr^nated with oxychloride of zinc_ 
By carefully carbonizing these stalks or threads, then placing them in a 
vacuum and heating them to incandescence, they, become hard and strong, 
ihe same as in the other systems. The ends of the filament are inserted into 
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a little plumbago cylinder, the platinum conductors being inserted into the 
other end ; these wires are cemented into a glass globe with two branches, 
these branches having enlargements, e e, near their ends, which are filled 
with mercury; the upper part, where the wires leave the globe, is filled 
with tightly-packed cotton and closed with plaster of paris, g'. A later 
form substitutes spirals of platinum, c c, for the plumb^o, to which the 
filaments are cemented with Indian or Chinese ink, and marine glue, ff, 
takes the place of the cotton packing. 

The platinum wires are not continuous, but their ends dip into the mer- 
cury, which forms the electrical connection between them ; the device is 
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intended to allow for expansion and contraction, without affecting the 
vacuum, which is obtained by a barometer, so arranged that the vapor of 
mercury is eliminated. The globes are generally of ground glass and are 
hung in a polished copper shade, which forma a reflector. 

It is stated that it requin* 2 horse-power to supply electricity for 15 
lamps, each furnishing a 12-candle light; their resistance varies from 
75 to 105 ohms, when cold. 

The regulator of the intensity of the current consists of an electro-mag- 
netic vibrator, G E, analogous to that used in electric bells, which turns 
a ratchet-wheel, N, whose axis carries a geared pinion placed between two 
other wheels, R R', having a common axis. This axis carries at its ex- 
tremity an-tnu, F F, moving across the arc, e c, connected with r^^larly 
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increasing resistances, so that, as the wheels R R' are turned in one or the 
other direction, a lai^r or smaller resistance is introduced into the circuit. 
The axis of these two wheels has a longitudinal motion and is acted upon 
by an electro-magnetic system, consisting of two electro-magnets, E' E', 
having a common armature, A, and a kind of relay E", with double con- 
tact, I, which sends through the two electro-magnets E' E' a local current 
strong enough to make the pinion engage one or the other of the wheels 
R R'. As this relay is placed in a derived circuit, it can react upon the 
resistance of the circuit, by means of the arm, F F, which will then re- 
establish the initial intensity. 

The lamps are always mounted in a derived circuit, and, at the Exhi- 
bition, the Brush machines were used to supply the electricity. 

Note. — Since the above was written Mr. St. George Lane-Fox de- 
livered a lecture before the Royal United Service Institution, giving ad- 
ditional details of his systen and other interesting information. It is re- 
printed in Ordnance Notes No. 249, February 17, 1883. 
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ZIGBT-ROUSBS. 

As a more connected and better idea of the use of electric light in light- 
housea can be obtained by giving a history of its use in France than by 
describing isolated exhibits, this has been done. 

The lamps, lenses, and ^nerators mentioned in this history were shown 
at the Exhibition, and the most prominent object m the Palais de I'lndus- 
trie was a light-house in the center of the building lit by electricity and 
having a revolving light with alternate red and white flashes. 

HKTOBT OF THE APPIJCATION OP THE BIJWTRIC LIGHT TO LIGHTING 
THE OOAST8 OF FBANCB. 

The value to navigadon of thoroughly lighting our coasts is too evi- 
dent to require any argument in its &vor ; and, in view of the immense 
interests at stake, there is no question but that improved methods of light- 
ing should be adopted, almost regardless of expense, providing that the 
advantf^es gained are in any way commensurate with the cost. 

France has long appreciated this ; and it is to her that the world owes 
the Fresnel lens and many improved lamps burning successively whale, 
vegetable, and mineral oils. She has finally led the way, as usual, in the 
ose of the electric light, which has been definitely adopted for the lighting 
of her coasts, after many expensive and conclusive experiments ; and, 
when the plan has been fully carried out, France can boast of having the 
best and most systematic method of coast-lighting of any country in the 
world. , 

The United States has followed France. Our optical apparatus has 
been almost exclusively imported from that country. We use lamps made 
after French patterns, and now, are about to make experiments to deter- 
mine the value of the electric light for use in our lightr-bouses. This is 
deemed sufficient excuse for giving full details of the French system. The 
information has naturally been mostly obtained from French sources. 

It was in 1863 that theelectrio light was for the first time used in light- 
houses. The experiment was made with an Alliance machine in the first- 
order light-house of La Hftve, near Havre ; and the results were so satis- 
factory that doubtless all the Ught^houses would have been immediately 
furnished with electric lights, had it not been for the great expense attend- 
ing a general alteration. It was proved that the electric light was seen 
about 8 kilometers ftirther than the oil light, and that in time of fog the 
range of the former light was more than double that of the latter. 
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M. Quioette de Rocliemoat, iDg4nieur des ponts et ctiauss^eS] published 
in 1870 a report upon the light-houses at La Hfive. Below are eorae 
extracts : 

The electric light faavliig beeo instBlled for six years at La H^ve, enoDgh time has 
elapsed to allow as to form an exact idea of the valne of this means of producing 
light for the lighting of ;»>asts. Sailors take pleAsore la reooKniEing the good services 
rendered them b; the electric light. The adTantages of the system have been highly 
appreciated; the increase of the range of the light is very apparent; and, above all, 
in slightly foggy weather many ships can continne their voyage, aad enter the port 
at night, which they conld not do when oil was nsed. The light, which at fiist was 
rather UDsteady, gradnally acquired a remarkable fixity, thanks to the improvement 
of the apparatus and to the experience gained by the keepers. The fears which were 
at first entertained reganling the delicacy of certain parts of the apparatus are not 
realized in practice. The accidents have been rare, the extinctions short and very 
few, two only during this period.of six years having had a notable dnration; one, of 
an hour, was due to an accident to the steam-engine; the other, of fourhonrs, should, 
it appears, be attributed to malevolence. Under these oircamstances it seems hardly 
worth while to wort? about possible accidents. 

Since 1863 experience has only confirmed the favorable views of M. 
Quinette. The lighl>-housea of Gris-Nez, France; Cape Lizard, Eng- 
land; Odessa, Russia; and Port Said, Egypt, have been provided with 
electric apparatus, and there is a question of placing it in the light-houses 
of Planier and Palmyre, France, and in several light^houses in other 
foreign countries. 

The following information was furnished by MM. Sautter and Le- 
monnier : 

When the light is to be fixed, the optical part of the apparatus is composed of a 
leDticnlar drnm of proper form, which renders the rays horizontal in the vertical 
plane while allowing them to diverge in the horizontal plane. The dimensions of 
this drum vary from a diameter of half a meter for a fourth-order light to one meter 
in a first-order light. This increase in diameter of the apparatus is sensibly propor- 
tional to the increase in diameter of the carbon pencils between which the voltaic 
are is produced, and which determines very nearly the dimensions of the electric 
light. It follows from this that the vertical divergence remains the same in tlie dif- 
ferent types of apparatus. When the light is' to be revolving, the flsed lens is sur- 
rounded by a movable drum formed of straight vertical lenses, of which the form 
varies acoordiug to the characteristics desired to be given to the light- 
Revolving electric lights have this great advantage over_ revolving 
oil lights; the flashes can be given a duration equal to that of the 
eclipses. In oil lights, when the light is concentrated in the form of 
flashes, there are two ends in view i First, to augment the intensity, and 
consequently the range of the light ; second, to create an appearance dif- 
ferent from that of a fixed light. The first can only be obtained by giving 
the flash a duration much shorter than that of the eclipse ; or, in other 
terms, by making the angle of the luminous beam a small part of the 
angle subtended by the lens. Moreover, this angle depends on the di- 
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mensions of the /oyer, * and it can only be augmented either by increasing- 
this dimension or by changing the focal distance of the lens, thus losing- 
a part of the light, since the divergence is produced not only in the hori- 
zontal plane, the only one in which it is utilized for prolonging the flashes,, 
but in every direction. With the combination of vertical lenses and a 
cylindrical drum, which serves to produce flashes when electricity is used, 
the divei^nce of the beams can, by giving the vertical lenses a proper 
curvature, be augmented as much as desired in the horizontal plane, and 
the duration of the eclipses be diminished in proportion, while the range 
of the smallest electric light used will nevertheless remain much greater 
than that of the most powerful oil light. 

For example: The luminous intensity of an annular panel of 45° of a 
first-order revolving light withasix-wicklampequals 9,847 earcels. This 
is the greatest intensity obtained with an oil lamp. The divergence of 
the beam given by this same panel is 7° T, and the duration of the flash, 
is about one-sixth part' of the eclipse which precedes and follows it. 

By applying the methods of M. Allard to the photometric measurements 
of electric lights it is found that the luminous intensity of a fourth-order 
electric light, with a lens half a meter in diameter, and fed by a small- 
model Gramme machine, equals at least 20,000 carcels ; and when con- 
centrated by means of straight movable lenses in beams having a diver- 
gence such that the durations of the eclipses and flashes shall bethe same,. 
its intensity will be equal to 40,000 carcels ; that is to say, that it-will be 
four times more intense than that of the most powerful oil lamp, and with 
a much shorter duration of eclipse. 

By means of electricity such immense quantities oi' light are produced 
that it is not necessary to take into account more or less beams in order 
to augment the range, the only object of the movable lenses being to pro- 
duce characteristic appearances which distinguish clearly each light-house 
from its neighbor. These characteristic appearances, the method for pro- 
ducing them, and the system now adopted in France, will be mentioned 
farther on. 

The different lights which serve for the lighting of French coasts are 
designed so as to answer the different needs of navigation ; and their im- 
portance varies in consequence according to the rdle they are called upon 
to play, of which tlie most important is that of signaling to navigators 
their approach to land ; and the lights constructed for this end are placed 
in preference upon more or less advanced headlands, which form, accord- 
ing to the expression of M. L. Reyuaud, " the angles of a polygon cir- 



*The French vori /oger meaos literally akeaTth,apIaeeiDher6»</met\ingU burnt, aai, 
in the aenae osed beie, the louroe of ligltt and lieat, the ipace occupied bg tkejtant of a 
lamp or by Ike electric arc. The word is so nsefal that I take the liberty of nalng It in 
place of an EngHsh paraphrase. 
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cumscribiDg all daogers." These are the lights which should have the 
greatest luminous power, and which, therefore, constitute firtt-order 
HghU. 

Between these extreme points indicatiog the general contour of the coast 
the latter still presents advanced points, which should become centers of 
lights of less importance and serve to guide the vessels to their harbors. 
The secondary lights placed on thew points are called second-order lighta, 
and merit their name, not only by their position, but also on account of 
the less power given to their optical apparatus. Along the route thus 
traced for navigation are also found localities which it is important should 
be pointed out to sailors ; these are, for example, saad-banke, sunken rocks, 
islets, <&c. From these arises the necessity of luminous /oyers of various 
intensities, and the creation of ^ird,/bur^, and,;i/!A order, and of even less 
powerful lights, such as are placed in harbors on the end of jetties, to show 
Tessels the entrance to the channel. 

In addition, among all the lights of different orders, some, placed on an 
island, are designed to throw their light entirely around them ; others, 
built on an advanced promontory, or established on a straight part of the 
coast, only send their rays on a fraction, more or less great, of the zone 
which surrounds them; finally, others only have to light a determined 
point J hence the distinction of lights in ligUa ofaUthe horuon, oftkree- 
fouHks the horizon, of two-thirds the horizon, &c. 

Until 1863 all the lights of the French coasts were furnished with ap- 
paratus for oil ; and it was not until this epoch that there was installed, at 
one of the two lights of Ija H^ve, the first apparatus for lighting by elec- 
tricity. Afler a year and a half of experiment, the result having bet^n 
most satis&ctory, it was dedded to light in the same way the second light 
of La HSve ; and, about two years later, the electric light was also placed 
in the light-house at Cape Gris-Nez. Matters remained in this condition 
until within the last few years ; and while England counted on her coast 
six electric lights, the three which we have just mentioned were the only 
ones in existence in France. Lately, the reconstruction of the light-house 
of Flanier having been adjudged oeoeseary, it was decided to use the elec- 
tric light in it ; and the same decision was taken r^rding the light^house 
of La Palmyre, whose luminous intensity was recognized as insufficient. 

But the good results ^ven by the electric light at La Hfive and at Cape 
Gris-Nez called attention to the more general service it could render ; and 
on the 27th January, 1880, after a long study of the question, M. Allard, 
director of the French light-house department, presented to the minister of 
public works an important report, recommending the general adoption, 
upon the whole extent of the French coasts, of electric lighting. This re- 
port was approved on the 4th December, 1880, by the oonseil-g^^ral des 
pouts et chauss^es; and the principle of electric lighting has just been 
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adopted for the entire extent of the coast. This decision was so important 
that it seems proper to mention here the principal points of M. Allard's 
report, to make known the arguments brought to the support of using the 
«lectric light, and the results obtained in various trials, and, finally, to give 
details of the electric installations of this nature actually in use. 

Before mentioning the considerations in favor of changing oil for elec- 
tricity, we must speak a iew words on the range of light-honses. The 
range is the distance to which the light is visible at sea ; the drch of range 
has this distance as a radius, and the light as a center. The range of a 
light depends not only upon the optical conditions in which the light is 
placed, but also upon its height above the level of the sea. Thus there is 
a distinctJou between the geographical range and the luminoug range; the 
latter being the one under consideration. It increases with the transpar- 
ency of the atmosphere, which is very variable, and changes with the lo- 
cality ; thus, on an average, it is much greater on the Mediterranean than 
on the southwestern coasts of France, greater on the latter than on the 
shores of Brittany, and becomes the least in the British Channel. More- 
over, the transparency varies according to the seasons ; and there are dur- 
ing the year a certain number of more or less fc^y days, during which 
the transparency of the air and the range of the light are both diminished. 
It is impossible, therefore, to fix the range as a certain quantity ; and it 
is necessary to establish a mode of designating the varying range. To do 
this, observations are made during the year on the variations of the range ; 
Ae fc^iest nights are then omitted, and the minimum range for the re- 
mainder of the year represents the range for thai portion of the year. If, 
for example, thirty nights, or one-twelfth of the year, are deducted, and 
■during the remainder of the year the smallest range is 12 nautical miles, 
it is considered that the light under consideration has a range of 12 miles 
^or eleven-twelfths of the year. In short, the range of a light during a 
portion of a year is the distance at which it is always visible during that 
portion. 

In order that the lighting of coasts be efficient, it should be continu- 
ous, 30 that a vessel sailing along the coast, as soon as it passes the range 
of one light, should come within that of the next ; in other words, the 
■eirdea of range should cut each other successively. With the system of 
oil lights now in use this is actually the case, but only during half the 
je&T ; during the other half the oil lamps have not sufficient power. It 
will be very different when the electric light is used. The ranges will be 
increased, and tbe circles of ranges will cut ea^ other daring eleven- 
twelfths of the year. 

The accompanying outline map, Fig, 183, shows what would be the 
TfiDges if the electric lights were used, supposing that each light bad a 
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mean intensity of 125,000 carcels. The dotted lines show the present 
raoges with oil lamps. When the electric light is adopted,the range of the 
new lights will be 27,7 nantical miles in the Mediterranean for fourteen- 
fifteenths of the year, 19 U> 21 miles id the British Channel for ten-twelfths 
of the year, and 22 to 26.5 miles on the Atlantic coast for the same period. 

If the increase in the range, by using the electric light, is a powerful 
consideration in favor of this system, objections may, liowever, be made 
on the score of economy. The report of M. Allard shows that the ex- 
pense of executing the entire programme, even including the installations 
of steam-sirens, will not exceed $1,600,000, which is very reasonable 
compared with the results obtained. Besides, the cost of maintenance of 
electric lights is not, as one might have supposed, much greater than that 
for oil lights. Thus the annual expense of a first-order oil light is about 
$1,660 per year, while for each electric light-house at La HSve the cost 
is $2,270, and for that of Gape Gris-Nez $2,680. If it is desired to com- 
pare the cost of a unit of light for a light-house lighted by oil witli one 
lighted by electricity, it is found that the former cost^ $81 per unit, while 
the latter is $22 at Cape Gris-Nez, and $19.40 at La H6ve. 

It should be said here that there is only taken accoilnt of, in the above 
figures, the light of the /oyer itaelf, independently of the optical appa- 
ratus, which, by concentrating the rays, augments the intensity very 
considerably. 

The number of electric lights comprised in the project is forty-six, 
counting as two the double lights of La H^ve, of La Canche, and of 
Hourtin. Of this number there are thirty-eight of the first order, two of 
the second order, five of the third order, and a new one to be placed at 
the south of Palrapol. Four of these lights are already, or are about to 
be, lighted electrically. 

As to the distribution of the lights, it is easy to follow it upon the map 
(Fig. 183). Almost everywhere the circles of ranges cut each other, and 
where there is a gap it will be filled with an oil light. This map also 
gives thedistinctivecharacteristicsofthediffcpeot lights, and this is a most 
important point to be considered. 

In a good system of coast^Hghts, the neighboring lights should have very 
distinctive characteristics, in order to avoid all possible confusion. In the 
existing system, these conditions obtain, and the first idea which naturally 
presented itself was to retain the old characteristics, simply substituting the 
electric for the oil light, so that there would be no change from that to 
which sailors were accustomed ; but the existing characteristics are, in some 
ways, inconvenient, and it has been decided to replace them by others, 
which, by making the lights more easy to be distinguished, will, besides, 
increase the range. 

Digitized tvGoOJ^Ic 
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The present characteristioB are as follows : 

1. A single lixed light. 

2. A double fixed light. 

3. An eclipsed light, with flashes every half minute. 

4. Ah eclipsed light, with flashes eveiy minute. 

5. A fixed light varied by flashes every four minutes. 

6. A fixed light varied by red flashes every four minutes. 

7. A light with alternate red and white flashes. 

Fixed lights are obtained with a Fresnel apparatus with cylindrical 
lenses ; the double fixed light, by two lights situated at such a distance that 
they can easily be distinguished from each other, but still appear to form 
a pair. Fixed lights will eventually disappear, because they have a less 
range than flashing lights, and also are liable to be confounded with other 
fixed lights not belonging to a system of coast-lighting. 

Flashing lights are obtained by means of optical apparatus having gen- 
erally eight faces. Each face comprises, first, a lense of the same width as 
the feoe, then, above and below, portions of rings having as a common 
center the center of the lens. The apparatus thus gives rise to eight beams 
of light, separated by dark intervals, and when it is turned the navigator 
sees alternately a flash and an eclipse. The intervals between the flashes 
depend upon the rapidity of rotation. This light has the inconvenience 
of requiring sustained attention and the consulting of a time-piece to tell 
the length of the interval. It should be suppressed. 

The fixed lights varied by flashes are obtained by means of an apparatus 
for a fixed light around which turn two or three vertical lenses which give 
flashes, either white or red, or alternately white or red, at intervals of some 
minutes. These slowly revolving lights have the same fault as the pre- 
ceding, and will also eventually disappear. 

The characteristic which will be generally adopted is that of a sdntUlai- 
ing light. To produce it, a fixed-light apparatus is employed, around 
which revolves a drum of lenses, placed vertically, composed of straight 
glass bars of lenticular cross-sections ; each of these concentrates the hori- 
zontal rays, and consequently produces a flash. During a rotation, if all 
the lenses are alike, the navigator will see a series of equal white flashes,. 
producing a scintillating light. If tlie vertical lenses are alternately red 
and white, there will be alternately a red and a white flash, and a com- 
pound red and white scintillating light will result. In the same way, by 
placing the lenses in groups, there can be two, three, four, or more white 
flashes, followed by a red one. It should be remarked that, in this caser 
as the red color diminishes the luminous intensity, the red lens should 
have larger dimensions to compensate for this loss ; as this causes a loss 
of light, M, AUard prefers, in most cases, to separate the group of white- 
flashes simply by an obscure interval. This is obtained by a simple modi- 
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fication in the form of the vertical lenses. There are thus the following 
eight characteristics : 

1. White scintillatiDg light. 

2. Light with alternate red and white flashes. 

3. Light with two white flashes and one red successively. 

4. Light with three white flashes and one red suocessively. 

5. Light with four white flashes and one red suocessively. 

6. Light with two white flashes, with intervals of obscurity. 

7. Light with three white flashes, with intervals of obscurity. 

8. Light with four white flashes, with intervals of obscurity. 

These are the only characteristics which have been definitely adopted. 
They have the advantage of being readily recc^nized without consulting a 



The Serrin r^ulator, arranged for alternating currents, has been adopted 
as the standard lamp. No other apparatus has given better results. Es- 
pecially with alternating currents, its working is excellent, because the 
armature of the electro-magnet detaches itself very easily ; and besides, as 
the' consumption of both carbons is uniform, the arc remains absolutely 
fixed. 

The machines for generating the current have been of late years the 
subject of attentive study, which has been unfortunately confined to three 
types, the Alliance, Gramme, and De Meriteus. The luminous intensities 
of each of these machines, have been measured under carefully arranged 
conditions. Photometric measurements in such cases are rather delicate. 
To make them, since the intensity varies in the vertical direction with dif- 
ferent heights, a movable mirror is used, which is placed at diflerent heights, 
in the same vertical plane, and which, in each position, throws the rays on 
. the photometer ; and thus the average intensities could be obtained. But, 
as the intensity of the electric light constantly varies, it was necessary to 
make the observations at one-minute intervals for each position of the 
mirror. It is not necessary here to go into the details of construction of 
the different machines ; the table below gives the results obtained. 





Nombar 
Df revoln 


Hone-powec. 


Lnmliunuiiitautty. 


M«ldn«, 


ToUI. 


Si 

■km. 


Totri. 


PerhortB- 




460 


S.18 

u.ot 

7.M 


s.ts 

4.M 


its' 

US 


OamU. 























Gooj^lc 



205 

It will be seen that the Alliance machine gives a far less intensity per 
horse-power than the two others, which are approximately equal. The 
De Meritens has certain characteristics of stability and solidity which the 
Gramme machine does not possess; it was, besides, preferred to use alter- 
nating currents. For these reasons it has been adopted, and will be in- 
stalled in all the new light-house?. 

The figures giving the intensity in the preceding table refer to the naked 
light. When this is placed in a fixed-light apparatus, these intensities 
become, in round numbers, 12,000 carcels with the Alliance, and 20,000 
carcels with the Gramme No. 2. The flashes increase the intensity still 
more. Id a scintillating light with red and white flashes there is an inten- 
sity of 60,000 carcels with the Alliance, and 110,000 carcels with the 
Gramme machine ; with a scintillating light with groups of white flashes, 
90,000 carcels for the former, and 150,000 carcels with the latter. The 
intensities with the De Meritens machine are about the same as with the 



Gramme ; and 125,000 carcels may be taken as the average intensity when 
the electric light is used. 

Some details will now be given of the installations actually existing 
and of those in process of construction, especially describing the lights of 
La H&ve, the first in date to be electrically lighted, and the Planier light, 
whose installation has just been completed. 

The lights of La H^ve, situated on the cape of this name and on the 
top of the cliff, are, from this fact, very elevated; so the towers themselves 
are not of great height. Both towers are square, and are placed about 60 
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meters apart, between them being the long building containiDg the steam- 
power, generators, and quarters for the keeper. 

There are four Alliance maohines, two for each light. The two on the 
left supply the left-hand tower, and the two on the right the tower on the 
right hand. The conductors leading the current from the generator are, 
first, thick copper rods connected with the commutator, Fig. 184. The 
rod A communicates with the two similar poles of the two machines, the 
rods B and B' being connected to the opposite poles. Ordinarily one 
machine supplies each light. Thus the current arrives by A, and, without 
traversing the commutator, goes by the cable to the r^;ulat.or (or lamp); 
thence it returns by the second wire of the same cable to N, follows the 
vertical conductor to P, and returns to the machine by the rod B. If it 
is desired to use the machine corresponding to the rod B', the central 
handle is turned, thus bringing the plate D in contact with P' instead of 



P, retaining always the contact at N. In this case the current arrives, as 
before, at A, goes to the regulator, returns again, but passes this time from 
N to P', and thence to the machine by B'. 

In foul weather, or whenever it is necessary to increase the luminous 
intensity, both machines are coupled in quantity. The commutator is 
then turned until the plates E and E' are in contact— the one with P' 
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aod N', the other with P and N, the return current flowing simultane- 
ously by B and B', 

The tower of each light is surmounted by a square structure, at one of 
the angles of which is the optical apparatus. This ia clearly shown in 
Fig. 185. A kind of glass drum closes the open angle of this structure, 
which is in two stories, iu each of which is a distinct optical apparatus. 
The intention of this arrangement is to allow one optical apparatus to be 
instantly replaced by the other, in order to avoid total extinction in case 
of accident. In each story there are two regulators, which can be sub- 
stituted for each other by means of the crossed rails shown in Fig. 186. 
The cable with three conductors leading from the commutator, previously 



described, arrives at the lower story. One of the conductors (A) is con- 
nected to the metal platform carrying the rails, also metallic; the conductor 
B connects with the sliding rod of the long bolt M T. When this bolt is 
lowered it connects the conductor B with a wire going from the bottom 
staple of the bolt to a spring contact under the lamp. The latter receives 
the current, partly by the rails, partly by the contact underneath. The 
wire B communicates with a smaller bolt sliding at the same time with M 
T, and whose lower staple in connected to the wire coming from the staple 
of the larger bolt, so that when thecurrent passes by B' it always traverses 
the lamp, and when the two machines are at work together the two cur- 
rents are united by the connection between the two staples. The upper 
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staples are connected in the same way to the apparatus in the second story ^ ■ 
and wben tbe bolts are raised the upper lamp is lighted. 

The regulators can thus be changed in two ways, either by drawiugthe 
lamp at work back on the rails and quickly pushing the other one in its 
place, or by manipulating the commutator bolt, which sbifls the luminous 
arc from one story to the other. Since the establishment of the lights at 
La Hfive the latter means have been found superfluous, and will no longer 
be employed. 

The light of Planier, which has just been finished, is about 8 nautical 
miles from the port of Marseilles, upon a rock. - It is a tower 60 meters 
high, and 18 meters in diameter at the base, which rests on the rock itself. 



Fig. 187 gives the details of the summit of the tower, and Fig 188 
those of the optical apparatus, lu the latter figure are shown the fixed- 
light apparatus, and, movable around it, the drum, with vertical lenses. 

The mechanism for driving the latter is given in considerable detail. 

In this apparatus the changing of the regulators is effected by means of 
a system of two pairs of rails ; but they are not placed at an acute angle, 
as at La H6ve. One enters direct into the optical apparatus ; the other 
is placed outside, and at right angles to tbe first. At their junction is a 
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• turn-table, and, with this arrangement, the maneuver of changing the 
lamps takes no longer than with obliqne rails. 

The De Meritens machines, which feed the r^ulator, are placed in a 
special building. The plan aud elevation of this building, which will 
serve as a type for those installed at most of the lightrhouses, is shown in 
Fig. 189. 

The Planier is a full horizon light. Its characteristic is that of three 



white flashes separated by a red flash. Its range, like that of alll the new 
lights in the Mediterranean, is 27 nautical miles for fourteen-flfteenths of 
the year. 

We have mentioned that the transformation of the Palmyre light is also 
in progress. This, unlike the Planier, will throw a beam in one direction 
only ; and the arrangement of the lantern is therefore slightly dififerent. 
6355 ELEC 14 
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It is shown in Fig. 190. The general disposition resembles, up to a cer- 
tain point, that of la. Hfive. The optical apparatus for the new fixed lights 
will have a diameter of 0.6 meter, instead of 0.3, as was formerly employed. 
With the revolving cylinder of vertical lenses this diameter will reach 0.7 
meter. 

Aa the electric installation at the Planier light<bouse is the newest and 
most complete, some &rther details of its arrangement will be of interest. 
The plan (Fig. 189) shows clearly the position of the two generators and 
of the transmission-shafting which sets them in motion. 

Both generators are placed upon the same masonry foundation, and 




their axes are in the same line. In order, however, that one may be ready 
to replace the other in case of accident, their shafla are keyed tt^ther, and 
they both turn, the one with an open, the other with a closed circuit. Be- 
tween the two machines is a short column (shown in Figs. 191 and 192), 
which supports the guides for changing the belts from the loose to the fixed 
pulleys. 

Each machine is divided into two circuits, shown by four terminals 
placed at the upper part of the &ame, two at each end. The two ter- 
minals placed beside each other at each end of the machine are those which 
at a given instant form poles of the same name. From each of them is 
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led ft copper conductor to the foot of the madiine ; thenoe, along the ma- 
sonry foundfttion, it follows along the ground (as shown in Figs. 191 and 
192), and arrives at a commutator placed on the masoarj column, which 



forms one support of the shafting. One object of the commutator is to 
take the current at will from either machine ; another is to couple, either 
in tension or quantity, the two circuits of each machine. The four possi- 
ble combinations of the commutator are shown in Fig. 193. An exami- 
nation of this figure shows that the apparatus consists of fixed and movable 
contacts arranged in a circle. The first are fourteen in number. The 
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four on the left are in reladoQ with the terminals 1, 2, 3, 4, from which 
are led the conductors of the machine on the left, or machine No. 1. The 
four on the right are connected with the terminals corresponding with the 
conductors of madiine No. 2. The three upper contact pieces are attached 
to the terrainab communicating with the conductors of the lamp. 

It should be sdd that the current reaches the lamp by a large cable^ 
then, after traversing the arc, is divided between two smaller cables, in one 



of which is placed the el^ro-magnet of the lamp. Of the three upper 
contacts, that of the left oommuucates with the terminal E, to which is 
connected the cable of the electro-magnet just mentioned ; the next belongs 
to the terminal P C, of the second small cable ; finally, the right contact. 




twice as large as the others, is in communication with terminal G C, of the 
large cable. This system of fixed oontacffi is completed below by tliree 
pieces, the center one having double the length of the others. The side 
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pieces oomiuuiiicate by means of auxiliary conductors — that on the left 
with the contact piece of the terminal E, that on the right with the con- 
tact piece of the terminal G C. 

The movable contacts to the number of eight are shown in the ^;iire. 
They are all carried on one plate, free to move around the center of the ap- 
paratus. The two innermost contacts are connected together so as to fflrm 
a sort of ; the next pair forms a laiger U ; and the four others are 
connected, two and two, by circuUr strips. The different pairs of con- 
tacts are, of course, insulated from each other. A handle in the center of 
the movable plate serves to place it in different positions. 



Suppose, for example, that the movable contacts are in the first position 
shown in the figure for quantity. The terminals 1 and 2 being at the 
same instant poles of the same name, the current enters simultaneously by 
the two movable contacts corresponding to these terminals, and passes at 
the same time into the small cable and the cable in which is the electro- 
magnet. Afler passing the carbons, it is reunited in one conductor, and 
returns by the la^ cable to the terminal G C. On the fixed contact of 
double size, in connection with this terminal, rest the two movable con- 
tacts by which the current returns to the terminals 3 and 4. 

In coupling for tension in the same machine, the current, leaving the 
first circuit of the machine by the terminal 1, traverses the most open pair 
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of movable contacts, and arrives at one of the lower fixed contacts by 
means of the conductor auxiliary to the contact G C. It ^en follows the 
lat^ cable, passes through the carbons, and only traverses the small cable 
of the electro-magnet to arrive at the terminal E ; thence, by the seooud 
auxiliary conductor, to the smallest pair of movable contacts and terminal 
4. * It then traverses the second circuit of the machine, and returns to the 
terminal 3. Afterwards, by the second pair of movable contacts, it arrives 
at the lai^, lower, fixed contact, from which it is conducted by the third 
pair of movable contacts to the terminal 2 ; that is to say, to the first dr- 
Ait of the machine. 

In examining the positions of the mov^le oontactEi shown for ooapling 
machine No. 2 for tensitm or quantity, it will be 8wn that the direction of 
the currents is similar. 



Fig. 194 gives a perspective view of this commutator. The contacts 
are covered with an ebonite plate, through which passes the handle fop 
manipulating the movable plate. This ebonite plate bears four inscrip- 
tions, corresponding to the different combinations of the commutator ; and 
an index moving with the handle indicates the combination in use. 

The system has the advanta^ of changing instantly the grouping of 
the two circuits of the same machine, and of quickly substituting one ma- 
chine for the other. It has, however, the drawback, common to all turn- 
ing-contacts, of not being absolutely reliable. 

In the English light-houses, for which the De Meritens machine has also 
been adopted, another style of commutator is used, as shown in Fig. 196. 
In this arrangement, the terminals to which the conductors from the lamp and 
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those from the two machines are connected have practically the same relative 
positions as in the previous case. From these terminals pass stout copper 
strips, which can be clamped by binding-screws bearing the same numbers as 
the terminals. The locking-pieces in connection with the terminals of the 
machine can be connected by thick copper strips by the binding-screws cor- 



responding to the lamp-cables ; and to facilitate this coupling, the locking- 
pieces are more or less raised, so that the strips may cross each other without 
touching. In this way perfect contacts are obtained ; but a longer time is 
required tochange the combinations. Fig, 1958howstheconnectionswheD 
machine No. 2 b coupled for quantity. Fig. 196 allows the difference in 
height of the locking-pieces to be seen, and shows how machine No. 1 is 
coupled for quantity. 

The metallic rails upon which the r^ulator rests have already been 
described. These rails are in direct communication with tbelat^ cable; 
and it is by them that the current arrives at the frame of the r^ulator, 
and thence reaches the carbons. The cable of the electro-magnet and the 
small cable are attached to two terminals (H and H, Fig. 197) with insu- 
lated springs. These springs, pressing on two contacts under the lamp, 
make the appropriate connections. 

The r^ulator itself is a combination of the Serrin and Beijot lamps. 
It comprises the two electro-magnets of the latter lamp, the armatures of 
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which form an intenial core, one magnet having coarse wire, and placed 
direct in the circuit ; the other having fine wire, and mounted in a derived 
current. The former acta on the articulated frame carrying tJie lower car- 
bon ; the latter acts on the disk brake controlling the clock-work. 

Fig. 197 shows at S the electro-magnet with coarse wire acting by the 
arm Q on the fimme. R and It' are the springs which tend to raise this 
frame. L is the lever which serves to r^ulate the tension of tiie spring 
R ; it is controlled by a screw, V, which can be turned by inserting a key 
at the hole O. The magnet with fine wire is placed symmetrically with 
the other on the opposite side of the clock-work. 




The connection of the two carbons to the prime mover of the clock 
is made by means of a steel ribbon, F, attached to the lower ends of the 
two rods g and I. This ribbon is led over several pulleys, and is wound 
around on a wheel on the axis of the prime mover for a great part of its 
circumference. The turning of this wheel is thus produced in a very 
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certain maDuer. The rod g slides io the tube D &atened to the mova- 
ble frame, and this tube is slit vertically bo allow the attachment of the 
ribbon to pase. This manner of connecting the two carbons, which re- 
places the chain osed by Serrin, and does away with the nse of ratchet- 
wheels, allows the carbons to be placed at any desired height by a slight 
sliding of the ribbon. 

Another peculiarity of this lamp is the mode of connecting the dif- 



ferent interior parts of the apparatus. The current of large cable arrives 
at the upper carbons by the rails and uninsulated portions of the r^ulator. 
From the lower carbon it returns to the two insulated terminals H and 
H', passing to one by the movable frame, and to the other through the 
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electro-magnet S. The connections between the contacts are made with 
four thick spirals of nickle-plated copper. Two are shown at M and N. 

The tube D, which carries the rod g, is not insulated from the frame ; 
but the latter is insulated from the upright which supports it. This is on 
account of ease of construction, it being less difficult to insnlate a strmght 
piece than a round tube like D. An air-pump, T, serves to dieck the mo- 
t\oba of the frame, and to prevent too rapid oscilUtions. The porous plate 
V is placed opposite the ends of the carbons, to protect the rods t and I 
from the excessive heat of the foyer. It is composed of the same mate- 
rial as the porous vases used in batteries. When the upper carbon rod 
arrives at the end of its course it acts on a beveled piece, which frees a 
contact-spring, and suppresses the communication with the fine wire mag- 
net, so that it may not be injured by the passage of too strong a current. 

It only ^mains now to describe the De Meritens machine to complete 
the description of the electric appliances for light-houses. 

M. De Ment«ns has devised several types of machines. ,The one 
adapted for light-house purposes, shown in Fig. 198, has the permanent 



magnetic horseshoe form arranged radially around the axis in a precisely 
similar manner to the disposition of the field-magnets of the old Alliance 
machine, which in general appearance it at first sight much resembles, 

rig. 199 is a transverse section of the machine, and Fig. 200 a longi- 
tudinal section taken through the axis, so as to show, in both views, the 
armature-ring and the position of the field-magnets with reBj>eGtto it. 



Goo»^lc 



219 

Figs. 201, 202. aod 203 show the debuls of the armatare-bobbins, 
marked H, the iron core-pieces h h, and the projecting pole-pieces, which 
form enbirged ends to the latter, and are marked g. In F%. 201, which 
represents a section through half the ring, the method of attachment 
and of coupling up is clearly shown. On reference to Fig. 199, it will 
be seen that each armature-ring, G, is built up of sixteen flattened oval - 
bobbins, H, separated from one another by the projecting pole-pieces 
g; and around each ring are fixed, radially to the frame of the ma- 



chine, e^ht very powerful compound permanent magnets, each com- 
posed of eight laminse of steel. The distance apart of the two limbs 
of each lu^uet, as well as the distance between the north pole of one- 
magnet and the south pole of the next, is precisely equal to the dis- 
tance apart, or pitch around the armature, of the pole-pieces and the 
coils. The details of the magnets, and their method of adjustment 
and attachment, are shown in Figs. 204 and 205. Ikch magnet is built 
up of eight lamince of steel, each ten millimeters in thickness, and held 
tt^ther tightly by the bolts and nuts c d, the whole being attached to 
the brass frames F, which are fixed to the framing of the machine in radial 
slides, by which the distance from the armature-ring can be adjusted with 
great accuracy. The total weight of the forty magnets (see Fig. 198) is 
about one ton. 

The currents from the five armatures are brought hither in two groups, 
to the four brass collecting-disks i, which are mounted in pairs on an insu- 
lated bush,,;, fixed to the principal shaft of the machine. The details of 
the collecting apparatus are shown in Figs. 206, 207, and 208. Against 
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the disks i are pressed, by means of spriags, the four collecting plates or 
brushes K' K', which are in metallic connection with the attachment screws 
K K, of which there are two pairs, one at each end of tlie machine (as 
shown in Fig. 200). 



The construction of the armature is very interesting and ingenious. 
Each ofthe induction-coils shown at H (Figs. 201, 202, and 203), is com- 
posed, first, of a flat spool or bobbin of the form marked h, and then b 
wound iu a lathe with insulated copper wire 1.9 millimeters in diam- 



>eter, and of which the total weight in the whole machine is Irom 120 to 
130 pounds. The iron cores of these coils are built up of eighty thick- 
nesses of soft aheet-iron 1 millimeter in thickness, and stamped out by a 
machine. The coils are wound, and attached to the armature wheel by a 
set of bolts, marked e, which pass through the projecting lugs g of the 
wheel, and through the cylindrical hole formed by the semi-cylindrical 
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grooves in the eads of the iron core-pieces when abutting the one gainst 
the other. 

The coupliug-up of the armature coils is one of the most ingenious 
features of the machine ; for, as the magnets are arranged around the 
armature in such a way that in the rotation of the coils alternate poles 




are presented to any one bobbin, it follows that if the bobbins were ni 
bered 1, 2, 3, 4, &c., up to 16 the currents induced in all the even-ni 
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bered bobbins would be in one direction and in all the odd numbers in 
the opposite ; and it would appear at first sight that these ooils could not 




Fio. aw. I^o- 2OT- no. 208. 

be connected tt^ether in aeries without the one set of currents neutraliz- 
ing the other. But by connecting the armature coils together in the man- 




ner shown in Fig. 209 it will be seen that although the currents generated 
in consecutive coils are opposite in direction to one another, yet their com- 
bined current transmitted to the collecting apparatus is in the same direc- 
tion. 
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In the early part of this article attention was drawn to the distinction 
between the luminous and geographical ranges ; and in all the installa- 
tions described r^ard has only been paid to the increase of the former, 
the latter being neglected, lliis is readily explained by the necessity 
there was of giving a unit to the new system of lighting the Frendi 
coasts. There ta, however, a point which it will be important to consider, 
and which may serve to augment the efficiency of the system. In days 
of heavy {og, when the luminons range is ccHisidenUily diminished, this 
diminution would be mucli less if the geognqihical range oould be in- 
creased, 

A rather important step has been made in this direction by the nse of 
specially-constructed optical apparatus. This apparatus is fiimished on 
the upper part with a series of annular lenses, whose e^ct is to project 
above the light a beam of rertical rays extending to a great height. This 
beam illumines either the doi^, or the vapor which fills the atmosphere, 
and is even visible in clear weather, because the air contains enough par- 
ticles, both solid and vaporous, to allow the phenomenon of difiusion to 
be produced. These luminous rays thus projected are visible to quite a 
distance even in fc^gy nights, and the gec^raphioal range- is notably in- 
creased. 

The first application of this system, which has not yet been adopted in 
France, is about to be made in the Sea of Azof The ships which cross 
this sea in the direction of Berdiansk are guided to their point of arrival 
by a light, which, in the actual state of its installation, could not be seen 
sufficiently far, and it was decided to apply the system mentioned above. 
The apparatus recently constructed by Messrs. Sautter and Lemonnier 
will shortly be installed, and then the efficacy of the system can be 
judged. 

The example thus given by the French light-bouse board has already 
been followed by other nations. The Ottoman Crovemment has studied 
a plan of electric lighting for the coasts of Turkey. In England an ap- 
propriation has been asked to establish, in 1881, about sixty electric %hts, 
and a similar request will be made for the establishment of a hundred 
lights in 1882. 

On account of the time which the complete execution of the project for 
l^hting the French coasts will take, it may be that the experience obtained 
with the first lights will show some modifications to be made in the adopted 
plan, and that the lights last made may not have entirely the same dimen- 
sions and characteristics as those first built. 

In &ct, some criticisms have been made by foreign en^eers, espedally 
on the diameter of 0.6 meter of the optical apparatus, a diameter whicii 
these engineers consider relatively too small. The &nlts ascribed to opti- 
cal apparatus of small diameter are those of heating too readily on aocouDt 
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of the proximity of the luminous /oyer, and also that of being more quickly 
covered with carbon-dust. We do not, however, believe that there is 
much to fear from this with apparatus 0.6 meter in diameter, since for 
the last twenty years the liglite of La H^ve have worked well with ap- 
paratus 0,3 meter in diameter. The probabilities are that the future mod- 
ificatiooa will only be changes in detml, which will not afifect the general 
project. ' 

The above shows the means France has taken to li^t her coasts, and is 
a most emphatic rec(^nition of the value of the electric light for that pur- 
pose. 

The arc light, however, has two deiects which have not been uientioned — 
one, a lack of fixity, the other a deficiency in the red and yellow rays of 
the spectrum. This lack of fixity is partly due to the carbons not being 
homogeneous, and partly to faults in the re^lators. Improved processes 
of manufacture have in a great measure removed these defects, but even 
the best lights will still occasionally flicker. 

The red and yellow rays have the greatest peaetnding power ; and for 
this reason an oil light, which is rich in these rays, can be seen &rther in 
foggy weather than an electric light of equal oaadle-^ower; but the elec- 
tric light can be made so much more powerful than the best oil light that 
this deficiency can be more than made up; still, it must be borne m mind 
when the candle-powers of the two lights are compared. 

When the French system was adopted, the incandescent electric light 
had not left the domain of experiment, and even now its luminous inten- 
sity is very much less than that which can readily be obtained from an 
arc light of moderate dimensions. It possesses, however, the element of 
remarkable fixity, and is rich in red and yellow rays. No light could be 
better for a light-house, if it can be produced cheaply, have sufficient lu- 
minoos intensity, and be made reliable. It will, moreover, dispense witli 
the somewhat complicated and expensive regulators. 

It is in this line that the Light-House Board of the United States is 
about to make experiments, and the results obtained will have great inter- 
est for the whole world. 

Since writing the above the Light-House Board has contracted for an 
iron skeleton tower 250 feet high, carrying six powerful are lights, to be 
erected at Hallet's Point, New York, by November 1, 1883, for the pur- 
pose of illuminating the passage through the Hell Gate. It is expected 
that this light will be in operation during the summer of 1884. 

This will be the first application iu the United States, by the Govern- 
ment, of the electric light as an aid to navigation, and will not be a light- 
house in the ordinary sense of the term, but is intended to light the chan- 
nel in the same way as electric-light towers light the streets of various 
cities, notably in Cleveland, Ohio, and at Madison Square, New York, 
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where the BruBh Company has erected towers 250 and 160 feet high, re- 
spectively, for that purpose. 

The Idght-Hoose Board has also ordered the necessary lenses and elec- 
trical appliances for the purpose of testing the value of both the arc and 
incandescent lights for light-house purposes. The experiments will be 
made at the lights-house depot, Staten Island, under the immediate chai^ 
of the district officers. 

REFLECTORS FOR THE BLEarRIC LIGHT. 

M. Balestrieri, an Italian professor, has devised a style of reflector 
which might be used as part of a lighvhuuse system in certain cases where 




a very powerful light would not be required, and where a beam of light 
would only be needed in one direction. It possesses the advantages of 
ease and cheapness of manu&cture. Its feature, instead of attempting to 
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create curved surfaces, is to break these surfaces into elements and to re- 
place each of these elements by a simple surface having approximately the 
same powers of reflection. 

The system is thus composed of successive bands wliich the inventor 



calls flllets {aiiniUes), They can be used as collectors or reflectors, accord- 
ing as they are placed in front of or behind the light. The principle is 




readily seen by Fig. 210, which is a section of a collector. The figure 
has been constructed by taking the luminona point O as a center ; but this 
is not necessary, as it may be placed in front of this point, as shown id 
Fig. 211. 
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When it is desired to apply the principle to a reflecting apparatus, it 

may be constructed as shown in Figs. 212 or 213, the latter being the best, 
as it embraces a larger angle for the same amount of material. 
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Fig. 213.— Balestrieri'a reflpciing apparatus. 

In the collectors, the conic surfaces are made of plates of silver-plated 
metal mounted on a light frame. In reflectors, in order to gain strength. 
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the coues are made of a continaous surface. The two styles are shown in 
Figs. 214 and 215. 

The system admits of various modifications. Tlie reflecting surfaces 
might be generated by revolving Fig. 210 urouud a vertical instead of a 



horizontal axis. The beam may be difliised at pleasure, by changing tlie 
angle of the reflecting surfaces. 

Only conical surfaces are used, as these can be developed ; they can be 
readily made by cutting the armiUes from a flat sheet and then curving 
them ; they are also easy to repair, in case of accident, and ought not to 
be costly to construct. 

Experiments made by Professor Tyndall showed that this apparatus 
was equal, if not superior, to a lens such as is used in light- houses, the same 
lamp being u.sed with each. Experiments made in Paris in 1878 also gave 
good results. Experiments made at Staten Island did not confirm the 
above ; it was there found that the lens was one-third better than this ap- 
paratus. A grave objection would be the difiSculty of keeping the metal 
surfaces brilliantly polished. Lenses can be kept in good order with 
much less trouble. 
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MILITAKY TELEGRAPHS. 

LIST OF APPARATUS. 

SiemenB alphabetical telegraph. | Siemens magneto-electric dial inBtrument. 

Messrs, Siemens Brothers exhibited au alphabetical telegraph apparatus 
and magneto-electric dial iustrumeut, well adapted for military purposes ; 
the former is shown in Fig. 216. 



FlQ. Zie.-'Slemeiis Brotbers tdphab* Ileal telegraph and polarized alannn. 

The lai^e circular case, Fig, 216, with horizontal dial and handle, for 
for the transmission of messages, contains the steel magnets and mechanism 
for the generation of the electric current, and is called the "transmitter." 
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The smaller oase above, with dial and pointer, contains the mechanism for 
indicating the effect of the electric current transmitted, bj' turning the 
handle of the trausmitter, and is called the " indicator." 

The transmission isperformeii by simply lifting the handle of the trans- 
mitter and turning it sharply from left to right to the letter to be tele- 
graphed, resting there a moment, then turning to the next letter required, 
and so on until the word is spelled. The letter dial of the trausmitter is 
bordered by a metallic ring, with as many incisions or notches as there are 
divisions in the letter circle. These incisions serve for the handle to fall 
into as soon as the manipulator arrives, with it over the letter intended 
for transmission, and offer a momentary and safe rest, aud facilitate ma- 
nipulation. As soon as the handle is turned tlie jiointers of both indica- 



tors, of the transmitting as well as of the receiving station, will follow the 
motions of the handle, stopping at the same letters as the handle. The 
letters transmitted are, therefore, simply indicated and read off at the re- 
ceiving-station by noting the stoppages of the pointer of the indicator. 

At the end of each word the sender should turn the handle to the blank 
division of the dial, and at the end of the message should give this blank 
mark twice. At the end of each word the receiver, whose hand is always 
to rest on the handle, is to turn it once round, starting from and returning 
to the blank, which is to the sender the sigu of " understood." If, how- 
ever, the word be not understood, the receiver should turn the handle to 
R (repeat^ and thence to blank. 

The dials of the transmitter and indicator are supplied with an outer 
letter-circle and an inner cij)her-circle. In opening telegraphic corre- 
spondence the letter-circle is always read off. If the sender wishes to an- 
nounce to the receiver, that henceforth the cipher-circle has to be read in- 
stead, he should give the letter N (number) between two blanks. If he 
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wishes to return to the letter-circle the letter L (letter) is to be given be- 
tween two blunks. 



FiQ, 218. — SiemfDa Brothers finger-key iILhI in 



The magneto-electrical dial instrument is shown in Fig. 218. It has 
two handles, so as to be turned by hand or by the foot as desired. The 
indicator-dial is placed horizontally on the square t^ansmitter-cas^[^_- 

o 
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Signa are transmitted by turning tlie handle at a speed of about one hun- 
dred revolatioQ8 per minute, pressing down at thesame time with the finger 
the key of the dial corresponding to the sign or letter to be indicated and 
resting on it until the pointer stops opposite to it. All the keys of the 
letters which form the message are successively pressed. Care should be 
taken not to turn the handle i.n a contrary direction, as it will come off and 
no signs be transmitted. The letters thus telegraphed will be indicated, 
at all the stations in the circuit, by the pointers of the indicators. 

The coupling of both of these instruments with the line is very simple. 
One of the two brass terminals at the back of the instrument is to be con- 
nected to the line-wire joining the two stations, the other to a good earth. 
The instruments are then ready for immediate use. No batteries are re- 
quired. No adjustments are needed, whatever may be the distance be- 
tween the two stations. Tlie communiea,tion between stations is instanta- 
neous, and a speed of one hundred letters per minute can be attained by a 
little practice. The instruments are well and strongly made, not liable 
to get out of adjustment and occupy but little space. 

The call-bells, Figs. 217, 218, consist of two bells of about 4J inches di- 
ameter each, and an electro-magnetic arrangement placed between the sup- 
ports of the bells by means of which a small hammer is made to oscillate, 
striking against both bells as soon as a call arrives from the distant station, 
produced by the rotation of the handle of the transmitter. Provision is 
made by the use of a commutator by which tJiese call-bells are excluded 
from the circuit while a message is being sent. 
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TORPEDO APPARATUS 



Telescopic firing- arcs. 

Seven shatter eigQaliog aud firing in 

Matliieaoii's improved circ nit-closer, 

Tprpedo-fQBe. 

MathieBon's diBDotmectoT. 



PPAKATU8. 

Jntictiou-bos. 

McEvoy's single main torpedo afsteni 

McEvoy'e Iibj-- board. 

McEvoy's junction-box. 

McEvoy'H circn it-closer. 

Kaiser's torpedo alarm. 



The exhibit of torpedo apparatus by the Siivertowa company was as 
follows : 

Pair of " telescopic firing arcs," for firing and wnvei^ing etations, fitted 
with telescope, vernier, sights with platiuum contacts attached, contact rod, 
spirit level, and leveling screws. 

A " seven shutter signaling and firing " instrument, consisting of auto- 
matic relay for switching the torpedo cable from the signaling to the firing 
battery, a shutter to indicate the number of the mine exploded, and bell 
to attract the attention of the operator. 

" Mathieson'a itnproved circuit closer," used in connection with the elec- 
tro-contact system, with coiled tapering spring. When set vibrating by 
the concussion of a passing vessel, this instrument gives a succession of 
-contacts, each of which completes the torpedo circuit. 

'^Torpedo testing table," fitted with astatic detector, a three-coil galva- 
nometer, key, commutator, Wheatstone bridge, .set of resistance coils, and 
clip for holding a definite length of platinum wire. 

PIRIKG TORPEDOES BY OBSERVATION. 

Fig. 219 is a sketch of an imj^inary harbor, defended by submarine 
mines. Aand B are, respectively, the firing and converging stations. The 
firing-station is provided with the battery necessary to explode a mine ; 
a firing-arc, H, and key; a shutter signaling and firing instrument, F, for 
«ach group of mines, and a speaking instrument to communicate with the 
converging-station B. At the latter there are, in addition to the speak- 
ing apparatus, three converging arcs, C C, and keys, one for each line of 
mines. A four-core cable connects the two stations, one conductor being 
required for each line of mines aud the fourth (not shown in the figure) 
for telegraphing purposes. 

There are three groups, A A, each consisting of .seven torpedoes, moored 
in three lines, converging, as shown, to the arcs C C at station B. Single- 
core cables connect these mines at the junction-boxes J J with the three 
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seven-core cables coiDDiunicatiDg with tlie firing-station. To simplify the 
arrangement on shore the conductors are so joined up that each line of 
mines communicates with a separate signaling and firing apparatus and 

its telescopic firing-arc. 

The firing-are (Fig. 220) consists of a cast-iron frame, X, with leveling 



screws and spirit level, and is fitted with a telescope, T, capable of vertical 
and horizontal movements, and also of being raised and lowered by a rack 
and piniou motion. The telescope is provided with cross-wires and car- 
ries a vernier, v, which follows every horizontal movement of the tele- 
scope and traverses a graduated scale. A clamp-screw is also provided to 
fix the telescope in any required position. On the outer arc of the frame 
are sights, s, with metallic V-coutacts, h, attached to but insulated from 
the rest of the instrument. The positiou of these sights and their metal- 
lic contacts on the arc are made to correspond with the bearings of their 
respective mines, as fixed by careful telescopic observation when the tor- 
pedoes are first moored ; each sight is, moreover, labeled, to indicate the 
number of the mine. Rigidly connected to the upright which carries the 
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telescope, and moving with it, is a brass rod, )•, at the end of which is a 
spriug contact, which passes over and rubs against the V-oontacts, corre- 
sponding to the several mines. This movable rod is iDsulated from the 
frame-work aud put in connection through a contact-key with the cable 



leading to tlie corresponding arc at the cooverging-station. The converg- 
ing-arc (Fig. 221) has also a telescope, the sight being very carefully ad- 
justed, so that the axis of the telescope passes through its particular line of 
torpedoes. The operator at this station is providefl with a key, by which 



he can pat the cable leading to the correspoudiog tiring-arc to earth at 
will. 

The shutter signaling aud firing instrument, Fig. 222, is in principle 
au automatic relay for switching the firing-battery /into circuit and show- 
ing the number of an exploded mine, so that any breach in the line of de- 
fense is indicated. In the present instance each instrument, of which there 
are three, consists of seven relays in one case, i. e., one for eadi torpedo in 
one of the three converging lines of mines. Its construction is as fol- 
lows : Secured to an electro-magnet, F F, is an ebonite plate, D, through 
which the soft, iron poles p p protrude. Between these poles is the arma- 
ture, pivoted at its center and held back, when not influenced by a current) 
by a light spring, S", and limited in its movement by screws. A detent, 
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d, at the lower end of the armature, presses gainst the end of a penduloun 
lever, which ia pivoted near its center in the bearings 6, and has at its 
other extremity a metallic disk or shutter, 3. A spring, S' (connected with 
one end of the electro-magnet coils, and the terminal to which one of the 
contacts on the telescopic observing-are is attached), presses against a 
platinum tongue, m, on the pinion of the lever so long as the latter re- 




mains in a horizontal position. But as soon as the current passes from 
the weak signaling-battery S (generally of only two cells) the armature 
is attracted and releases the lever, when the disk 3 tails, breaks contact 
with the spring 8', attracts attention by striking the bell B, and at the , 
same time engages the clip-spring /', in doing which the firing-battery 
/ (one pole of which is to earth) is switched into the torpedo-cable cir- 
cuit T, and the mine exploded. Moreover, the number on the disk, when 
the lever is in a vertical position, shows which mine has been fired. 

In order to bring the above action about it is necessary to put earth on 
at the terminal leading to the telescopic observing-are T, and this is done 
by both the firing and converging-stations pressing their keys simulta- 
neously, for, since the earth-plate E is at the converging-station, it is only 
by their joint action that the firing-battery can be switched into the tor- 
pedo-circuit. 
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It will be seen on referring to the connections in Fig. 222 that if a 
good earth be made in the torpedo cable-circuit the same result will fol- 
low. This IB what actually happens when a circuit-closer is employed in 
connection with a torpedo, as will presently be described. 

Let us take the case of an enemy's ship approaching the first line of 
torpedoes. The operator at the firing-arc 1, who controls the whole ad- 
vanced line of torpedoes, follows carefully the movements of the vessel 
by turning his telescope from one fixed sight to another as the vessel 
changes position, closing, at the same time, the V-contact, correspouding 
to the sight at which the telescope rests, by means of the contact-rod r, 
and pressing down his key as long as the vessel is within striking dis- 
tance. Meanwhile, the observer at the con veiling arc 1 waits fill the ves- 
sel is crossing his line, and only keeps his key down so long as the vessel 
is covered ; directly after she has passed the line he opens his key. If, 
while the vessel crosses B's first line, the operator at A cannot cover her 
dentlyny of his sights he does not close his key, because the ship is evi- 
with a passing between two torpedoes and on to the second line of mines. 
The same operation is then gone through between firing and couvei^ing 
arcs No. 2, and only when the vessel is passing over a spot where the 
lines of a sight on the firing and corresponding converging-arc intersect 
each other will both keys be down and the torpedo exploded. Suppose 
the ship to have passed the first line and be crossing the torpedo marked 
e, iu the second line, in order to fire that mine the operator at firing-arc 
2 will have his telescope on his middle sight and his key down, while 
the operator at station B will simultaneously be pres.sing the key corre- 
sponding to his telescope, which commands the middle line of mines. In 
this case, the current from the signaling-battery S passes through the coils 
of the signaling and firing instrument F to terminal T, to contact of 
firing-arc 2 (corresponding to torpedo e), then to conductor of cable con- 
necting firing-arc 2, with convei^ing-arc 2, and thence by key to earth. 
The result is that the armature ^j) is attracted, and trips the lever so that 
the disk fiills, breaks contact between the tongue m and the spring S', 
switches in the firing-battery (usually of 100 cells Leclanch6), and allows 
the current to pass from spring/' throughleverof shutt«r-bearings, 6,and 
so by torpedo terminal, T', to explode the mine. On referring to the fig- 
ure, it will be seen that, so long as the lever of the signaling and firing 
instrument is in its normal horizontal position, the terminanals T and T' ■ 
are virtually one, being in metallic connection through the spring S' ; 
hence a circuit-closer, floating above the torpedo (Fig, 223), and, operated 
by the concussion of a passing vessel, performs precisely the same func- 
tions as that accomplished by the two operators on shore ; in fact, the two 
systems, firing by observation or intersection, and what is known as the 
electro-contact system, are generally employed together, and are both en- 
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tirely iDdepeDtlent of each other. It will, of course, be at once apparent 
that the arrangement of the torpedo-fuse mast in each system be different. 
In the electro-contact system, a platinum wire fuse is used, which has a 
comparatively small resistance, so that when a ship strikes the circuit- 
closer and puts earth on, the signaling-battery of two cells is ample to work 
the signal and firing instrument; whereas, when firing by observation, a 
high-tension fuse or some electro-magnetic switch arrangement, in connec- 
tion with a separate platinum fuse, is employed, with a resistance too high 
for the signaling-battery to work through eifectually, but which is readily 
madeto fulfill its function by the heavy firing-battery. The electro-con- 
tact system is clearly practicable by day or night, while firing by observa- 



tion is limited to clear weather ; but, on the other hand, the electro-contact 
system, to be operative, requires that a vessel actually strike the circuit- 
closer, and, taking into consideration that torpedoes have to be moored a 
considerable distance apart, so that the bursting of one may not explode 
its neighbor, a breach in the line of obstruction would necessarily reduce 
the chance of a ship coming into collision with an electro -con tact mine, 
whereas it might easily pass near enough, if not to be destroyed, at any 
rate to be disabled, by topedoes fired by observation, so that the one sys- 
tem is a powerful auxiliary to the other. 

" Eketro-coniaot system." — Beyond the three converging lines of tor- 
pedoes, shown in Fig. I, are three groups of mines, to protect the entrance 
to the harbor ; these are fired solely by circuit-closers contained in the 
buoyant torpedoes and actuated, as the name of the system implies, by 
direct contact with the hostile vessel. 

Branch cables connect the four torpedoes of each group with the june- 
tion-box J', where they are joined, through disconnectors, to a single-core 
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cable, reaching to a second junction-box nearer in-shore; here the three 
main conductors are made up into a multiple cable, communicating with 
the firing-station on shore. A signaling and firing instrument, similar to 
that already described, is joined up in circuit with each of the three main 
conductors; this instrument switches in the firing battery and indicates 
the particular group to which an exploded torpedo belongs. 



The circuit-closer (Fig. 225), known as Mathieson's improved circuit- 
closer, consists of a coiled, tapering spring, which carries a eontact-diskj 
D, through tire center of which rises a spindle, surmounted by a brass 
ball. The contact-disk is connected to a platinum wire fuse and to the 
cable by a wire, h, but is insulated from the spring and spindle by an 
ebonite ring. The apparatus has three adjustable eon tact-screws, equi- 
distant from each other, and set opposite to springs, e, the latter being con- 
nected through the base of the instrument with the metal of the buoy in- 
closing it, so as to make a tolerably good earth. It is usual to adjust the 
contact-screws so that when the instrument is held in a horizontal position, 
they are just short of touching the earth-springs. Thus adjusted, the cir- 
cuit-closer is unaffected by the regular undulating motion of the waves, 
but, should a passing vessel strike the torpedo, the concussion sets the 
circuit-closer oscillating violently, and repeated contacts are made between 
the contact-disk and the earth-springs, thus completing the circuit con- 
tinually and allowing a current from the firing-battery to pass. 

The employment of a coiled, tapering spring secures very much more 
prolonged contacts than was the case when a steel rod was used, as was 
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formerly the case, and it lias enabled Mr, Mathieson to reduce the weight 
of the ball at the top of the spiudle from 2J pouuds to 9 ounces. 

Fig. 226 is a vertical section of a buoyant torpedo, with the circuit- 
closer, fuse, and bursting-charge complete; it is a pear-shaped buoy, with a ' 
wooden jacket strengthened with hoop iron, and has a galvanized iron 
lining. The circuit-closer and fuse at K are placed before a bursting- 
charge of 2 pounds of dry gun-cotton at R ; and the whole is inclosed in 
a gut) -metal shell to exclude moisture. One wire of the fuse is joined to 
the conductor of the cable which enters the torpedo from below, and the 
other wire is connected to the contact-disk of the circuit-closer. The in- 
terior of the torpedo is filled with damp gun-cotton. 

As a toi"pedo bursting near a vessel is considerably more destructive 
when it is in actual contact with the latter than \chen it is submerged at 
a distance below the surface of the water, it is found necessary to employ 
500 pounds of gun-cotton in the latter case, while 100 pounds suffice for 
surface charges. On the other hand, torpedoes moored as in Fig. 223 com- 
mand a wider area, and are, on that account, more suited for the firing by 
observation system. They must, however, be moored at a greater distance 
apart (generally not less than 300 feet), so that the bursting of one torpedo 
■ may not explode its neighbor. 

The two conductors of the platinum wire fuse (Fig. 227) pass through 
an ebonite plug and have their ends tinned and bridged across by a fine 
platinum wire ,00.3 of an inch in diameter and one-quarter of an inch 
long. Around the platinum wire bridge, inside b, is a small quantity ot 
granulated gun-cotton, and above it rises a tube, o, containing fulminating 
mercury, which is inserted into the bursting charge E, Fig. 226. 

When the buoy containing the circuit-closer receives a violent blow, the 
circuit is closed, and the current from the firing station heats the platinum 
wire ; this ignites the granulated gun-cotton, fires the fulminating mercury, 
and explodes the mine. 

Since all the mines in the system are fired by the same signaling bat- 
tery, it is evident that, when one torpedo is exploded, the battery would 
be to earth through the shattered end of the cable. To obviate this de- 
fect, Mathieson's disconnector (Fig. 228) is introduced into each of the 
branch circuits at the junction box J. It consists of an ebonite plug, e, 
through which pass two india-rubber covered wires, the latter and the 
ebonite being secured together to form a solid, so as to effectually prevent 
any moisture finding its way along the wires, even under pressure. 

The ends of the wires are tinned and bridged across by a fine platinum 
wire, b, .003 of an inch in diameter, and about one-quarter of an inch 
long, as in the case of the platinum-wire fuse (Fig. 227). Immediately 
around the bridge is a film of gun-cotton, and below it and between the 
copper conducting-wires is a tube, (, containing a slow fuse. A email 
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cap, e, containing granulated gun-cotton, 13 fitted over tlie platinum wire, 
and the whole is encased in a cast-iron shell, g, the interior of which is 
made perfectly water-tight by a gutta-percha washer, w, placed betweea 



the cover and the base to which it is screwed. When the circuit is com- 
pleted by a vessel striking the circuit-tloser, the current from the firing 
station fires the fuse in the torpedo, and at the same time heats the plati- 
num wire of the disconnector in the junction-box, and so fires the granu- 
lated gun-cotton. This in turn ignites the slow fuse t, which, being very 
cross-grained, mechanically ruptures the platinum-wire bridge and severs 
the branch circuit from the system. The cas^iron shell is made suffi- 
ciently strong and has space lai^ enough inside to admit of the gas 
generated by the ignition of the gun-cotton expanding without receiving 
injury, so that perfect insulation at the break is secured. 

It is, of course, essential that the torpedo be exploded before the dis- 
connector cuts out the branch circuit, and this is brought about by the 
slow fuse (, which allows an appreciable time to elapse after the platinum- 
wire bridge is heated before fulfilling its function. Another method of 
breaking the platinum wire is to insert a wooden pin through the small 
ebonite cap e, between the copper conductors and below the bridge, so that 
when the cap is forced off by the gas expanding, the pin is carried with 
it and breaks through the platinum wire. In this case, the action of the 
disconnector is retarded by using a platinum wire of rather larger diam- 
eter than that used for the fuse, so that the latter becomes heated first. 
The importance of some such simple and effectual means of cutting out a 
circuit is obvious, as without it it would be necessary to employ a sepa- 
rate conductor for each torpedo. 

Fig. 229 shows the interior of a junction-box for the main cable C, and 
four branch cables, b. On a small platform inside are holes, into which 
four disconnectors, one for each branch circuit, are fitted; one wire of the 
disconnector is joined to its branch conductor and the other to a plate, n. 
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la the ceater is a brass plate, C, to which the main cable is attached, aoA 
which overlaps the four plates n, so that it may be connected to them by 
thumb-screws. Should it become necessary to raise the junction-box at 
any time for testing purposes, this commutator enables the electrical con- 



dition of the branch circuits to be ascertainetl separately, or any one to be 
disconnected from the main cable, by unscrewing the corresponding screw. 
It is of importance that the firing of torpedoes be controlled from the 
shore when practicable, so that they may be rendered safe for tlie passage 
of friendly ve»5sela, by disconnecting the firing-battery. In certain cases. 



however, as, for instance, when blockading a harbor or protecting channels, 
what are known as electro-mechanical torpedoes are made use of. This 
system differs from the electro-contact system only in employing a sab- 
marine battery. Fig, 230. The torpedo, with its oipcuit-ctoser, is first 
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moored with a sinker^aDd the electric cable towed to a safe distance, when 
the submarine battery is attached and gently lowered into a position where 
it may be recovered at will. 

On either Sank of our imaginary harbor (Fig. 219) are laid down some 
purely mechanical torpedoes, M M, to complete the line of defense, but, 
as these are not of au electrical nature, they are not described. 

m'eVOY's single-main torpedo 8Y8TEM. 

The inventor makes the following claims : 

In this system of harbor or coast defense thewholeof a group of moored 
torpedoes communicates with the station oo shore by a single electric con- 
ductor. Along this they continually telegraph evidence of their being 
afloat and in working order, and upon any one being struck by a ship it 
gives immediate notice of the feet to an observer on shore, who can, if he 
thinks fit, instanlaneouely explode the exact mine without any time being 
spent in preliminary adjustments. Further, each torpedo can be electri- 
cally isolated from the rest, and can then be tested so that the continuity 
of the electrical connections may be determined or can be exploded with- 
out coming in contact with the ship whose destruction is desired. 

The single electric cable, which is the medium by which the currents 
for producing these various effects are conducted, runs from the signal- 
station on shore to a point in the channel or harbor near where the as- 
semblage of torpedoes is situated, and tliere enters a junction-box. From 
this box there emei^ as many conductors as there are torfiedoes to be 
manipulated, one going to each, and by means of electrically-controlled 
apparatus within the box any one of these conductors can be separately 
placed in connection with the main cable, or the whole may be coupled to 
it at once. At its other end each conductor enters a t<)rpedo and passes 
successively through a telephone coil and a platinum fuse and thence ta 
earth. Over the telephone, instead of the usual mouthpiece, there is placed 
a bell or a box containing loose shot, which, under the influence of the 
rolling motion of the waves, continually make a noise that can be heard 
in a telephone at the central station. The fuse is a piece of platinum wire 
through which a current of moderate intensity can be sent without any 
danger of heating it, but which can be rendered red-hot by a more power- 
ful current when desired. The arrangment for effecting explosion by con- 
cussion consists of a weight held down to a seat by a spring, but not 
otherwise secured. When the case is violently struck this weight is dis- 
placed, and by its motion brings two contact pieces together, diverting the 
current from the telephone coil and directing it through an electro-magnet, 
which maintains the parts in the new position until the exploding current 
is transmitted, or tbe current is reversed, when the contact is broken by a 
spring. 
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Figs. 231, 232, and 233 show the ingenious electrical and mechanical 
apparatus by which the various operations are ejected : 

Fig. 231 represents tlie key-board at the signal-station, Fig. 232 the 
junction-box, and Fig. 233 the circuit-closer and fuse, all these views being 
one-fourth of the full size. Fig. 234 is a diagrammatic view of so much 



of the system as is contained iu Figs. 231 and 232, B being the single con- 
ductor joining the key-board to the junction-box C, and D J) the sepit- 
rate conductors from the junction-box to the individual torpedoes. iEaoh 
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of tbe wires D is coupled to ooe or other of a series of metallic cootact- 
piecea, E, arranged io a circle round the axis of a metallic pointer, F, which 
can be turned by a step-by-step motiuD, and thus brought successively into 
electrioal contact with the several contact-pieces E. The current from the 
main conductor B is first led round the coils of an electro- magnet, G, and 
then to the axis of the pointer F, from whence it passes to one of the con- 
tact-pieces E. In front of the electro-m^uet is an armature, H, which 
is attracted when a current of su6Bcient strength circulates round the elec- 
tro-maguet, and is withdrawn when tlie current ceases. From this arma- 
ture motion is transmitted to a pawl, which works into the teeth of a 
ratchet-wheel on the axis of the pointer F, so that by sending a succession 
of currents of sufScient strength through the cable, the pointer F is turned 
by a step-by-step motion, and is successively brought into electrical con- 
tact with the several contact-pieces E. 



At the key-lK)ard, Figs. 231 and 234, a is a handle of a commutator^ 
which in its rotation first connects a battery to the cable for a sufRcient 
length of time to move the index in the junetion-box from one contact- 
piece to the next, and then breaks the circuit. The motion of the index 
in the junction-box is exactly reproduced upon the dial 6, so that the oper- 
ator knows which of the torpedoes is in connection with his instrument. 

When the pointer of the dial b is brought to zero the pointer F in the 
junction-box is in electrical communication with a contact-point, which is 
coupled to all of the branch wires D, and usually the apparatus is left in 
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this condition. The current from the testing-battery at the firing-point 
then passes to earth through the resistances in all the torpedoes. If now 
any one of them be struck by a passing vessel, and its resistance-coils be 
cut out of circuit, in the way to be presentlydescribed, the sudden diminu- 
tion of resistance will be evidenced at the firing-point by the increased de- 
flection of the g;ilvanometer e. The movement of the needle effects an 
electrical connection by which a small battery is caused 
to sound a bell at c. The operator can then, if he 
please, at once fire the torpedo that has been struct, 
by moving a handle at/, and coupling up to the cable 
a batteryof greaterstrength. The currentwill divide 
itself among the fuses, according to the electrical re- 
sistances in the various circuits, and as that which 
proceeds directly to earth has much less resistance than 
the others, that alone will transmit sufficient current 
to effect ignition. In cases where there is no danger 
of injuring friendly vessels the co-operation of an 
ojwrator at the key-board may be dispensed with. 
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and the firing-battery be permanently connected (o the cable by the plug 
on the right-hand side of the bell. (Fig. 231.) 

The explosion of the torpedo leaves one conductor, D, directly con- 
nected to earth, and thus prevents the same sj'stem of simultaneous 
testing being applied Uy the remainder. To avoid this the wire D is then 
cut off from the contact E by the passage of a strong current, which either 
fuses a connection between the two, or effects the uncoupling hv means of 
an electro-ra^net. The operator can tell which of the torpedoes it is that 
has been fifed by passing the index round the circle and noticing the de- 
flection of the galvanometer at each step. For taking more accurate 
measurements of the electrical condition of the cable and fuses, a Wheat- 
stone bridge is provide<l, with a galvanometer, b (Figs. 231 and 234), and 
a small box of resistance-coils (shown behind it). 

We now come to the very ingenious circuit-closer which is inserted in 
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each torpedo auA telegrapiis to the operator at the key-board the fiict of 
the mioe having been struck. This appliance is inclosed within a water- 
^ht metallic case, not shown in Fig. 233, and is screwed iot^ the base of 
the torpedo. It contains, in addition to the fulminating-fiise, a quaotity^ 
of dry gun-cotton. Damp gun-cotton, as is well-known, can be handled 
with great safely, and cannot be exploded even by an ordinary fuse of the 
usual dimensions, but if the fulminatiug-tube be surrounded by a small 
quantity of dry gun-cotton, then ignition will he conveyed to the whole, 
and damp cotton may be employed with the advantage of greater security 
and no loss of effect. 

From the base of the apparatus there rise two pillars carryingfour dis- 
ttQct appliances ; first, an electrj-ni'jgnetic con tact- milker ; second, a tumb- 
ling weight inclosed in a case; third, a telephone; and, fourthly, at the 
top, a fuse. The current normally enters through the ba^, passes up an 
insulated wire on the side of the case containing the weight, enters the 
telephone-case on one side, and, after traversing the coils, comes out at 
the opposite side, and goes through the fuse to the body of the apparatus, 
which is the " earth." Under these conditions, the sound of the bell or 
the rolling shot can be heard in a telephone-receiver at the key-board. 
When, however, the torpedo receives a shock, a weight, which can be seen 
where the case is broken away, and which is normally held to its seat by 
a spring, is displaced, drawing up a rod upon which is mounted the arma- 
ture of the electro- magnet and a contact-piece. The effect of this is to 
put the magnet-coils into circuit and to short-circuit the telephone-coils. 
The electro- magnet attracts its armature, maintaining the contect-piece in 
its new position, and the current now flows direct to the fuse and thence 
to earth, and, if the firing-battery be in circuit, the torpedo explodes. In 
ease the collision should have been caused by a vessel whose destruction is 
not desired, the operator momentarily reverses the current by the key » 
(Fig. 234), and the armature falls away, carrying the contact-piece with 
it, and the current returns to its former course. 

The case we have been describing, viz, that of floating torpedoes, is 
evidently much more complicated than that in which the mines lie upon 
the bottom, or are buried in the sand. In such circumstances, a very 
much simpler circuit-closer would, of course, suffice, as the mines must be 
fired by observation. 

Note. — Reference is made to a more detailed description of this sys- 
tem, published February 10, 1883, in Ordnance Notes No. 244, describ- 
ing, also, McEvoy's submarine detector. Experiments were made with 
the latter at Willet's Point, N. Y., but did not prove satisfactory. The 
single-main system, depending for its success upou a modified Wh'^t- 
stoae dial-telegraph, in the junction-box, sunk under water and unap- 
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proachable, seems to me to be deficient in that certainty belonging to a 
multiple-main system, for, should the dial fail to work accurately, the 
wrong torpedo might be exploded, — D. P. H. 

PRINCIPLE ON WHICH DR. P. J. EAISER's DYNAMO-ELECTRIC TORPEDO 

AI^RM IS FOUNDED. 

(Described by himself.) 

Some time ago the idea struck me to make an iron-clad ship through 
its magnetism betray its presence above a mine both by day and night. 
Every iron-clad naturally possesses magnetic polarity which is able to 
cause a magnetic needle outside this ship U> be deflected from the position 
given to it by the earth's magnetism. This motion or change of position 
of the needle may be utilized for the interruption or making of a galvanic 
current, which, again, may be used to bring into motion at a great distance 
from the vessel a magueto-electric apparatus and to make it give an audi- 
ble or visible signal. So, if in or near a mice be placed a magnetio 
needle which answers to the above conditions, it will be possible, every 
time when an iron-clad passes over it, to mark on land the exact moment 
at which the ship is above the mine. But it entirely depends on the nature 
of the contrivance which contains the needle to secure success for the ex- 
ecution of this idea. 

The conditions which the apparatus must answer to be of practical use 
towards reaching the above end are principally the following : 

Ist. In whatever magnetic azimuth the needle of the apparatus may be 
the same force must always be required to change its position to the extent 
of a certain angle. 

2d. It must be of no consequence whatever in what direction the iron- 
clad passes over the apparatus. The needle must always at the same dis- 
tance from the vessel suflfer the same deflection, 

3d. It must be possible to put the apparatus in the water without the 
employment of any other contrivances, as diving-bells, &c. 

4th, \o matter in what way and in what position the apparatus has 
reached the bottom of the water it should be ready for use when it has got 
at rest. 

5th. The apparatus must be arranged in siieh a way as to cause a cur- 
rent to be transmitted, not interrupted, when a ship passes over it, so that 
the batteries are not working generally, and thus will not be corroded so 
s<x)n. 

6th. The closing (making) of the contacts must be certain, even when 
the disturbing magnetic power of the vessel is very slight. 

7th. When friendly vessels have made the apparatiLs speak, it must be 
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possible to put it in order agaia for future services, in the place of the ob- 
servation, without beiDg lifted. 

8th. The apparatus must be simple euougb to require do great pecun- 
iary expenses and be able to do service for years. 

These conditions may be fulfilled by a magnetic needle, which, being in 
equilibrium through the working ot the earth's magnetism and gravitation 
or some other force, keeps a current interrupted, whilst, when its equilib- 
rium is disturbed by the magnetism of some passing vessel, it is brought 
into ooDtact with a piece of metal, and so causes the current to be closed. 
It is easy to convince one's self that a m^netic needle turning as in the 
case of a rose, on a pivot in a horizontal plane, cannot fultill the three first- 
mentioned conditions. 

If the im^netic needle is altogether free it returns, after having been 
disturbed, with too little force to its m^netic meridian, and the equilib- 
rium will be too uncertain on account of the friction on the pivot. Be- 
sides, the influence of the vessel on the magnetic needle would entirely 
depend on the direction of the ship with regard to the needle. None of 
these objections can be raised when the needle is pivoted on a horizontal 
axis, so that it can move a little in a vertical plane, and is kept in a hori- 
zontal position by the influence of the earth's m^netism and a weight at- 
tached to the pivot. The axis round which the needle must be able to 
perform short vibrations may be suspended in rings of Cardanus, so that it 
must always remain horizontal, no matter in what position the box con- 
taining the apparatus reaches the bottom of the water. If the weight is 
placed in such a way that the needle, being at rest,adopt8a horizontal po- 
sition, it will remain so for all the azimuths of its axis. In order to be- 
come convinced of this truth, resolve the force which the earth's magnet- 
ism exercises on one of the points of the needle, in three directions, viz : 

1st. A direction parallel to the horizontal axis of the needle. 

2d. A direction falling together with that of the horizontal needle, and 
so perpendicular to the axis; and 

3d. The vertical line going through the point of the needle. 

These three resolutions of the force areperpendicular to eachother. The 
first two are entirely neutralized by the axis, and the third marks the force 
with which the earth's magnetism tries to make the horizontal needle move 
round its axis, i. e., in a vertical plane. If the direction and force of the 
earth's magnetism be represented by a straight line, the three resolutions 
before mentioned are the projections of this line on the three adopted di- 
rections. So the resolution in the direction of the vertical line, i. e., the 
force with which the earth's magnetism tries to disturb the equilibrium of 
the horizontal needle, is equal to that magnetism multiplied by the sine of 
the angle, which is called the dip or inclination. This holds good for all 
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the azimuths in which the axis, and, therefore, also the needle, can be 
brought. The working of the earth on the vertical motiou of the needle 
is the same for all azimuths, and if the needle is once horizontal, it will 
continue to be so in all azimuths. 

The same way of reasoning may be followed to show that the force with 
which a passing vessel tries to raise one or the other point of the needle 
is entirely independent of the magnetic azimuth of the needle and of that 
in which the ship is placed with regard to the needle. 

If the needle is in equilibrium in a horizontal position by the combined 
working of the weight and the earth's magnetism either one or the other 
of its ends will be raised by a passing vessel according as one or the other 
pole of the vessel approaches the needle first. If a metallic plate be placed 
above each end of the needle in such a manner that the needle in its posi- 
tion of equilibrium touches neither of them, but must touch one of them 
when byapassing vessel one orthe other point of the needle is raised, each 
of these contacts may close the same current, and this current will then 
betray the presence of a vessel above the needle to an elctro-magnetic ap- 
paratus placed on land at a distance taken at liberty. Of course hoops and 
weights should be applied by which, in the position of equilibrium, the 
plates are kept at a proper distance from the needle in whatever manner 
the apparatus comes down on the bottom of tlie water. 

According as the weight under the needle is heavier it will the easier 
surmount the friction on the axis and make the needle return more accu- 
rately to its former position of equilibrium, but to the same degree a ves- 
sel will require greater magnetic force to press the needle against one of 
the metallic plates. It may be asked whether this force, in a fairly deep 
water, would be generally sufficient to make the contacts of the metals so 
close as to cause a galvanic current of some strength to be made. I should 
not undertake to answer this question in the affirmative if I had not found 
a means to produce a close contact when the metals only slightly touch 
one another. 

It is not possible altogether to save the metals by the contact of which 
a current must be transmitted from being tarnished or covered with im- 
pure substances, so the metals must be pressed against one another with a 
certain amount of force to allow of a free passage for the current. When 
there is a slight contact a very weak current is transmitted, though it may 
be too weak to betray itself to a common galvanometer. Above the ends 
of the magnetic needle I have placed small solenoids, through which that 
weak current is to flow, in such a way that when working on the needle 
this is pressed with great force against the metal. The consequence is 
that a stronger current must flow along the coils, which in its turn presses 
the needle with the greater force against the metal still. 

In this way the contact and the current work to strengthen one another 
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mutually, and a very slight touching of the metals ia changed into a very 
close contact. 

Afi (he coutact may occur at either end of the needle eacli end is fur- 
nished with a Bolenoid. 

Togetiier with this explanation of the principle on which the apparatus 
is founded the accompanying drawings will suffice to convey a clear notion 
of the way in which the instrument has been contrived. 

P. J. KAISER. 

HKPORT OP THE EXPERIMENTS WITH DR. P. J. KAISER's MAQNETO- 
GAI.VANIC TORPEDO ALARM, MADE BY THE TORPEDO SUBCOMMITTEE 
IS THE SUMMER OF 1873. 

Permission having been obtained in March to purchase the solenoids re- 
quired for the first experiments the subcommittee conferred with Mr. Kaiser 
concerning the fabrication of these instruments. The instrument-maker, 
Boosman, at Amsterdam, who had been chained with their fabrication, could 
not have them done before May 12. 

In order to have everything ready by that time for the commencement 
of tlie experiments H. M. gunboat No. 7, belonging to the material of the 
marine torpedo service, was sent from Amsterdam to Willemsoord, with 
two officers and part of the inferiors of that service for making the necessary 
preparations off der Helder and the coast of Texel. The members of the 
subcommittee belonging t« the navy had previously examined the position 
Helder-Texel at Helder, as to which battery, with respect to the position 
of the torpedoes, would be the most suitable for firing heavy cannon ; at 
Tesel, as to which would be the most favorable place for making experi- 
ments. 

On !y the " Wierhoofd " battery, the East battery, an<l the battery " Kaap- 
hoolll " could be taken into account for the firing experiments, as no others 
were armed with cannons of 24 centimeters. After having considered the 
adviiutn^es and disadvantages attached to these batteries, the East battery 
wa^ i'lS'jd upon for the experiments. At Texel, the sea to the north of 
Oude-Schild harbor was thought finest. 

Tlie detachments of the land and marine torpedo services arrived at 
Nieuwediep on the 1st and the 2d of May. 

All the operations in connection with the experiments have been super- 
intended by the temporary head of the marine torpedo service, who could 
dis[KKse of the two detachments. 

On the 13th of May all preparatory arrangements had been made, the 
ground aiid the water near the East battery had been examined and ehancd 
as far as necessary, tlie station for the observations had been erected, the 
cables had been got ready, and the buoys had been laid. The alarms, 
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with everything else belonging to them, arrived at Nieuwediep on that 
day, and the next day Mr, Kaiser commenced placing these instruments 
in their proper position for betraying (detecting?) a monitor in 7 meters 
of water. This position had been ascertained in 1871 by experiments on 
the Y with H. M. monitor Cerberus and some alarms. {VUle pp. 34, 35 
of the Torpedo Annual Report, I8T1. of the then Captain Lientenant 
(R. D. N.) van de Velde, contained in the loth volnme of " Navy Intel- 
ligence.") In order to be able to reproduce this position at any time, 
Mr, Kaiser had determined the greate.st distance at which an alarm, that 
in the above-mentioned position had betrayed the monitor at a favorable 
moment, could be made to speak by one of the pules of a magnetic bar, 
the force of which was known and had been now and then controlled. 

The simple contrivance by means of which he determines this distance 
is called a comparator. In order properly to betray H, M. monitor Cer- 
berus in 7 meters of water it was ascertained that the distance between the 
center of the globe in which the alarm is contained and the north or south 
pole of the magnetic bar of the comparator would have to be somewhere 
about 32 centimeters. 

Besides, for the second firing experiment on the 30th of May and for 
the last crossing experiments, from the 8th till the 1 1th of October, experi- 
ments were made continually during last summer with alarms, whose de- 
gree of sensibility was indicated by the above-mentioned number, when 
they were regulated quite satisfactorily. 

For practical use, however, it was Mr. Kaiser's opinion that for betray- 
ing a monitor in ± 7 meters of water this number is reached to within 5 
centimeters. The placing itself, the regulating of the distances between 
the contacts of the apparatus, should not be done in a hurry. It takes up 
rather much time, as an alarm, when its exact sensibility is to be found; 
must stand still for a quarter of an hour at least after each observation 
before we can be sure that the apparatus is at rest. It is impossible to 
place it delicately with very great correctness unless the apparatus can 
come to a perfect stand-still for several hours rnuning after each change 
in the distance of the contacts; if this does not take place, we get at re- 
sults which make the instruments seem more sensible than they really are. 

Two days were re<)uired for putting the six alarms in their position, or 
rather in their exact position, for Mr. Kaiser had already got his apparatus 
nearly ready by fixing thedistances bet ween the contacts somewhat at a guess, 
of course by making use of results obljiined before. It was then found out 
that the construction of some of the minor parts of the alarms was not 
right in every respect. It frequently occurred that Mr. Kaiser thought he 
was placing one of the alarms more delicately when the reverse was shown 
by his further exiamioations witL the comparator, or, again, that after alter- 
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ing the position of some instrument no change in its sensibility was noticed. 
A difference of 2 centimeters and more was sometimes noted, when two 
observations were made for fixing the distance at which an alarm spoke 
near one of the poles of the comparator, when no change whatever had 
taken place with the instrument. To some extent, pinching of some of 
the minor parts of the instrnment and thickening of the oil may have been 
the cause of this, but it may also have been owing to the rather unsuitable 
place in which the alarms had been put up (a wood-shed on the yard, which 
was rather dusty, may have occasioned it). Some of the alarms had to be 
readjusted three and four times before their sensibility was sufficiently 
regulated, No. 5 even five times. 

The subcommittee, as well as Mr. Kaiser, thinks it very likely that these 
little defects in the apparatus will to a great extent be remedied by making 
solid those parts which were detached before, and by a better, more accurate 
construction of the composing parts. 

The 16th of May the six copper* mines with alarms were ready to be 
laid down in Helsdeur for ascertaining whether the firing of some shots 
from a heavy cannon placed on the bank of some water would have a 
material influence on the alarms lying not far off on the bottom of that 
water. The positions which the alarms had then are stated in Table A, 
subjoined to this report. 

The solenoids destined to produce the magnetism required for examin- 
ing the condition of the alarms, and thus replacing the actual crossing of 
a vessel, were inclosed in copper kettles, the top side of which touched and 
was fixed to the lower half globe of the alarm. 

When tlie alarm was placed in the mine and screwed on to its interior 
wall, the bottom side of the kettle was still about 1 centimeter away from 
the bottom of the mine. 

In the laying of the mines we were not very successful, for it took eight 
days, partly on account of the want of practice of the men and the not _ 
80 very fevorable weather, partly because we were obliged to lift the mine 
with alarm I^o. 2 a few dilya after its having been put in its place, for in 
the first twenty-four hours it refused to work, when its cable was connected 
with the alarm-battery and its solenoid received the current from the bob- 
bin-battery. Then it began to speak without the application of its bobbin, 
and continued doing so. Consequently a contact had been caused within 
the apparatus. After having been lifted out of the water and put on land 
for examination it worked properly. On opening the globe of the alarm, 
nothing particular was seen in the apparatus. It was then replaced in the 
water, and after that remained in good condition. 

*It nae Mr. Kaiser's ntsli that tbe ^ifTerRQce between copper and bra»> sboDld not 
be obserred in tbe trannlalion, as it would Buffioientl,T appeal from the coutezt which 
of the two is itipant.— Transl, 
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On wioding up the last oue of the cables lying in the water, the one for 
the bobbin of niioe No. 2, on the 20th of May, this cable, by the strong 
current, pulled the kedge oEF the buoy at which the long-boat lay that had 
been used for the operations, so the kedge of the long-boat had to be let 
down for awhile. On its being lifted, a small anchor of it 70 kilograms, 
ol<l and half corroded, was .pulled up. In the opinion of the subcom- 
mittee it is not impossible that this anchor was the cause of the contacts of 
alarm No. 2 being constantly closed from the 19th of May up to the day 
when its mine was lifted and placed anew. 

Alarm No. 1 repeatedly spoke without a galvanic current passing 
through its coil. This was always the case with a violent wind or a strong 
current, and it was at rest during a calm or the turning of the tides. As 
this alarm was placed very close to the shore in shallow water, it was as- 
cribed to the current as well as to the often violent beating of the waves 
that the contacts of this apparatus were repeatedly closed. 

The working of the solenoids was greatly variable. At first they were 
used with a battery consisting of 16 elements of Leclauch^, connected in 
series. A great many times it could not transmit a sutHciently strong cur- 
rent to a bobbin for making the corresponding alarm speak. A few times, 
however, all the alarms were got to speak at a time by sending a current 
from the bobbin -battery into all the bobbins. Afterwards the bobbins 
were mostly used with a series of 32 elements of Leclaneh^ connected to- 
gether, and as a rule they worked properly. And even then it occurred 
a few times that an alarm spoke, not when the current which was to pass 
through the coils of the bobbin or helix was made, but when it was sud- 
denly interrupted, the work then being done by means of the stronger 
extra-current.* 

On the 24th, the six mines, with alarms Ut be employed for the exper- 
iments, lay in the water. (The seventh alarm, No. 6, could not be used, 
because Mr. Kaiser had to make a slight alteration which the others had 
undergone already.) Cables, mines, alarms, bobbins, &c., were all in 
proper order as far as this could be judged of. 

The upper left-hand figure on plate opposite shows the position of the 
mines and buoys, and the places where the torpedo station, the bearing in- 
strument, and the cannons to be fired with, were put up. 

The way in which the mines were laid down in their places, fixed upon 
beforehand, was similar to that in which it was done at the time of the 
experiments on the Y by the marine torpedo service. A long-boat was 
listened between four hawsers in such a way that a flag-staff with flag 
being kept exactly above the center of the mine, hanging underneath the . 

'By extra-ourreDt I mean the cDireot nliioh is inctnced wbeo the raain ourceot U 
Buddeoly tnterrapted.— Tbakbl. 
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hoist* of the long-boat, came precisely in a direction marked by two 
beacons erected fomewhere in line A A' from B, where a bearing 
iDstrument was placed successively on tlie angles A B I, A B II, &c., 
measured beforehand. Signals were sent by means of three flags, whether 
the vessel was to bear in with or off the shore, or lay in a proi>er direc- 
tion. 

On the 26tli of May, the day fixed for the flrst firing experimente, all 
the alarms were once more tried and found in the best order, a few mo- 
ments betbre the firing of the cannons commenced. The battery for the 
helices was then interrupted; all the alarms were then in electric connec- 
tion with the alarm-battery and with their galvanometers. After this 
there was first fired from the East battery a shot without ball, from a 
cannon of 22 centimeters; then a shot with a cartridge and the chai^ of 
24 kilograms from a cannon of 24 centimeters, and finally, two simulta- 
neous shots with ball from two cannons of 24 centimeters, with charge and 
projectile as before. 

The vibrations caased by tliis firing had no notable influence on the 
alarms. The needles of their galvanometers, placed on land, remained 
at rest. Every time, directly after a shot had been fired, the helices were 
applied, when the alarms were found to work just as well as before the 
experiments. 

So it was proved, that if for betraying a monitor in ± 7 meters of water 
an alarm be placed in the water at a depth of 3,7 meters (low tide), at a 
distance of about 15 meters from the shore, and 59 meters from the muz- 
zle of a 24-centimeter rifled gun, this alarm is not disturbed by a shot 
with ball and heavy charge from that cannon, nor yet by the simultane- 
ous firing of this cannon and a second one placed in its neighborhood. 

By this gratifying result the subcommittee thought itself justified in 
making another experiment, and in making attempts, which might possi- 
bly lead t« a solution of the question by firing a heavy cannon over a 
couple of alarms placed as delicately as possible close to the shore. 

The mines with the alarms Nos. 5 and 7, which had been laid in the 
water last, were lifted that very day, and Mr. Kaiser set at once about 
giving them a greater sensibility. For this purpose the two instruments 
had to undergo a slight alteration, which caused a great loss of time, so 
that it took up two entire days to get them ready. After every change 
they had to stand still for hours hither, before it was thought certain 
that they w'.uld really remain motionless. The least shake of the deal 
floor in the marine barracks in which the alarms were placed was suffi- 
cient to make the contact in the apparatus. Not until they had got at 
perfect rest in this room, from the evening of the 28th to the morning of 
* Hoist (T). Beam standing out ac the bow of a Uiip, snd famished with a pnlle; 
to raise weights, &c,— Trahsl. 
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the 29th of May, did Mr. Kaieer succeed in determining their sensibility. 
(FtdeTableA.) 

Both alarms were tried and found to be in good condition before being 
laid in the water ; tliis done, No. 7 was upon examination found to work 
properly ; of No. 5 the contacts were closed so it could not be used. Ac- 
cording to Mr. Kaiser, the position of No. 5 was such as to render it prac- 
tically useless on account of its very great sensibility, even if it had worked 
satisfactorily. No. 7 he had made sensitive to the liighest degree he could 
reach with the apparatus as they were then constructed. 

In the afternoon of the 30th May, the mines with alarms Nos. 1 and 4 
were placed, in which apparatus nothing had been changed regarding their 
position on the 16th of May; No. 1 was set down upon the Helder sea-dike 
at 60 meters distance from the 24-centimeter cannon which was to be fired 
with, the other one below that dike at 42 meters distance from this. 

These alarms having been tested and found in good order like No. 7, 
and then connected with the alarm battery and their galvanometers, a 
shot with ball and heavy chaise of 24 kilograms was fired from the 24- 
centimeter cannon. None of the galvanometers of the alarms got into 
motion. When immediately afterwards a current was sent through the 
solenoids, all the alarms worked as before the experiment. 

The subcommittee had uo hesitation in concluding from this experi- 
ment that the firing of heavy cannon placed upon the bank of a water 
does not make Dr. Kaiser's alarms useless for a time. 

So the examination of this part of the programme was considered to be 
finished. During the further proceedings some alterations have been made 
in the alarms, e,. g., stronger magnetic needles have been introduced, after 
which alarms, arranged to betray monitors in ± 7 meters water, were not 
only quiet within a few minutes after changing their places or positions, 
but, whilst standing on the ground, they could suffer a rather. strong push 
without beginning to speak. 

In the b^inning of June, the instruments, &c., lying in the water were 
lifted and put away ; the station on the Helder sea-dike was removed ; tuns, 
buoys, and beacons were taken away ; the cables were examined, and, as 
farasnecessary, repaired, and, on the 9th and lOthof June,the men and the 
materials appointed for the experiments were sent off to Oude Schild. 

Already in the latter half of April the water io the neighborhood of the 
harbor of this place had been examined so a line could be adopted imme- 
diately in which the mines should be laid for the execution of the second 
part of the programme, to examine to what extent alarms sufier a disturb- 
ing influence from a springing mine (i. e., a mine which could be fired) in 
their neighborhood. (For the phices of the buoys, beacons, stations, &c,, 
see upper right-hand figure on plate opposite page 253.( 
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To save trouble the mines we^e placed in a directioo Dearly perpeudicu- 
IftT to the coast-liDe, the depth being of less moment, as the coils were going 
to be applied. The principal thing to be taken oare of was that the iron 
sleeping mine* should lie in about 6 or 7 meters depth of water, and that 
the differences between the other mines should not be too great. 

On tlie 11th Mr. Kaiser had eorae to Texel and commenced cleaning 
the instruments, which, for this pur|K)se, had been brought to a room in 
the Oude-Schaus, Tliis had proved to be necessary, as a little fine sand 
had got into all the apparatus when they were placed on the 14th and 1 5th 
of May. He put the alarms in their position the next day, after which 
the alarm mines, being altogether ready, could be tested by means of so- 
lenoids. All the alarms were found to be in the beat order. On the 13th 
of June we commenced putting the mines with alarms in the water after 
having examined them once more on land, in the same way it had been 
done on the previous day. 

Alarm No, 3 proved to be useless, its contacts constantly remaining closed, 
so it was discarded. The other ones workedall right. In the mean time 
it had also been tried whether parts of a telegraphic cable with iron wire 
wound round it exercised any material influence on the alarms if brought 
within a short distance of the mines. A piece of cable, 18.8 meters long, 
covered with iron wire, and wound in coils of 0,5 meter diameter, was 
found to make all the alarms, except No. 7, speak when it was brought 
close to that wall of the mine which was nearest to the alarm. 

Pieces of cable covered with iron wire have beeu used for the first spring- 
ing experiments and the Helsdeur experiments only. 

In order to be safe from any possible disturbing influence of those pieces 
of cable on the alarms, other pieces, covered with a brass band, were em- 
ployed for the mines, which lay in the water during the second springing 
(firing) experiments. As these pieces of cable did not answer well (they 
were too weak, the brass band soon snapping off in several places and then 
cutting through the insulation), they were marlined for all further experi- 
ments. 

The paying out of the mines was done with brass chains for the first 
experiments; afterwards, when the bottom sides of the mines had to touch 
the bottom of the water, hempen ropes were employed. The spare ropes f 
were also made of hemp, so there was no iron in the proximity of the 
mines. 

In connection with the springing experiments to be made, it was also 
ascertained in which case an alarm, disturbed by a more or less strong 

■By a ileeping'mine I meaa to say a mine which llee ou the bottom of the water 
in contradietinotion ftom a raine only just BBbmerged id the water. — Traksi.. 
t Spare rope : Bopa fastened to the mines and nsed in oaae the main rope sliould 
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motion, would continue longer in motion, when the galvanic current is 
closed and interrupted very frequently and with intervals, or when be- 
tween two ohservations ten or twenty seconds are allowed to elapse. It 
was found to make no difference either way, so it was resolved upon- that, 
immediately after the betraying of the apparatus in consequence of the 
springing of a sleeping mine, the current should be interrupted and that 
the condition of the alarms brought into motion should be looked after 
with short intervals. All else being the same, it was, of course, in this 
way possible to determine with greater precision when an alarm which 
had been useless for a time could do service again. 

On the 16th all the mines lay in the water ready for the experiments. 
During the time the alarms for this first springing experiment were lying 
on the bottom of this water, a phenomenon was distinctly marked for the 
first time, to which we shall afterwards have to refer very frequently. 

Alarms had been examined and found in good order before their being 
laid in the water, as also after this; that is to say, when the galvanic cur- 
rent passed through their coils; when afterwards experiments were made 
with them, when iron-clads crossed them, they were, after lying in the 
water for a shorter or longer time, found to be speaking, without the in- 
fluence of those coils or of the iron-elads; after having continued in this 
state for a few seconds, minutes, hours, days even, they got into proper 
order ^ain ; sooner or later they repeated the same thing or they remained 
all right for the rest of the time of their lying in the water. The sub- 
committee called this pheni)menon untimely speaking or untimely be- 
traying. 

Except No. 6, which was not used for all the experiments, all the alarms 
have spoken untimely. As in the course of the experiments this phe- 
nomenon was noticed several times, we give a survey of these observa- 
tions in Table E, subjoined to this report. It also contains what happened 
in Helsdeur with the alarms Nos. 1 and 2 with respect to their being 
useless for a time. 

On the 19th of June the subcommittee met at Oude-Schild to make 
the springing experiment. The alarm mines and the iron mine were sit- 
uated, as shown on plate opposite page 253. 

As the alarms Nos. 2 and 3 were not fit to be used, we were obliged, to 
some extent, to deviate from the programme of our experiments. The 
original plan was to ascertain, also, whether the duration of the vibrations, 
caused by the springing of a sleeping mine, could be influenced by various 
depths of the alarms placed equidistant from this mine. This part of 
the experiments was abandoned, as there was only a mine at a distance of 
25 and 45 meters, as also at 10 and at 70 meters' distance. However, 
the number of mines was then thought sufficient for finding out to what 
extent the time during which alarm mines are useless is influenced by 
6355 BLEC 17 
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their longer or shorter distance from a springing sleeping mine of a gun- 
powder charge of 100 kilograms, so the subcommittee resolved to make 
the experiment without making any further change in the position of the 
mines. About 5 minutes before the springing of the sleeping mine all 
the alarms which were lying in the water were found in order except 
No. 2 (No, 3 had not been laid). The needles of their galvanometers 
were deflected when for the alarms, which were electrically connected 
with the alarm battery, the current in their solenoids was made. 

The springing of the sleeping mine of 100 kilograms gunpowder, which 
lay at a depth of 6.2 meters in the water, and threw up a column of water 
amounting in height to 36.5 meters, had the following effect on the alarms ; 
No. 1, 67 meters distant from the sleeping mine, renmined useless for 
nearly one minute, as the needle of its galvanometer after having been 
quiet for some few seconds after the explosion, was deflected for ± 45 
seconds every time, when the current of the alarm-battery was made again, 
after having been interrupted. This alarm was then again tried by means 
of its bobbin, and proved to be just as fit for use as before the springing 
of the iron mine. 

The alarms Nos. 4, 5, and 7, which were lying at a distance of 10, 25, 
and 45 meters respectively from the springing mine, had become altogether 
unfit for use. No. 2, which lay at the same distance from the sleeping 
mine as No. 7, and whose contacts were closed already before the experi- 
ment, proved to be in proper order on being tried on shore away from out 
of its mine. It could not be ascertained what was the cause of ita contacts 
being closed for the greater part of the time it had been lying in the wat«r 
for that experiment. 

Of No. 4, 5, and 7 the apparatus were found on the bottoms of the alarm- 
globes. After examining their mines, it was thought most probable that 
the bobbins had been the immediate cause of the three last-named alarms 
having become unfit for use in this way. 

When the sleeping mine was sprung, the bottoms and lids of the nearest 
alarms were crushed (the bottom of No. 4, 44 millimeters). 

As the bottoms of the kettles of the solenoids, as has been mentioned 
already, were originally but 10 millimeters apart from the bottoms of the 
mines, the subcommittee thought at that moment, that the alarm had got 
into disorder by the shock arising from the striking t<^ther of the kettles 
of the solenoids and the alarm-globes attached tothefli (the impressions of 
the kettles on the bottom were quite distinct). After the next springing 
experiment, however, for which no solenoids were used, two more appa- 
ratus were found lying on the bottom of their alarm-globes. So it seems 
that the solenoids had not exclusively caused this disorder. 

Alarm No. 3, which had not been in the water, was also examined. The 
contacts in this apparatus were very close together. It even seemed to the 
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subcomiuittee that they were made. Dr. Kaiser told them that especially 
the needle of this alarm was very little magnetized, for which reason 
the contacts had to come very close together for the regulation of the ap- 
paratus. 

He thought he should be able to show in a perfectly quiet place that 
the contracts were not closed. But in consequence of what had hap- 
pened to this alarm, he had the intention to furnish all the apparatus with 
stronger magnetic needles. The subcommittee resolved to repeat the ex- 
periment without using solenoids in the mines, and permission was asked 
to employ one of the turret-ships lying at Nieuwediep for testing the 
alarms a moment before and after the springing of the sleeping mine. 

No other position being known than the one repeatedly given to the 
alarms to betray H. M. monitor Cerberus in ± 7 meters' depth, it was 
thought that alarms of the same degree of sensibility lying at a depth of 
7 and 8 metere would also speak when crossed over by a turret-ship. As 
these depths were not to be found over the length of about 120 meters 
which was required in a direction perpendicular or nearly perpendicular 
to the shore, another torpedo line had to be looked for. , 

The new space for the experiments was about 800 meters to the north- 
east of the former, and at a depth of 7.8 meters there was found a hard 
sandy ground and a line of sufficient length. 

The sea-dike of Oude-Schild, south of the harbor, was convenient to 
place two beacons furnished with flags, which marked the direction for 
the torpedo to be laid in. The necessary buoys were placed in the water 
for the steamboat to be fastened to them, which was to put out the mines 
and point out the course of the tnrret-ship destined to cross the mines ; 
and that part of the water in which the vessel was to move about for the 
experiments was sounded and charted. The southern torpedo station 
was also erected 800 meters further north, so that the mines could be 
placed more accurately and the cables could be taken shorter. The 
northern station kept its position ; they were in telegraphic communica- 
tion with each other. (See lower plate opposite page 263.) 

In the mean time the alarms were, according to Dr. Kaiser's instruc- 
tions, repaired and cleaned by the instrument-maker, Boosnian, and at 
the same time these apparatus underwent some changes. 

As the construction of the alarms must be kept a secret, these changes 
cannot be taken down in this report. It should be mentioned in this place 
that Mr. Kaiser had executed his above-mentioued plan of furnishing the 
apparatus with stronger magnetic needles and that these modifications, ac- 
cording to the opinion of the subcommittee, could make no diflFerence to 
the results already got at with the firing of heavy cannon. 

On the 16th of June the alarms reached Oude-Schild again. The same 
day Mr. Kaiser finished placing the apparatus in the globes (they had 
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been sent from Leiden in a box purposely made for them) and verifying 
the position he had given to the apparatus at Leiden. ( Vide Table A.) 

The relatively great difference between the positions of alarm No. 3 at 
Leiden and at Texel induced Mr. Kaiser to open and examine this appa- 
ratus. A slight defect he noticed in it was soon remedied without any fifr- 
ther changes in the apparatus. It was then again placed in the globe and 
onee more put in its position. ( Vide Table A.) 

With respect to No. 5, too, the difference between the positions at the 
two places was rather considerable. (See the same table.) So it was left 
at rest for more than half an hour after the observation, when its position 
was once more examined and now found to be about the same as at Leiden. 
When afterwards the alarm-^lobe, which was with its neck in a vertical 
direction, was turneti round 180° in the horizontal plane the rim was in, 
the same position was at last obtained as at Oude-Schild after the first ob- 
servation. It was Mr, Kaiser's optniou that the slight difference noticed 
in the sensibility of the other apparatus at Leiden and at Texel were ow- 
ing to the fact that at Oude-Schild the control could not take place with 
sufficient accuracy. It was a wooden floor on which the apparatus stood 
and it shook considerably when the controllers walked about, whereas at 
Leiden they had lieen standing for the same purpose in the marble hall of 
the astronomical observatory. 

On the 17th the mines were filled up and got ready in the ordinary way. 
The connection ofthe alarm-globe with the interior wall* of the mine, how- 
ever, had been modified. Until no^ it had been done simply by means 
ofthe five long screw-bolts, which at the same time served to join the two 
half spheres of the ahirm-ghibe. In order to diminish the vibrations, 
two vulcanized (caoutchouc) plates of 1 centimeter thickness were now 
placed between the interior wall and the rim of the bottom half-globe, just 
where those screw-bolts were passed through ; in the same way one caout- 
chouc plate with a brass plate f on it, was placed between the rim of the 
top half-globe and the nuts of the screw-bolts. Besides, a separate metal- 
lic junction of the alarm-globe and the wall of the mine was provided for. 

The mines with alarm now being ready for use, they were tested and 
found to be in proper order. As we could not make use of the solenoids 
now, this was done by means of a magnetic bar, which was held against 
or at a short distance from that part of the side-wall of a mine which 
was nearest to the alarm, after having first electrically connected this ap- 
paratus with a galvanometer of a galvanic battery. 

On the 17th, 18th, and 19th of July only one mine could be put in the 
water, on account of the rather nnfevorable weather, but on the 2l8t the 
other five followed. 
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M'hilst the alarms were lying in the water for these experiments, a 
couple of apparatus were again caught speaking untimely. (See Table E.) 

H. M. turret-ahip Bufiet having, on the 29th, crossed the miues several 
times and made all the alarms speak repeatedly, it was resolved that this 
vessel should again pass over the mines for the experiments on the 30th, 
in order to be certain that everything was in oi-der. No. 2 was not made 
to speak until after being crossed a couple of times, and, after two more 
vain efforts. No. 7 followed. Then, also, did No. 5 speak, which would 
not become quiet again afterwards. After having waited about a (jiiarter 
of an hour for the last-mentioned alarm, we agreed to spring the sleeping 
mine, as the water wa.s rising and a higher column of wafer above the 
mine was thought to \>e desirable. 

The alarms were electrically coDoected with the alarm-battery and their 
galvanometers, aud the red flag, the signal lor the commencemeDt of the 
experiment, was raised, when all of a sudden alarm No. 3 began to speak, 
though it had been silent ever since twenty minutes, when the Buffet had 
crossed it for the last time. At this moment the vessel was ± 560 meters 
away from No. 3. Having waited some minutes for it to l)econiG quiet, 
the sleeping mine was sprung, which now, ou account of the tide coming in 
(half-tide), lay at a depth of 8 5 meters (the galvanometers of Nos. Sand 5 
still deflecting). Theheight of the water-column thrown upby it amounted 
to ± 14 meters. The springing of the sleeping-mine with 100 kilo- 
grams gunpowder had the following effect on the alarms : No. 6, which 
lay at 12 meters, and No. 5, at 15 meters from the sleeping-mine (of the 
latter the contacts were already closed before the experiment), had become 
alt<^ther unfit for use ; No. 7, at 20 meters distance, remained useless for 
3 minutes 54 seconds ; No. 4, at 32 meters, remained useless for 5 minutes 
24 seconds. Of No. 3, at a distance of 44 meters, the contacts were al- 
ready made before the experiment. About 30 seconds after the springing 
of the mine, it was tit for use again. So itseemed that it had needed this 
powerful remedy to get into proper order again. No. 2, at a distance of 
71 meters, was useless for 30 seconds, at the most, as also No. 1, which 
lay at 100 meters distance. 

When, about a quarter of an hour after the springing of the mine, the 
Buffet again passed over the alarm-mines a few times, Nos. 1, 2, 3, 4, and 
7 worked as well as before the experiment. 

The mines and alarms then being taken out of the water, they were 
examined, and the lids aud bottoms of mines Nos. 6 and 5 were found to 
be considerably bent, the lid of No. 6, 59 millimeters, and its bottom 52 
millimeters, the lid of No. 5, 90 and its bottom 65 millimeters (of the 
latter, however, 16 and 4 millimeters were owing to the-preceding experi- 
ment). For the rest, these mines had remmned in good order ; their in- 
sides proved to be perfectly dry. Their apparatus were found on the bot- 
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torn of the alarm-globes, some parts of these iDstniments bemg deranged, 
heiit, or broken. 

Nothing particular was to be noticed ia the- other mioes and alarms, 
except that the bottoms and lids of mines, Nos. 7, 4, and 3 were a little 
bent, and that No. 4 had considerably changed in sensibility. 

The positions of the alarms after this springing experiment have been 
taken down in Table A. 

Mr. Kaiser thought he oould prevent apparatus becoming unfit for use, 
the mines of which lay at 10 and 15 meters from a springing mine, by 
making certain parts of the apparatus stronger, and the subcommittee 
expected a good result from this, considering the way in which the alarms 
had become useless. Then already did the subcommittee find one draw- 
back in the use of Dr. Kaiser's alarm, viz, that some of the apparatus 
spoke untimely, Mr. Kaiser ascribed it to the influences of the tide-cur- 
rent on the mines, which, as they had been lying then with the axis of 
their cylinder in a horizontal direction, could Ije moved by a weak force, 
and he believed it could be remedied by placing the mines on their bot- 
toms. He also believed that in this way the time of the vibrations during 
the springing of a neighboring mine would be diminished. 

The subcommittee resolved to have some of the apparatus altered after 
the directions of Dr. Kaiser {to wit, those four which were going to be 
laid nearest to the sleeping mine), and to repeat the experiment, as much 
as possible in the same way, only the mines were to rest with their bot- 
toms on the bottom of the water. In order to be quite safe from any 
possible magnetic influence of fragments from the mine, sprung before, 
the alarm-mine to be laid nearest to the spot, where this had taken place, 
would be kept 100 meters away from it. 

The time of delay caused by the repair and alteration of four apparatus 
was used to put down the other three alarms contained in their mines, in 
that part of the water which was set apart for the new springing experi- 
ment, in order to ascertain whether the alarms really did not speak be- 
fore their time, when the mines stood on their bottoms. 

In order to be able to place the mines with their bottoms on the bottom 
of the water, a bar was firmly fixed round the side wall of each mine, just 
a little below the rim on which the lid was fastened. Two long loops, 
opposite to each other, were bent over the edge of the lid (where they were 
furnished with leather to prevent fretting) so that they could just touch 
each other about the middle of the lid. The rope required for the sinking 
of the mine was then passed through the loops, so that the mine came in 
a horizontal position under the hoist of (he boat. 

The mines with alarm No. 2 and 7 have been lying in the water from 
the 2d to the 1 5th of August. They were daily tested (between 8 a. m. and 
6 p. m.) at every half-tide — it being supposed that then the current was 
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strongest — aod during still water No, 7 was found speaking untimely once; 
tlie otiier two several times. (See Table E.) For the observations of these 
days, as also for other experiments, these alarms were all through the day 
and night time in electrical connection with the alarm-battery, as long as 
they were iii proper order. In this way they could, so to say, be caught 
speaking untimely, as the contacts being once closed continued in this state, 
with a sufficiently strong galvanic battery, until the current was interrupted- 

If at any time of the day it was thought necessary that the contacts o£ 
some alarm should be made, as the magnet of its galvanometer, which stood 
on land, was in an undeflected position, the current was interrupted and 
a moment after made again. Very often the alarm was then found in proper 
order. 

If this was not the caise; the galvanometer being deflected again, the cur- 
rent was once more interrupted and closed again a few minutes afterwards. 
Did the alarm still continue speaking untimely, it was kept out of the cir- 
cuit till the observation of three hours later, or, if it was in the evening, 
till the first one of the nest day, and not tested until then. It was not 
connected again to the alarm-battery before it proved to be in proper order, 

A few times the exact moment has been known at which an alarm began 
speaking untimely, e. g., the 17th of June, when, whilst the observers were 
present in the station, and the alarms were electrically connected to the 
alarm-battery, the galvanometer of No. 4 was suddenly deflected, and the 
30th of July, when Nos. 5 and 3 became useless. During each of these 
three observations the current passed through the water. 

It has not been observed that an alarm began to speak during still wafer ; 
alarms, speaking untimely, however, were noticed to continue doing so at 
the surface during still water. With respect to this some observations may 
be found in Table E. 

When the alarm-mines were lifted, the heads of the rivets in the bottom 
of every mine were noticed to be rather bright ; from this circumstance we 
concluded that the mines had been standing in the water on their bottoms, 
more so, as the paint, with which the side walls had been covered the day 
before, was not in the least damaged. 

The examination of the alarms after the mines had been lifted did not 
give rise to any particular observations ; all of them worked satisfactorily. 
Now, also, Mr. Kaiser adhered to this conclusion drawn before, that sub- 
marine currents or other externa! influences on the bodies of the mines 
must be the cause of the untimely speaking. He did not think it possible 
that the cause had to be looked for in the apparatus themselves, as on land 
nothing of the sort ever happened during all the weeks and months he 
examined them, though at that time already it had been observed that 
alarms continued speaking also at the turning of the tides, the subcom- 
mittee had no sufficient foundation for absolutely opposing Dr. Kaiser's 
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opinioD, and they could in no other way account for the untimely betray- 
ing. 

The 18th of August Mr. Kaiser came to Texel to place the four appa- 
ratus which had been modified in the way proposed by him in the globes, 
and to improve their position, if necessary (which he had tested at Leiden), 
and furthermore to clean and, if required, to regulate anew the apparatus 
which had been lying in the water of late. (For the position of the alarms 
vide Table B.) 

The position of No. 2 had to be changed seven times before its sensibility 
was satisfactorily regulated. Those mines with alarms which were quite 
ready were tested be'fore being placed in the water. Not all the alarms 
were this time inclosed in the mines with corresponding numbers. We 
wanted to place those mines which had been bent least from the preceding 
springing experiment nearest to the sleeping mine, and in them to. put 
the four alarms which had been modified and made stronger, so that alarm 
No. 2 came in mine No. 4, No. 4 in mine 2, No. 7 in mine 6, No. 6 in 
mine 7, whilst the rest of the alarms were placed in their corresponding 
mines. 

On the 20th of August three alarm-mines were put in the water, and on 
the 22d the rest, and also the sleeping mine. (See plate opposite.) Only 
one alarm spolic untimely between the 20th and 27th of August, the day 
when the springing experiment was made. (See Table E.) On this la.st- 
named day the subcommittee assembled at Oude-Schild. Mr. Kaiser was 
not quite well, so he could not attend. In the course of the afternoon of 
that day H. M. BuflFet crossed the line of torpedoes several times. All 
the alarms repeatedly betrayed her presence. In the afternoon the iron 
sleeping mine was fired. 

The springing of this mine of 100 kilograms gunpowder, lying at a 
depth of 7 meters, and throwing up a column of water, the highest point 
of which reached to 26.2 meters, had the following effect on the alarms : 

No. 6, whose mine was nearly 101 meters awayfrom the sleeping mine, 
had not, or at least not notably, moved; No. 1, whose mine lay nearly 10 
meters distant from the sleeping mine, had become useless. 

No. 2, and the others, whose mines lay at a distance respectively of 16.5, 
±22, 29, 45, and 67 meters, spoke during the explosion, but within one 
minute after they all got at rest again. When about a quart ;r of an hour 
after the experiment the Buffet passed over the mines, all the alarms, ex- 
cept No. 1, worked as well as before the experiment, A couple of hours 
later, when the ebb current was passing over the mines, the Euftet fired 
a shot from one of her 23 centimeter cannons with the great charge and a 
cartridge. At the moment the shot was fired, alarm No. 2, which a few 
seconds before had betrayed the presence of the Buffet, had just become 
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quiet, and the turret-ship was with her bgw nearly 8 meters away from 
the vertical projection of this apparatus. 

None of the alarms got into motion by the firing. When the mines 
and alarms were examined, on being taken out of the water, it was found 
that the bottom of mine No, 1 was bent S5 millimeters, and ita lid or 
cover 90 millimeters. The cylindrical side-wall was crushed in eight dif- 
ferent places between the lid and the-interior wall (partition), in one place 
as much as 52 millimeters. 

The plate gives a section of the mine as it was before and after th«^ex- 
periment. This section has been made about 2 decimeters from and paral- 
lel to the lid. The deformation was greatest there. Between the interior 
wail and the bottom, the wall of the mine was not bent. The brass angle- 
bars had retained their shape ; they we're slightly bent about where the 
long loops were, that served in paying out the mines. 

On opening the mines, a little water was found to have got in them. A 
few of the cartridges, which were filled with sand and sawdust, had become 
hard from the damp ; the rest were dry. The water had penetrated the 
mines along the stufBug- boxes, whose outside caoutchouc rings had been 
broken by the pressure of the water on the lid when the sleeping mine 
was sprung. 

The conducting wire of the piece of cable of the alarm was broken in 
the mine, in consequence of this piece of cable being squeezed between the 
sharp edge of the nnt belonging to one of the stuffing-boxes and a car- 
tridge, which squeezing was also caused by the bending of the lid of the 
raineduring the explosion, "When this piece of cable had been cut through 
in the place of rupture, and theo the part of it which is connected with 
the alarm had been attached to one of the poles of the alarm-battefy, the 
other pole being in the electrical connection with the alarm-globe, the ap- 
paratus worked properly, when a magnetic bar was held near it (the alarm- 
globe was still placed in the mine, and nothing further had been changed). 
Afterwards, however, on examining the alarm with the comparator, its 
sensibility proved to have changed considerably. The bottom and lid of 
mine No, 2 were bent about 50 centimeters. The edge of the mine and 
the lid, too, was very much bent all over the extent of a chord of 25 cen- 
timeters to a maximum of 20 millimeters. 

The cylindrical side-wall was bent over a small surfece. As mines Nos. 
1 and 2 were sent to Amsterdam for repair, the apparatus No. 4 was also 
taken out of the latter. It was tested all right; its sensibility had changed 
only very slightly. {See Table B.) The other mines were not opened, 
as nothing particular was noticed in them, except that they were slightly 
bent. The alarms were tested and found in order. 

The results obtained from the last springing-experiment proved, in tlie 
opinion of the subcommittee, thatMr. Kaiser's modifications of the alarm* 



Goo»^lc 



had been improvements ; for, in their opinion, it may be taken for granted 
that an alarm, lying at a distance of 15 meters from a mine with a charge 
of 100 kilograms gunpowder, and at a depth of 7 or 8 meters, will prop- 
erly resume ite work one minute after the springing of this mine. 

That the influence of the vibrations on the apparatus lasted a shorter 
time is owing to the firmer position of the mines on the bottom of the 
water. This seemed to be brought about at the expense of the mines 
themselves, which were much more damaged now than in consequence of 
the first springing experiments, when the bottoms and lids only were a 
little bent. 

Though the results of the sprin^ng-experiments with sleeping-mines 
of 100 kil(^rams gunpowder were of a nature to justify similar experi- 
ments with mines of a greater chai^, the subcommittee could not under- 
take them, the alarm mines not being strong enough, so they agreed to 
solve the question whether it is possible to regulate the alarms in such a 
way that they will, when placed on the botton of some water, as well be- 
tray at a favorable moDpent the presence of a large irou-clad as of a small 
one. 

Considering the relatively short time which remained before the com- 
mencement of the unfavorable season the subcommittee, a^r consulting 
Mr. Kaiser, thought it better not to treat this question in the way set 
down in the programme of the experiments, viz, by passing with a moni- 
tor first over one mine only, which waa successively placed at various in- 
creasing depths, but they resolved to look at the question in another way, 
which would not take up so much time, viz, to b^u with asoertainiug 
whether an average position could be found for three iron-c]ads of differ- 
ent magnetic power at the same depth. 

There were no drawbacks in the modification of the course of experi- 
ments, as at any rate his excellency the minister of the navy's permission 
had to be asked for the disposal of one of the monitors lying in the south- 
em harbors, as two turret-ships were in the waters of the position Helder- 
Texel for summer maneuvers. 

For the series of experiments to be made now, the mines were going to 
be laid in a direction about perpendicular to the doast-line or to the cur- 
rent, so as to facilitate the crossing of iron-clads. In such a direction we 
tried to find a line of about 75 meters length, in which the depths N-aried 
at the most between 6 and 8 meters, in order to place at distances of 15 
meters the six alarms, which retained their position of the previous exper- 
iment, to betray a monitor at a depth of ± 7 meters at a given moment. 
As we have mentioned before, the sensibility of the seventh alarm (No. 1) 
had changed too much to allow of this apparatus being used unaltered. 
On account of Mr, Kaiser's illness it could not be' modified by him in time. 

A line answering to the conditions stated was found to the southeast of 
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the southern torpedo station. ' The water near this line was sounded, and 
the buoys were laid required for the fasteoiug of the boat, which was to 
put out the mines and for facilitating the maneuvers of crossing vessels. 
On land six beacons were placed, two of which marked the direction in 
which the mines were going to be laid. The plate opposite represents the 
positions of the mines, buoys, beacons, &e. The buoys c and d, which with 
a, b, g, and h had been used to &sten the steamboat, were removed after the ' 
placingof the mines. The buoys e and/ served principally to point out to 
the iroD-clads the boundaries within which the mines lay. By measur- 
ing at a guess the distances at which we were from some buoy, when we 
were not too far away from the torpedo line, these ships could be made 
to i>ase over any mine pretty nearly at will. It was known that the two 
buoys were 170 meters apart from one another, and that buoy C lay about 
40 meters distant from No. 7, and buoy/ about 55 meters from alarm 
No. 2. So a signal sent from the torpedo station to pass over the south- 
ern, centra], or northern mines could, as a rule, be followed up. (For the 
" crossing experiments of October a definite mine was signaled.) The 
mines were laid during still water so as to have them as exactly as possi- 
ble in the places desired. In this manner one boat could put out two 
mines a day at the most. The rough weather during the first half of Sep- 
tember, however, was the cause that these arrangements could not be got 
through before the 11th, as we could only place one mine on .each day, 
except on the 6th of tliat mouth, when the placing of the mines was com- 
menced with. 

However, the experiments were not delayed by this, as the turret-ships 
and monitors were stationed at Flushing and Brielle, and could not he 
disposed of before the middle of September. 

The mines were tested before being put in the water ; all the alamis 
worked properly. 

Just as for the previous experiment, the mines were placed so as prob- 
ably to rest with their bottoms on the bottom of the water. Every day 
they were observed during still water, and when the tidei were strongest 
(half-tide, according to the Fnkhuizen almanac), the alarms, as long as 
they were in order, were night and day in the electrical connection with 
the alarm battery. (Forthe imtimely speaking of the alarms, vide, Table 
E.) 

September 15th H. M. monitor Tiger was going to steam over the 
alarms, but it had to be put off to the 17th, as, on account of the high sea 
of the 15th, the steamboat could not open the communication of the shore 
with the monitor for agreeing on the necessary signals, and as also the 
next day the weather was very rough. On the I7th H. M. Tiger passed 
ten times over the line of the alarms, three times from northeast and seven 
times from southwest. Excepting twice, when the monitor passed too much 
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east from the alarms, odc or two of them always spoke when part of the 
keel had passed the line of the alarms. H. M. BuSel, which on the 18th 
steamed over the alarms, tea times from the northeast and seven times 
from the southwest, was betrayed fifteen times when part of her keel had 
passed the torpedo line ; once it occurred before part of the ship had passed 
the line, and once she passed this line too much (o the west. 

For H. M. Scorpion the alarms were r^ulated with too great sensibility. 
Of the twenty-one times this ship passed over the alarms on the 19th of 
Ssptember her presence was betrayed twenty times, ten of which before 
the ship had passed the line. Once she passed too much to the east, for 
which reason none of the alarms could speak. During the crossing of H, 
M. Scorpion she was repeatedly observed to make the alarms speak sooner 
. whencomingfromthenortheast than from thesouthwest. Of this phenome- 
non, which was so strongly marked then, little was noticed during the 
further experiments. 

The plates opposite show in black lines with arrows the length of the 
vessels and the position of their keels with respect to the alarms at the 
moment they spoke. 

For each observation the height of the water over the alarm which spoke 
has been marked ob the drawing. Kegai-ding the way in which the posi- 
tion of the ships witli respect to the alarms was ascertained, and the degree 
of exactness of the observations, the following details may find a place 
here: 

The mines with alarms lay in the direction of two beacons, put up in 
the neighborhood of Station B about perpendicularto the coast line. One 
or more flags raised at this station were the signal for the commence- 
ment of each experiment. A moment after it was signaled also from this 
station over which mines, the northern, central, or southern, the ship was 
desired to pass. By the time she had come to within about a couple of 
hundred meters from the torpedo line they began at the stations A and B 
to follow the flag on the stern of the ship with the bearing instruments. 
At the moment some alarm spoke the person who observed at A the gal- 
vanometer called out " stop." All the flags were then stnick on board the 
ship, her course was carefully determined according to the compass ; at 
station A the needle of the bearing instrument was no longer moved, and 
to station B the letter S was telegraphed. 

On hearing the motion of the receiving apparatus at B the observer there 
alsostopped his bearing instrument. It was found that between the moment 
at which " stop" was called at A and that in which the observer at B 
stopped his instrument, 1.5 seconds on an average elapsed. This difierooce 
was taken into account on the 18th and 19th, and for all further experi- 
ments. In order to learn the influence of this difference on the bearing of 
the vessel it was generally ascertained from two observations at B aft^r 
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eaeli crossing experiment, how raaoy minutes the needle of the bearing 
instrument went rouud during those 1.5 seconds under the same circum- 
stances of course and velocity of the vessel. 

Mostly the ships finished their length in 20 to 30 seconds. Now, if we 
allow a play of 1 second for the above 1.5, a mistake of a couple of meters 
may have crept in. 

To represent in drawing the results of the crossing experiments of Sep- 
tember and of the 8th October, use was made of the corrected courses ob- 
served on board for the Scorpion and the Tiger, and of the uncorrected 
courses for the Buffet, because the corrected ones of this vessel could not be 
trusted (relied on). 

When the courses of the Scorpion and the Tiger, determined with the 
compass and corrected with regard to the duration and declination in the 
ordinary way, were compared with those of the other vessels observed at 
the very same time by means of a pelorus, a difference was marked, amount- 
ing to 27 inches for the Scorpion and 12 inches for the Tiger. (A pelorus 
is a planchet of the form of a rose; and, like this, divided in points. A 
flat ruler can turn round in its center. By measuring with this instru- 
ment the angle made by the direction in which a certain object is known 
to lie and the keel of a ship, it is easy to find, after a simple calculation, 
the direction of the Iseel or the course of the ship.) 

For representing in drawing the other results, of the 9th, 10th, and 1 1th 
of October, use has been madeof the coursesof the ships as ascertained with 
the pelorus. This manner of making observations is, in general, probably 
more correct, because we can then dispense with the mariner's compasses 
with their inaccuracies. 

The subcommittee resolved, in their meeting of Septemlrer 20, to re- 
peat the last experiments with alarms regulated less delicately. Mr. 
Kaiser thought himself able to place these instruments in a position that 
they should at a given moment betray the presence of the Scorpion with- 
out losing the good quality they had proved to possess, viz, of betraying 
H. M. monitor Tiger at a proper moment. 

In order to find the necessary degree of sensibility in the quicliest way 
possible, they were not going to be regulated equally delicately, hut three 
of them a little more than those used for the last experiments, the nest three 
more still, and the se.venth more again than the rest. That very day 
mines Nos. 2 and 3 with alarms Nos, 4 and 3 were Hfied, and the 22d 
all the other alarms were taken out of the water. (For the positions of the 
alarms on this last-mentioned day, vide Table B.) 

When the positions of the alarms were being controlled, it was surpris- 
ing how soon, especially No. 3, which had spoken untimely so ofl^n be- 
fore, became quiet when for some reason or other it was moved from its 
place or taken up, A smart push had to be given to it before its galvan- 
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ometer was deHected. The globe, too, could be brought into a slow swiugiug 
motion without making the alarm speak, and even the whole apparatus 
could be turned round the fourth part of a circle without any visible ef- 
fect on its galvanometer. Thia same alarm was found speaking untimely 
■ on the 16th September, after having been at rest for six days; it was after 
a stormy night it is true, but none of the others had spoken. 

The sensibility of this apparatus had not changed materially by the 
springing of the sleeping mine on the 27th of August, and by the laying 
and lifting of its mine for this springing experiment and for the experi- 
ments of the 17t.h till 19th of September. 

During the experiments in September, mine No. 4, containing alarm No. 
2, had as a rule betrayed the ships much sooner than the other ones. As 
the position, too, of this alarm had changed but little {vide Table B), no 
other explanation could be found for the alarm's speaking so much sooner 
but that some iron object must have been lying in its neighborhood. As 
we wanted to know whether this phenomenon would repeat itself, we re- 
solved to place the mines for the next experiments — those of October— ex- 
actly on the same spot where they had lain during the last crossing ex- 
periments; but in order to save alarm No. 4, the most important one, 
from the iuftuenoe which had perhaps affected alarm No. 2, it was going 
to be placed at one of the ends. These experiments, however, did not clear 
up the matter. In alarm No. 5 nothing particular was noticed; No. 3 
was 'by far the most sensible, but on examination after being lifted its posi- 
tion proved to be considerably changed. {See Table C.) 

The sensibility of alarms Nos. 6 and 7 bad greatly altered between the 
18th August, when they had been regulated again for the last time, and 
the 22d of September (see Table B) ; the position of the rest had remained 
about the same all that time, except of No. 1, which had most probably 
lost its original position entirely by the springing of the sleeping mine. 

In the afternoon of September 22 all the alarms were sent to Leiden to 
be regulated by Mr. Kaiser. On the 2d October they were again received 
at Oude-Schild. The apparatus had before been sent from Leiden in a 
box, so that they should have less danger of being damaged on the jour- 
ney, and then been placed in their globes in Texel by Mr. Kaiser, This 
could not be done now, on account of Mr. Kaiser's illness ; so the alarms 
were got entirely ready at Leiden. A trusty person, a second mate in the 
navy, was chained to take it to Amsterdam by goods-boat, and to Nieu- 
wediep by bai^. Their positions were then tested by the two members of 
the subcommittee who were staying in Texel. 

Up till now the alarms had always been kept closed up in their globes 
for examination with the comparator. In order to be still able to do this, 
now they were less sensible, the magnetic bar of the comparator was made 
2.2 times stronger. 



-abvG00»^lt 



«b,Gooi^le 



rivt Ship -Ori/m . 




^obyGoo»^lc 



«b,Gooi^le 



Thj-rft-Ship Scorpion/ 




«b,Gooi^le 




»b,Gooi^lc 



271 

The positions the alarms had on being sent from Leiden and those they 
proved to have at Oude-Schild when tested with the strengthened com- 
parator are stated down in Table C. 

In order to facilitate, the comparison between these positions and the 
previous ones, Table D shows the positions which the alarms had at Lei- 
den, according to the stronger comparator, by the side of those Mr, Kaiser 
thought they would have had if observed with the original comparator. 

As thedifference in the sensibility of the north and the south pole of 
alarm No. 5 was too grfeat, and its south pole was found to be too sensi- 
ble, those members of the subcommittee who were staying in Texel 
changed its position, Mr. Kaiser having given permission to do so. 

Nothing was altered in the other alarms (for the positions, vide Ta- 
ble C). The mines were all filled and got ready on the 2d and 3d of Oc- 
tober, Each alarm was now placed in its corresponding mine. On the 
same days they were all verified and found to be in order. 

Just as for the preceding experiment, the mines were let down during 
still water and in such a way that they could safely be thought to rest 
with their bottom sides on the bottom of the water (Plate 10). Still, 
during the time they lay in the wat«r, from the 2d to the 14th of October, 
it occurred repeatedly that they betrayed before their time, ( Vide Ta- 
ble E.) 

Only the three least insensible alarms spoke untimely. On the 18th of 
October the Bu^l passed thirty-three times over the line of the mines ; 
on the 10th, the Scorpion forty-one times, and on the 9th and 11th, the 
Tiger forty-six times. For the results see plates opposite. 

In order to make the depths of the water over the different mines as 
equal as possible, the ships crossed on the 9th of October and following 
days, as a rule, the least deep alarm-mines during high tide; the other 
ones during low tide. For the rest the experiments were made in the 
same manner as in September. 

The naval board of directors at Willerasoord happened just then to be 
making proof-trials with H. M, gunboat Ever, of the newly-adopted 
staunch type, and from this circumstance we profited by making this ves- 
sel too pass over the least insensible alarms. When on the 11th October 
this ship went a few times across the series of alarms Nos. 1, 2, 3, it hap- 
pened repeatedly that No. 3 spoke, which was afterwards found by means 
of the comparator to be more sensible than the other ones. When after- 
wards H. M. Ever was made to pass over this mine several times, in a di- 
rection almost perpendicular to the torpedo-line, it was observed that No, 
3 spoke. This observation is represented on Plate B. 

In the opinion of the subcommittee the alarms Nos. 1, 2, and 3 were 
too sensible for the Scorpion, and No. 4 was too insensible for the Tiger. 
According to the results obtained with the alarms Nos, 5, 6, aad 7, they 
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think it very probable that Dr. Kaiser's alarms cau be made for practical 
use sufficiently accurate to betray, at a given moment, and at a depth of 7 
or 8 meters, the presence of the two turret-ships Buffet and Scorpion, as 
well as of the monitor Tiger. It is true alarm No. 7 spoke twice when 
the stem of the Scorpion was still a couple of meters away from the tor- 
pedo-line, but some time will always elapse between the moments of the 
betraying and the firing of a mine, so this is no drawback. Besides the 
circle of destruction of the torpedoes may be taken into account. From 
this the subcommittee concludes that alarm No. 7 would also work prop- 
erly in the case of a vessel like the Scorpion. 

Once alarm No. 6 did not speak when the Tiger went past it at a short 
distance. The subcommittee thinks this a fault which may very likely be 
remedied by placing the mines a few meters nearer together. It is not 
improbable that during the experiment the Tiger passed just between the 
alarms Nos. 6 and 7, which lay 15 meters apart from one another. 

Of the dotted line it may be taken for granted that the arrow, the 
stem of the ship, is pretty exactly in its proper place, but the line mark- 
ing the course may be a little wrong, and this need be only very little 
to cause a relatively great difference in the place of this line with respect 
to the alarm. However, according to Mr. Kaiser, alarms in the positions 
which Nos. 5, 6, and 7 had during the last experiments, would pretty 
nearly answer the object we have in view, viz, the betraying of the three 
vessels at a favorable moment. In order to reach this object under all 
circumstances, he thought that the mines would have to be placed one or 
two meters nearer to each other, and that the alarms would have to be r^- 
ulated a little more delicately, which, in his opinion, would not be an ob- 
stacle agaiust the betraying at a proper time of the Scorpion, and an im- 
provement for vessels like the Tiger. 

The results of the necessary inquiries into the practical advantages of 
Dr. Kaiser's magneto-galvanic torpedo-alarm may be called favorable in 
the opinion of the subcommittee only for as far as these inquiries refer to 
the programme of experiments which they were charged to make. An 
alarm has proved not to speak untimely when at a short distance from it 
a shot with ball is fired from a heavy gnn placed in a coast battery or on 
board a ship; it will probably not be damaged, but not able to work for a 
few minutes, when it is contained in a mine at 15 meters distance from a 
springing mine loaded with 100 kilograms gunpowder, both mines lying 
at a depth of 7 or 8 meters ; and, lastly, it is most probable that a position 
can be given to them in which at a depth of 7 or 8 meters they will at a 
favorable moment betray the presence of H. M. turret-ships Scorpion 
and Buffet as well as of H. M. monitor Tiger. 

To these results are opposed a couple of great drawbacks of Dr. Kaiser's 
alarms, which have come to light in the course of the experiments. First 
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ot all the change of sensibility of apparatus vrhich had been at work some 
time and whose position had not been altered ; and, secondly, their being 
repeatedly found speaking untimely in the waters of Texel, when all of 
them were lying in the water for a shorter or longer time. 

As for the first drawback, Table B may show how Nos. 6 and 7, be- 
tween the 18th August and the 22d September, materially changed their 
position. 

In the same way it may be gathered from Tables A and C, that espe- 
cially Nob. 3 and 5 have repeatedly suffered from their transport from 
Leiden to Tezel, whilst also the sensibility of No. 3 had undergone a 
considerable change between the 2d and 12th October, when it was lying 
in the water for the last experiments. Mr. Kaiser thinks he will be able 
to remedy this by decreasing the number of screws in the apparatus, by 
soldering as &r as possible those screws which must necessarily remain, 
and by giving a fixed position to the alarms when being transported. 

The subcommittee dares not undertake to judge to what extent he will 
succeed in improving his invention, less so because some of the alarms 
have repeatedly been in a condition in which they gave proofe of great 
solidity, however delicate the apparatus looked. For more than once did 
Mr. Kaiser, in the presence of the members of the subcommittee, shake 
some alarm with great violent^, which did not influence the sensibility of 
the apparatus. Once, on the 31st of July, did the steamboat, when briog- 
iug on land mine No. 2, strike pretty strongly with its hoist against a 
dredging-machine working in the neighborhood and very much hinder- 
ing its maneuvers. As the mine was hanging on this^oist, it got squeezed 
in so that its side-wall was bent rather considerably, we guessed about 
half a decimeter. Notwithstanding this, the alarm did not only work jost 
as well as before the mine lay in the water, but even its sensibility proved 
to have changed about nothing ever since the 16th July. ( 1^'tde Table A.) 

Perhaps the soundness of the alarms has been proved more clearly still 
by the fact that an alarm remtuned fit for use afler the great pressure 
during the springing of a neighboring sleeping mine. . 

As it has been mentioned already, Mr. Kaiser ascribes the untimely 
speaking of apparatus to motion of the mines, either in consequence of 
the current or of some other cause unknown to him. The subcommittee 
has not yet found sufficient reasons for ascribing the untimely betraying to 
the influence of the current on the mine. Even if they take it for granted 
that the currents at the bottom do not correspond with those at the sur- 
fiioe of the Texel water, this can, in their opinion, make little difierence to 
the matter, as some alarms were found speaking untimely, not only for 
hours but sometimes during all the observations for days running. Be- 
sides, at the hours fixed for the observation of the alarms lying in the 
8355 BLEO 23 
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water they were repeatwily, amongst others during the last crossing ex- 
pertmeots, observed for some hours running with intervals of a few min- 
utes. Of course in this way several observations were obtained during 
the going out and coming in of the tides ; but for these various circum- 
stances no telling difference was noticed in the condition of the alarms. 
However, it happened more frequently that alarms which spoke untimely 
were found at rest during still water than when the current was in full 
force. They also spoke more frequently untimely wheu they had just 
been laid in the water, or after a few days, than after a week or longer. 

The followiug observations may perhaps speak in fitvor of the supposi- 
tion that squeezing or fretting of some parts of the instruments should be 
taken into account when an inquiry is made into the continued untimely 
speaking of alarms which have become useless for a time. 

As it has been mentioned already, alarm No. 2 was on the 30th of July 
found in order a few necoods atler the springing of a aleeping-mine, 
whilst a few minutes before it was noticed to be useless. No. 3, which 
became unfit for use the 8th of October, and was found speaking un- 
timely after all the observations of that day and the next until 2 o'clock 
in the afternoon, got into proper order again at that hour during still 
water during the crossing experiments with the Bufiet, This same No. 
3, which again refused to work on the 9th of October, suddenly got into 
order again on the 10th at a quarter past one, also during still water, just 
when the Scorpion had steamed over the mines, and just at a moment 
when its services were going to be required for the experiments. A sig- 
nal had been sent ^ the Scorpion to pass over alarm-mine No. 5 ; the 
cable of No. 3 had been detached from the battery. None of the alarms 
spoke. "When, immediately afterwards, the cable of No. 3 was connected 
with the battery, the alarm was found to be in order. A few minutes 
earlier, when an observation was made, its galvanometer was deflected 
before it« time. During the other three days it lay in the water it re- 
mained in proper order. Considering all this, the subcommittee thinks 
the question of the untimely speaking of alarms to be altogether un- 
solved. 

The change of their sensibility, too, continues to be a point for exam- 
ination. In the beginning of November the alarms, inclosed in their 
mines, were laid in one of the canals of the naval dock-yard at Am- 
sterdam to examine whether they would also speak untimely in this 
nearly stagnant water, with a soft, muddy bottom. 

If it appears from this experiment that the alarms do not speak un- 
timely after lying in the water for several, weeks it is the opinion of 
the siib-committee that these instruments, improved according to the in- 
structions of Mr. Kmser, should be inclosed in mines with a greater 
base and of a better shape for resisting water that is brought into motion 
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by some cause or other. (Up to the 29th of December the alarms 
were in a proper state.) 

On account of the many obstacles which will have to be surmounted 
before the alarms in all respects will prove to be of practical use, the 
subcximmittee venture to make the observation that, in case the experi- 
ments with the alarms should be resumed, they think it advisable at the 
same time to o<»umeDce other experiments — in the first place with those 
which may lead the way: to the application of offensive torpedoes, 

December the 29th, 1873. 
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Hedges differential lamps 

Hedges mouopliotes . 

Jaspar monophotes 

Lane-Fox current. ... 

Pilsen differential lamps 

Siemens differential lamps 

The Qramme, with derived circuit... 

Weston differential lamps 

Beynier lamp 
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shutter and Lemoimier'e lentionlar projector, large uze . . 
Sautter and Lemonnier's projector, mounted on a cart- - . 

Sautter and Lemonnier's projectors for shipe' boata 

ScliDokert dynamo 

Serrio-Betjot lamp 

Seven sbotter signaliog and firing instrument 

Siemens alphabetical telegraph 

Siemens and Halske's constant battery - ■■■ 

Siemens and HalsWe form of Danioll'a battery 

Siemens and Halske'e form of Marie-Davy's battery 

Siemens dynamo 

Siemens dynamo-eleotric mine-exploder for quantity 

Siemens dynamo-eleotrio mine-exploder fbr tension 

Siemens dynamo for refining metals . 

Siemens magnetic electro dial instrnment 

Siemens magneto-eleotrio mine-exploder 

Siemens regulator 

Skiivanow's bell-push battery 

Standard battery, London post-offlee 

Swan Lamp, the 

Switches, Edison's 



Telescopic firing-arcs 

Torpedo alarm, Kaiser's 

Torpedo apparatus, list of 

Torpedo fnse 

Torpedo system, UcEvoy's single i 

Tower for Hell Gate beacon 

TroQvi bichromate battery 

Tronv£ dry battery 

Tronvi sealed battery . 



Tarleylamp 

Tertical rays, ligbt-honse with.. 



Werdermann lamp 

Werdermann lamp, improved by Kapoli. 

Weston dynamo 

Weston regulator 
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